
Floor  
convectors

Technical 
Catalogue



Overview
 

 t r l convection oor convectors rinci le o  o er tion is 
n t r l ir convection  e  re esi ne  or secon r  roo  e tin  

eir e tin  c cities t c t lo e con itions r n e  to   
e  re istin is e  or t eir silent o er tion

 

 oor convectors rinci le o  o er tion is orce  convection  
t r l ir circ l tion is ooste   e ns o   n  e  re s it le 

or ri r  in lic tions re irin  i er e tin  c cities  lso or 
secundary heating. heir heating ca acities at catalogue conditions 
range u   .

sually the ost a ro riate odels or installation are those with the 
housing height o   . n order to achieve higher heating ca ati-
ties odels with a housing height o    are availa le. odels 
with   housing height are designed or a lications where instal-
lation height is lower than   or e a le  renovation o  old 
buildings).

 

- -  and - -  Floor convectors o erate in the sa e way as the 
ty es -  and - . hey are articularly suitable or heating o  
areas with increased level o  hu idity such as swi ing ools or si ilar. 
For sa ety  a low voltage an  ) is installed in the - -  odel. 

ecause o  the otential ingress o  water into the interior o  the hous-
ing  a collection tray is ounted to collect and drain water. he technical 
characteristics are the sa e as the catalogue technical characteristics o  
the -  and -  oor convectors o    height.

 

n su er  the -  oor convector draws in war  air ro  the 
areas around windows or hot walls  cools it in the heat e changer  and 
eeds it bac  into the roo . his reduces heat gains due to heat roo  

envelo e sur aces. n the cooling rocess  a art o  oisture is e -
tracted ro  the air  this dehu idi cation also contributes to ther al 
co ort. n winter  the -  oor convector is a lied or heating li e 
any other oor convector  it heats cold air ro  the window area and 
returns it into the roo .

 

he ac age allows the selection o  a standard heating oor convec-
tor  -  -  - ) either according to the available s ace 
or intsallation or a s eci ed ther al ca acity. on the entry o  basic 
ara eters the ac age lists the corres onding convector ty es  which 

we can correct or o ti i e as we want. Further we choose accessories  
terad-on grille  control ele ents ). election rogra  evaluates the 

technical characteristics and rints the catalogue ordering ey.

he end result o  selection can also be rinted  as the basis or the 
order.

TK-13

TKV-13

TKV-S-13, TK-S-13

TKH-13
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ll easure ents o  oor convectors or 
heating and cooling are er or ed in con-
or ance with uro ean directives and 
uro ean standards  which rescribes 

o eration and usage o  heating and cool-
ing devices.

eating characteristics o  oor convec-
tors or heating - 3  - 3  - - 3  

- - 3) have been easured according 
to euro ean standard  2  which re-
cisely rescribes rocess o  de nition o  
no inal eating ca acity by te erature 
conditions  C   C  2  C. 

aboratory or hat e changers at idria n-
stitute li a with certi ed easure ent 
e ui ent is the si th suchli e in uro e 
or easure ents o  heating charac-

teristics o  heating devices and it has to 
rovide re eatability and re arability. 

eating and cooling characteristics o  
oor convectors or heating and cooling 

- 3) have been easured according 
to O  standard 3 under the ol-
lowing conditions

2- i e syste s   
cooling   C  2 C  2  C      
heating  C  2  C  water ow e ual 
to water ow at cooling

- i e syste s   
cooling   C  2 C  2  C      
heating  C   C  2  C.

ound ower level  d )   weighted 
according to C 2 and calculated in 
accordance with the reco endation o  
the  O 3  standard. ound res-
sure level L  d )   weighted at certain 
distance in s eci c roo  can be calculat-
ed ro  sound ower level data o  device.

General
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n roo s with large gla ing envelo e 
sur aces or cold envelo e walls  it is di -
cult to establish co ortable heating by 
eans o  conventional heating bodies 

only. e erature di erences between 
the glass sur aces and bul  air te era-
ture lead to cooling o  air in the boundary 
layer along the wall and in turn  to its 
downwards ow and s reading across the 
entire roo  oor area  the result being 
occu ants  disco ort. s ecially when 
outside te eratures dro  below C  
it is virtually i ossible to aintain oc-
cu ational co ort in roo s with large 
sur ace windows unless au iliary oor 
convector heating is used. Floor convec-
tors urther revent condensation build-u  
on glass  as they aintain a layer o  war  
hu id air ad acent to the glass sur aces. 
Floor convectors in articular the orced 
convection ty es) also revent inlet o  
cold outside air.

 oo  heating ri ary or secondary 
heating)

 aintenance o  uni or  air circulation 
eld in the roo  and thereby  uni or  

distribution o  heat throughout the 
roo

 ncreasing o  cold areas sur ace te -
erature

 Prevention o  condensation build-u  on 
glass sur aces

 Prevention o  ingress o  cold outside 
air through big glass sur aces  

 oo  cooling - 3 odels)
 eating o  areas with increased hu id-

ity - - 3  - - 3).

 igh uality o  aterial and roduction
 igh heating and cooling ca acities
 Good sound characteristics
 all water content in the heat e -

changer and ast heating cooling o  the 
roo

 nstallation into the oor  hence no oc-
cu ation o  the s ace

 nstallation in hu id areas - - 3 
and - - 3 odels)

 ide range o  control accessories
 uch e ibility to the needs o  the 

ro ect with s eci c versions corner 
designs  rounded contours  variety o  
tread-on grilles)

 asy installation  o eration and ain-
tenance.

heat exchanger
 a i al o erating ressure   bar.
 a i al allowed ressure   bar.
 a i al water te erature   C.

Samples of heat exchangers have been tested by an accredited test laboratory.
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atural convection oor convectors are 
a lied basically as secondary heating 
bodies  in co bination with other ri ary 
heating bodies also in co bination with 

- 3 s serving as ri ary heating bod-
ies). hey are installed to the oor  in the 
i ediate ro i ity o  windows  doors 
and other cooling sur aces. eco end-
ed distance between oor convector and 
glass sur ace is -2  .

hey are used or artial cover heat loss-
es  revention o  condensation on glass 
sur aces  reduction o  the convection 
e ect ro  cold sur aces and revention 
o  inlet o  cold outside air through doors. 
Floor convectors with natural convection 
eature silent o eration.

atural convection oor convectors a ly 
the rinci le o  natural circulation o  air. 
Cold air enters into the oor convector  
war s in the heat e changers and rises 
into the roo .

. eat e changer
2. read-on grille
3. ousing.

- 3 oor convectors are available in 33 
lengths - 3 ro    to   
widths o  2   3   and   
and heights o      and  

. n the range u  to 3   lengths 
are available in the incre ents o    
over 3   lengths are available in the 
incre ents o  2  . 

The basic design has no water side control 
co onents. They have to be ordered as 
o tions to the basis version or e a le  
valves P2).

Natural convection  
oor convectors  T - 3

Natural convection oor convectors T - 3

  warm air
  cold air

  warm air
  cold air



 Technical data

Housing 
length
L [mm]

Heating capacity

75 °C / 65 °C / 20 °C 70 °C / 55 °C / 20 °C 55 °C/ 45 °C / 20 °C

Qh mw pw Qh mw pw Qh mw pw

[W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa]

800 91 7,8 < 0,01 67 3,9 < 0,01 39 3,4 < 0,01

900 113 9,8 < 0,01 84 4,8 < 0,01 48 4,2 < 0,01

1000 136 11,7 < 0,01 101 5,8 < 0,01 58 5,0 < 0,01

1100 159 13,7 < 0,01 118 6,8 < 0,01 68 5,9 < 0,01

1200 182 15,6 < 0,01 135 7,7 < 0,01 78 6,7 < 0,01

1300 204 17,6 < 0,01 152 8,7 < 0,01 87 7,5 < 0,01

1400 227 19,5 < 0,01 168 9,7 < 0,01 97 8,4 < 0,01

1500 250 21,5 0,01 185 10,6 < 0,01 107 9,2 < 0,01

1600 273 23,5 0,01 202 11,6 < 0,01 117 10,1 < 0,01

1700 295 25,4 0,01 219 12,6 < 0,01 126 10,9 < 0,01

1800 318 27,4 0,01 236 13,5 < 0,01 136 11,7 < 0,01

1900 341 29,3 0,01 253 14,5 < 0,01 146 12,6 < 0,01

2000 364 31,3 0,02 270 15,5 < 0,01 156 13,4 < 0,01

2100 386 33,2 0,02 287 16,4 < 0,01 165 14,3 < 0,01

2200 409 35,2 0,02 304 17,4 0,01 175 15,1 < 0,01

2300 432 37,1 0,03 320 18,4 0,01 185 15,9 < 0,01

2400 455 39,1 0,03 337 19,4 0,01 195 16,8 0,01

2500 477 41,0 0,03 354 20,3 0,01 204 17,6 0,01

2600 500 43,0 0,04 371 21,3 0,01 214 18,5 0,01

2700 523 45,0 0,04 388 22,3 0,01 224 19,3 0,01

2800 546 46,9 0,05 405 23,2 0,01 234 20,1 0,01

2900 568 48,9 0,06 422 24,2 0,01 244 21,0 0,01

3000 591 50,8 0,06 439 25,2 0,02 253 21,8 0,01

3200 637 54,7 0,08 472 27,1 0,02 273 23,5 0,01

3400 682 58,6 0,10 506 29,0 0,02 292 25,2 0,02

3600 728 62,5 0,12 540 31,0 0,03 312 26,8 0,02

3800 773 66,5 0,14 574 32,9 0,03 331 28,5 0,03

4000 819 70,4 0,17 608 34,8 0,04 351 30,2 0,03

4200 864 74,3 0,20 641 36,8 0,05 370 31,9 0,04

4400 910 78,2 0,23 675 38,7 0,06 390 33,5 0,04

4600 955 82,1 0,27 709 40,6 0,07 409 35,2 0,05

4800 1001 86,0 0,31 743 42,6 0,08 429 36,9 0,06

5000 1046 89,9 0,35 777 44,5 0,09 449 38,6 0,06

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside
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Housing 
length
L [mm]

Heating capacity

75 °C / 65 °C / 20 °C 70 °C / 55 °C / 20 °C 55 °C/ 45 °C / 20 °C

Qh mw pw Qh mw pw Qh mw pw

[W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa]

800 158 13,6 < 0,01 120 6,9 < 0,01 73 6,3 < 0,01

900 198 17,0 < 0,01 150 8,6 < 0,01 91 7,9 < 0,01

1000 238 20,4 < 0,01 180 10,4 < 0,01 110 9,5 < 0,01

1100 277 23,9 0,01 211 12,1 < 0,01 128 11,0 < 0,01

1200 317 27,3 0,01 241 13,8 < 0,01 146 12,6 < 0,01

1300 357 30,7 0,02 271 15,5 < 0,01 165 14,2 < 0,01

1400 396 34,1 0,02 301 17,3 0,01 183 15,8 < 0,01

1500 436 37,5 0,03 331 19,0 0,01 201 17,3 0,01

1600 476 40,9 0,04 361 20,7 0,01 220 18,9 0,01

1700 515 44,3 0,05 392 22,5 0,01 238 20,5 0,01

1800 555 47,7 0,06 422 24,2 0,02 256 22,1 0,01

1900 595 51,1 0,07 452 25,9 0,02 275 23,6 0,02

2000 634 54,5 0,09 482 27,6 0,02 293 25,2 0,02

2100 674 57,9 0,11 512 29,4 0,03 311 26,8 0,02

2200 714 61,3 0,13 542 31,1 0,03 330 28,4 0,03

2300 753 64,8 0,15 573 32,8 0,04 348 29,9 0,03

2400 793 68,2 0,18 603 34,6 0,05 366 31,5 0,04

2500 833 71,6 0,20 633 36,3 0,05 385 33,1 0,04

2600 872 75,0 0,23 663 38,0 0,06 403 34,7 0,05

2700 912 78,4 0,27 693 39,7 0,07 421 36,2 0,06

2800 952 81,8 0,30 723 41,5 0,08 440 37,8 0,06

2900 991 85,2 0,34 754 43,2 0,09 458 39,4 0,07

3000 1031 88,6 0,38 784 44,9 0,10 476 41,0 0,08

3200 1110 95,4 0,48 844 48,4 0,12 513 44,1 0,10

3400 1190 102,2 0,59 904 51,8 0,15 550 47,3 0,13

3600 1269 109,1 0,71 965 55,3 0,18 586 50,4 0,15

3800 1348 115,9 0,86 1025 58,7 0,22 623 53,6 0,18

4000 1428 122,7 1,02 1085 62,2 0,26 660 56,7 0,22

4200 1507 129,5 1,19 1146 65,7 0,31 696 59,9 0,25

4400 1586 136,3 1,39 1206 69,1 0,36 733 63,0 0,30

4600 1666 143,1 1,61 1266 72,6 0,41 770 66,2 0,34

4800 1745 150,0 1,85 1327 76,0 0,48 806 69,3 0,40

5000 1824 156,8 2,11 1387 79,5 0,54 843 72,5 0,45

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

Natural convection oor convectors T - 3



Housing 
length
L [mm]

Heating capacity

75 °C / 65 °C / 20 °C 70 °C / 55 °C / 20 °C 55 °C/ 45 °C / 20 °C

Qh mw pw Qh mw pw Qh mw pw

[W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa]

800 226 19,5 <0,01 173 10,0 <0,01 107 9,3 <0,01

900 283 24,3 0,01 217 12,4 <0,01 134 11,6 <0,01

1000 339 29,2 0,01 260 14,9 <0,01 161 13,9 <0,01

1100 396 34,1 0,02 304 17,4 0,01 188 16,2 0,01

1200 453 38,9 0,03 347 19,9 0,01 215 18,5 0,01

1300 509 43,8 0,05 391 22,4 0,01 242 20,8 0,01

1400 566 48,7 0,07 434 24,9 0,02 269 23,1 0,02

1500 623 53,5 0,09 477 27,4 0,02 296 25,4 0,02

1600 679 58,4 0,12 521 29,9 0,03 323 27,8 0,03

1700 736 63,3 0,15 564 32,4 0,04 350 30,1 0,03

1800 792 68,1 0,18 608 34,8 0,05 376 32,4 0,04

1900 849 73,0 0,23 651 37,3 0,06 403 34,7 0,05

2000 906 77,9 0,27 695 39,8 0,07 430 37,0 0,06

2100 962 82,7 0,33 738 42,3 0,09 457 39,3 0,07

2200 1019 87,6 0,39 782 44,8 0,10 484 41,6 0,09

2300 1076 92,5 0,46 825 47,3 0,12 511 44,0 0,10

2400 1132 97,3 0,53 869 49,8 0,14 538 46,3 0,12

2500 1189 102,2 0,62 912 52,3 0,16 565 48,6 0,14

2600 1246 107,1 0,71 955 54,8 0,19 592 50,9 0,16

2700 1302 111,9 0,81 999 57,2 0,21 619 53,2 0,18

2800 1359 116,8 0,92 1042 59,7 0,24 646 55,5 0,21

2900 1416 121,7 1,04 1086 62,2 0,27 673 57,8 0,23

3000 1472 126,5 1,17 1129 64,7 0,31 700 60,1 0,26

3200 1585 136,3 1,46 1216 69,7 0,38 753 64,8 0,33

3400 1699 146,0 1,79 1303 74,7 0,47 807 69,4 0,41

3600 1812 155,7 2,17 1390 79,6 0,57 861 74,0 0,49

3800 1925 165,5 2,61 1477 84,6 0,68 915 78,7 0,59

4000 2039 175,2 3,09 1564 89,6 0,81 969 83,3 0,70

4200 2152 184,9 3,64 1651 94,6 0,95 1023 87,9 0,82

4400 2265 194,7 4,24 1738 99,6 1,11 1077 92,5 0,96

4600 2378 204,4 4,91 1825 104,5 1,28 1130 97,2 1,11

4800 2492 214,1 5,64 1911 109,5 1,48 1184 101,8 1,27

5000 2605 223,9 6,44 1998 114,5 1,69 1238 106,4 1,46

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside
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Housing 
length
L [mm]

Heating capacity

75 °C / 65 °C / 20 °C 70 °C / 55 °C / 20 °C 55 °C/ 45 °C / 20 °C

Qh mw pw Qh mw pw Qh mw pw

[W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa]

800 121 10,4 < 0,01 92 5,3 < 0,01 55 4,8 < 0,01

900 151 13,0 < 0,01 115 6,6 < 0,01 69 6,0 < 0,01

1000 181 15,6 < 0,01 138 7,9 < 0,01 83 7,2 < 0,01

1100 212 18,2 < 0,01 161 9,2 < 0,01 97 8,4 < 0,01

1200 242 20,8 < 0,01 184 10,6 < 0,01 111 9,6 < 0,01

1300 272 23,4 < 0,01 207 11,9 < 0,01 125 10,8 < 0,01

1400 302 26,0 0,01 230 13,2 < 0,01 139 12,0 < 0,01

1500 333 28,6 0,01 253 14,5 < 0,01 153 13,2 < 0,01

1600 363 31,2 0,01 276 15,8 < 0,01 167 14,4 < 0,01

1700 393 33,8 0,01 299 17,1 < 0,01 181 15,6 < 0,01

1800 424 36,4 0,02 322 18,5 < 0,01 195 16,8 < 0,01

1900 454 39,0 0,02 345 19,8 0,01 209 18,0 < 0,01

2000 484 41,6 0,03 368 21,1 0,01 223 19,2 0,01

2100 514 44,2 0,03 391 22,4 0,01 237 20,4 0,01

2200 545 46,8 0,04 414 23,7 0,01 251 21,6 0,01

2300 575 49,4 0,04 437 25,1 0,01 265 22,8 0,01

2400 605 52,1 0,05 460 26,4 0,01 279 24,0 0,01

2500 636 54,7 0,06 483 27,7 0,02 293 25,2 0,01

2600 666 57,3 0,07 506 29,0 0,02 307 26,4 0,01

2700 696 59,9 0,08 529 30,3 0,02 321 27,6 0,02

2800 726 62,5 0,09 552 31,7 0,02 335 28,8 0,02

2900 757 65,1 0,10 575 33,0 0,03 349 30,0 0,02

3000 787 67,7 0,11 598 34,3 0,03 363 31,2 0,02

3200 848 72,9 0,14 644 36,9 0,04 391 33,7 0,03

3400 908 78,1 0,17 690 39,6 0,04 419 36,1 0,04

3600 969 83,3 0,21 736 42,2 0,05 447 38,5 0,04

3800 1029 88,5 0,25 782 44,8 0,06 475 40,9 0,05

4000 1090 93,7 0,30 828 47,5 0,08 503 43,3 0,06

4200 1151 98,9 0,35 874 50,1 0,09 531 45,7 0,08

4400 1211 104,1 0,41 920 52,8 0,11 559 48,1 0,09

4600 1272 109,3 0,47 967 55,4 0,12 587 50,5 0,10

4800 1332 114,5 0,54 1013 58,0 0,14 615 52,9 0,12

5000 1393 119,7 0,62 1059 60,7 0,16 643 55,3 0,13

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside
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Housing 
length
L [mm]

Heating capacity

75 °C / 65 °C / 20 °C 70 °C / 55 °C / 20 °C 55 °C/ 45 °C / 20 °C

Qh mw pw Qh mw pw Qh mw pw

[W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa]

800 202 17,4 <0,01 157 9,0 <0,01 100 8,6 <0,01

900 253 21,8 <0,01 196 11,3 <0,01 125 10,8 <0,01

1000 304 26,1 0,01 236 13,5 <0,01 150 12,9 <0,01

1100 354 30,5 0,01 275 15,8 <0,01 175 15,1 <0,01

1200 405 34,9 0,02 315 18,0 0,01 200 17,2 <0,01

1300 456 39,2 0,03 354 20,3 0,01 225 19,4 0,01

1400 507 43,6 0,04 393 22,6 0,01 250 21,5 0,01

1500 557 47,9 0,05 433 24,8 0,01 275 23,7 0,01

1600 608 52,3 0,06 472 27,1 0,02 300 25,8 0,02

1700 659 56,6 0,08 512 29,3 0,02 325 28,0 0,02

1800 709 61,0 0,10 551 31,6 0,03 350 30,2 0,02

1900 760 65,3 0,12 590 33,8 0,03 375 32,3 0,03

2000 811 69,7 0,15 630 36,1 0,04 401 34,5 0,04

2100 861 74,1 0,18 669 38,4 0,05 426 36,6 0,04

2200 912 78,4 0,21 708 40,6 0,06 451 38,8 0,05

2300 963 82,8 0,25 748 42,9 0,07 476 40,9 0,06

2400 1014 87,1 0,29 787 45,1 0,08 501 43,1 0,07

2500 1064 91,5 0,33 827 47,4 0,09 526 45,2 0,08

2600 1115 95,8 0,38 866 49,6 0,10 551 47,4 0,09

2700 1166 100,2 0,44 905 51,9 0,12 576 49,5 0,11

2800 1216 104,6 0,49 945 54,1 0,13 601 51,7 0,12

2900 1267 108,9 0,56 984 56,4 0,15 626 53,8 0,14

3000 1318 113,3 0,63 1024 58,7 0,17 651 56,0 0,15

3100 1369 117,6 0,70 1063 60,9 0,19 676 58,1 0,17

3200 1419 122,0 0,78 1102 63,2 0,21 701 60,3 0,19

3400 1521 130,7 0,96 1181 67,7 0,26 751 64,6 0,24

3600 1622 139,4 1,17 1260 72,2 0,31 802 68,9 0,29

3800 1723 148,1 1,40 1339 76,7 0,38 852 73,2 0,34

4000 1825 156,8 1,66 1417 81,2 0,44 902 77,5 0,41

4200 1926 165,5 1,95 1496 85,7 0,52 952 81,8 0,48

4400 2028 174,3 2,27 1575 90,2 0,61 1002 86,1 0,56

4600 2129 183,0 2,63 1654 94,8 0,71 1052 90,5 0,64

4800 2231 191,7 3,02 1733 99,3 0,81 1102 94,8 0,74

5000 2332 200,4 3,45 1811 103,8 0,93 1153 99,1 0,84

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside
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Housing 
length
L [mm]

Heating capacity

75 °C / 65 °C / 20 °C 70 °C / 55 °C / 20 °C 55 °C/ 45 °C / 20 °C

Qh mw pw Qh mw pw Qh mw pw

[W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa]

800 271 23,3 0,01 212 12,2 < 0,01 137 11,8 < 0,01

900 339 29,1 0,01 265 15,2 < 0,01 172 14,8 < 0,01

1000 407 35,0 0,02 318 18,3 0,01 206 17,7 0,01

1100 474 40,8 0,03 371 21,3 0,01 240 20,7 0,01

1200 542 46,6 0,05 425 24,3 0,01 275 23,6 0,01

1300 610 52,5 0,07 478 27,4 0,02 309 26,6 0,02

1400 678 58,3 0,10 531 30,4 0,03 344 29,6 0,02

1500 746 64,1 0,13 584 33,5 0,04 378 32,5 0,03

1600 814 69,9 0,17 637 36,5 0,05 412 35,5 0,04

1700 881 75,8 0,21 690 39,6 0,06 447 38,4 0,05

1800 949 81,6 0,26 743 42,6 0,07 481 41,4 0,07

1900 1017 87,4 0,32 796 45,7 0,09 516 44,3 0,08

2000 1085 93,3 0,39 850 48,7 0,11 550 47,3 0,10

2100 1153 99,1 0,47 903 51,7 0,13 584 50,3 0,12

2200 1221 104,9 0,56 956 54,8 0,15 619 53,2 0,14

2300 1289 110,8 0,66 1009 57,8 0,18 653 56,2 0,17

2400 1356 116,6 0,77 1062 60,9 0,21 688 59,1 0,20

2500 1424 122,4 0,89 1115 63,9 0,24 722 62,1 0,23

2600 1492 128,2 1,02 1168 67,0 0,28 756 65,0 0,26

2700 1560 134,1 1,16 1222 70,0 0,32 791 68,0 0,30

2800 1628 139,9 1,32 1275 73,0 0,36 825 70,9 0,34

2900 1696 145,7 1,49 1328 76,1 0,41 860 73,9 0,38

3000 1763 151,6 1,68 1381 79,1 0,46 894 76,9 0,43

3200 1899 163,2 2,09 1487 85,2 0,57 963 82,8 0,54

3400 2035 174,9 2,57 1593 91,3 0,70 1032 88,7 0,66

3600 2170 186,5 3,12 1700 97,4 0,85 1101 94,6 0,80

3800 2306 198,2 3,74 1806 103,5 1,02 1169 100,5 0,96

4000 2442 209,8 4,44 1912 109,6 1,21 1238 106,4 1,14

4200 2578 221,5 5,22 2019 115,6 1,42 1307 112,3 1,34

4400 2713 233,2 6,08 2125 121,7 1,66 1376 118,2 1,56

4600 2849 244,8 7,04 2231 127,8 1,92 1445 124,2 1,81

4800 2985 256,5 8,09 2337 133,9 2,21 1513 130,1 2,08

5000 3120 268,1 9,24 2444 140,0 2,52 1582 136,0 2,38

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside
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Housing 
length
L [mm]

Heating capacity

75 °C / 65 °C / 20 °C 70 °C / 55 °C / 20 °C 55 °C/ 45 °C / 20 °C

Qh mw pw Qh mw pw Qh mw pw

[W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa]

800 143 12,3 < 0,01 106 6,1 < 0,01 62 5,3 < 0,01

900 179 15,4 < 0,01 133 7,6 < 0,01 77 6,7 < 0,01

1000 214 18,5 < 0,01 160 9,2 < 0,01 93 8,0 < 0,01

1100 250 21,5 0,01 186 10,7 < 0,01 108 9,4 < 0,01

1200 286 24,6 0,01 213 12,2 < 0,01 124 10,7 < 0,01

1300 322 27,7 0,01 240 13,8 < 0,01 139 12,0 < 0,01

1400 358 30,8 0,02 266 15,3 < 0,01 155 13,4 < 0,01

1500 393 33,8 0,02 293 16,8 0,01 171 14,7 < 0,01

1600 429 36,9 0,03 320 18,3 0,01 186 16,0 0,01

1700 465 40,0 0,04 346 19,9 0,01 202 17,4 0,01

1800 501 43,1 0,05 373 21,4 0,01 217 18,7 0,01

1900 537 46,1 0,06 400 22,9 0,02 233 20,0 0,01

2000 572 49,2 0,07 427 24,5 0,02 248 21,4 0,01

2100 608 52,3 0,09 453 26,0 0,02 264 22,7 0,02

2200 644 55,4 0,10 480 27,5 0,03 279 24,0 0,02

2300 680 58,5 0,12 507 29,0 0,03 295 25,4 0,02

2400 716 61,5 0,14 533 30,6 0,04 310 26,7 0,03

2500 751 64,6 0,17 560 32,1 0,04 326 28,1 0,03

2600 787 67,7 0,19 587 33,6 0,05 342 29,4 0,04

2700 823 70,8 0,22 613 35,2 0,05 357 30,7 0,04

2800 859 73,8 0,25 640 36,7 0,06 373 32,1 0,05

2900 895 76,9 0,28 667 38,2 0,07 388 33,4 0,05

3000 931 80,0 0,31 693 39,7 0,08 404 34,7 0,06

3200 1002 86,1 0,39 747 42,8 0,10 435 37,4 0,07

3400 1074 92,3 0,48 800 45,9 0,12 466 40,1 0,09

3600 1145 98,5 0,58 854 48,9 0,14 497 42,8 0,11

3800 1217 104,6 0,70 907 52,0 0,17 528 45,4 0,13

4000 1289 110,8 0,83 960 55,0 0,20 559 48,1 0,16

4200 1360 116,9 0,97 1014 58,1 0,24 590 50,8 0,18

4400 1432 123,1 1,13 1067 61,1 0,28 621 53,4 0,21

4600 1503 129,2 1,31 1120 64,2 0,32 653 56,1 0,25

4800 1575 135,4 1,51 1174 67,3 0,37 684 58,8 0,28

5000 1647 141,5 1,72 1227 70,3 0,43 715 61,5 0,32

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside
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Housing 
length
L [mm]

Heating capacity

75 °C / 65 °C / 20 °C 70 °C / 55 °C / 20 °C 55 °C/ 45 °C / 20 °C

Qh mw pw Qh mw pw Qh mw pw

[W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa]

800 233 20,1 < 0,01 178 10,2 < 0,01 109 9,4 < 0,01

900 292 25,1 < 0,01 222 12,8 < 0,01 136 11,7 < 0,01

1000 350 30,1 < 0,01 267 15,3 < 0,01 163 14,1 < 0,01

1100 408 35,1 0,01 311 17,9 < 0,01 191 16,4 < 0,01

1200 467 40,1 0,01 356 20,4 < 0,01 218 18,8 < 0,01

1300 525 45,2 0,01 401 23,0 < 0,01 245 21,1 < 0,01

1400 584 50,2 0,02 445 25,5 0,01 272 23,5 < 0,01

1500 642 55,2 0,03 490 28,1 0,01 300 25,8 0,01

1600 700 60,2 0,03 534 30,6 0,01 327 28,1 0,01

1700 759 65,2 0,04 579 33,2 0,01 354 30,5 0,01

1800 817 70,3 0,06 623 35,7 0,01 382 32,8 0,01

1900 876 75,3 0,07 668 38,3 0,02 409 35,2 0,01

2000 934 80,3 0,08 713 40,8 0,02 436 37,5 0,02

2100 993 85,3 0,10 757 43,4 0,03 464 39,9 0,02

2200 1051 90,3 0,12 802 46,0 0,03 491 42,2 0,03

2300 1109 95,4 0,14 846 48,5 0,04 518 44,6 0,03

2400 1168 100,4 0,16 891 51,1 0,04 545 46,9 0,03

2500 1226 105,4 0,18 935 53,6 0,05 573 49,3 0,04

2600 1285 110,4 0,21 980 56,2 0,05 600 51,6 0,05

2700 1343 115,4 0,24 1025 58,7 0,06 627 53,9 0,05

2800 1401 120,4 0,27 1069 61,3 0,07 655 56,3 0,06

2900 1460 125,5 0,31 1114 63,8 0,08 682 58,6 0,07

3000 1518 130,5 0,35 1158 66,4 0,09 709 61,0 0,08

3200 1635 140,5 0,43 1247 71,5 0,11 764 65,7 0,09

3400 1752 150,6 0,53 1337 76,6 0,14 818 70,4 0,12

3600 1869 160,6 0,65 1426 81,7 0,17 873 75,1 0,14

3800 1986 170,6 0,78 1515 86,8 0,20 928 79,7 0,17

4000 2102 180,7 0,92 1604 91,9 0,24 982 84,4 0,20

4200 2219 190,7 1,08 1693 97,0 0,28 1037 89,1 0,24

4400 2336 200,7 1,26 1782 102,1 0,33 1091 93,8 0,28

4600 2453 210,8 1,46 1871 107,2 0,38 1146 98,5 0,32

4800 2570 220,8 1,67 1961 112,3 0,43 1201 103,2 0,37

5000 2686 230,9 1,91 2050 117,4 0,49 1255 107,9 0,42

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside
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Housing 
length
L [mm]

Heating capacity

75 °C / 65 °C / 20 °C 70 °C / 55 °C / 20 °C 55 °C/ 45 °C / 20 °C

Qh mw pw Qh mw pw Qh mw pw

[W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa]

800 348 29,9 < 0,01 267 15,3 < 0,01 167 14,4 < 0,01

900 435 37,4 < 0,01 334 19,2 < 0,01 209 18,0 < 0,01

1000 522 44,9 < 0,01 401 23,0 < 0,01 250 21,6 < 0,01

1100 609 52,3 < 0,01 468 26,9 < 0,01 292 25,1 < 0,01

1200 696 59,8 < 0,01 535 30,7 < 0,01 334 28,7 < 0,01

1300 783 67,3 < 0,01 602 34,5 < 0,01 376 32,3 < 0,01

1400 870 74,8 < 0,01 669 38,4 < 0,01 418 35,9 < 0,01

1500 957 82,3 0,01 736 42,2 < 0,01 459 39,5 < 0,01

1600 1044 89,7 0,01 803 46,0 < 0,01 501 43,1 < 0,01

1700 1131 97,2 0,01 870 49,9 < 0,01 543 46,7 < 0,01

1800 1218 104,7 0,01 937 53,7 < 0,01 585 50,3 < 0,01

1900 1305 112,2 0,01 1004 57,6 < 0,01 627 53,9 < 0,01

2000 1392 119,6 0,02 1071 61,4 < 0,01 668 57,5 < 0,01

2100 1479 127,1 0,02 1138 65,2 < 0,01 710 61,1 < 0,01

2200 1566 134,6 0,02 1205 69,1 0,01 752 64,7 0,01

2300 1653 142,1 0,03 1272 72,9 0,01 794 68,3 0,01

2400 1740 149,6 0,03 1339 76,7 0,01 836 71,8 0,01

2500 1827 157,0 0,04 1406 80,6 0,01 878 75,4 0,01

2600 1914 164,5 0,04 1473 84,4 0,01 919 79,0 0,01

2700 2001 172,0 0,05 1540 88,3 0,01 961 82,6 0,01

2800 2088 179,5 0,05 1607 92,1 0,01 1003 86,2 0,01

2900 2175 186,9 0,06 1674 95,9 0,02 1045 89,8 0,01

3000 2262 194,4 0,07 1741 99,8 0,02 1087 93,4 0,02

3200 2436 209,4 0,08 1875 107,4 0,02 1170 100,6 0,02

3400 2610 224,3 0,10 2009 115,1 0,03 1254 107,8 0,02

3600 2785 239,3 0,12 2143 122,8 0,03 1337 115,0 0,03

3800 2959 254,2 0,15 2277 130,5 0,04 1421 122,1 0,03

4000 3133 269,2 0,18 2411 138,1 0,05 1505 129,3 0,04

4200 3307 284,2 0,21 2545 145,8 0,05 1588 136,5 0,05

4400 3481 299,1 0,24 2679 153,5 0,06 1672 143,7 0,06

4600 3655 314,1 0,28 2813 161,2 0,07 1756 150,9 0,06

4800 3829 329,0 0,32 2947 168,8 0,08 1839 158,1 0,07

5000 4003 344,0 0,37 3081 176,5 0,10 1923 165,2 0,08

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside
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Forced convection oor convectors T -13

1 2 3 4

Floor convectors with orced convection are 
articularly suitable or ri ary or secondary 

heating o  roo s  where aster heating and 
large heating ca acities are re uired. They are 
installed to the oor  in the i ediate ro i -
ity o  windows  doors and other cooling sur-
aces. eco ended distance between oor 

convector and glass sur ace is -2  .

They are used or artial cover heat losses  
revention o  condensation on glass sur-
aces  reduction o  the convection e ect ro  

cold sur aces and revention o  inlet o  cold 
outside air through doors. Floor convectors 
with orced convection eature low noise level 
during low an s eeds.

Forced convection oor convectors a ly the 
rinci le o  orced air circulation  aintained 

both by eans o  a tangential an and by 
natural convection. Cold air enters into the 
oor convector  war s in the heat e changer 

and rises into the roo . ncreased volu e 
ow rate contributes to uni or  distribution 

o  heat in the roo  and i roved occu ancy 
co ort.

1. eat e changer
2. Tangential an
3. Tread-on grille

. ousing.

T -13 oor convectors are available in 32 
lengths ro    to   in the 
widths o  2   3   and   
and hights o    1   and 1  . 
n the range u  to 3   lengths are 
available in the incre ents o  1   over 
3  lengths are available in the incre ents 
o  2  .

Basic version does not include regulation 
ele ents on water and air side. For water 
side regulation  di erent ty es o  valves are 
available  codes 1 P2. For 3-ste  s eed 
control o  C an as a basic accessory  the 
autotrans or er should be selected and i  
necessary the relay inter ace. For ste less 
control o  C or C ans  you can choose the 
a ro riate regulator ro  the accessories 
available. e ending on the selected ty e 
o  oor convector ty e and control  di erent 
ty es o  ther ostats are available.

Forced convection  
oor convectors T -13

  warm air
  cold air

  warm air
  cold air



Housing 
length  
L [mm]

Fan speed
Heating capacity Sound power Sound  

pressure75 °C /65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

900
MAX 559 48,0 0,01 453 26,0 <0,01 316 27,2 <0,01 44 38
MED 427 36,7 0,01 344 19,7 <0,01 236 20,3 <0,01 35 29
MIN 336 28,8 <0,01 269 15,4 <0,01 183 15,7 <0,01 <30 23

STOP 95 8,1 <0,01 73 4,2 <0,01 45 3,9 <0,01 – –

1000
MAX 577 49,5 0,02 466 26,7 <0,01 322 27,7 <0,01 44 38
MED 445 38,2 0,01 357 20,4 <0,01 243 20,9 <0,01 35 28
MIN 353 30,4 0,01 282 16,2 <0,01 191 16,4 <0,01 <30 23

STOP 112 9,6 <0,01 86 5,0 <0,01 54 4,6 <0,01 – –

1100
MAX 594 51,1 0,02 478 27,4 0,01 328 28,2 0,01 44 37
MED 463 39,7 0,01 370 21,2 <0,01 250 21,5 <0,01 35 28
MIN 371 31,9 0,01 296 16,9 <0,01 198 17,1 <0,01 <30 23

STOP 130 11,2 <0,01 100 5,7 <0,01 62 5,4 <0,01 – –

1200
MAX 1082 93,0 0,07 880 50,4 0,02 617 53,0 0,02 47 40
MED 819 70,4 0,04 660 37,8 0,01 455 39,1 0,01 38 31
MIN 636 54,7 0,02 511 29,3 0,01 349 30,0 0,01 32 26

STOP 154 13,2 <0,01 118 6,8 <0,01 74 6,3 <0,01 – –

1300
MAX 1100 94,5 0,08 893 51,2 0,02 625 53,7 0,03 47 40
MED 837 71,9 0,05 674 38,6 0,01 464 39,9 0,01 38 31
MIN 654 56,2 0,03 524 30,0 0,01 357 30,7 0,01 32 26

STOP 171 14,7 <0,01 132 7,6 <0,01 82 7,1 <0,01 – –

1400
MAX 1118 96,0 0,09 906 51,9 0,03 632 54,3 0,03 47 40
MED 854 73,4 0,05 688 39,4 0,02 472 40,5 0,02 38 31
MIN 671 57,7 0,03 538 30,8 0,01 366 31,4 0,01 32 26

STOP 189 16,3 <0,01 146 8,3 <0,01 91 7,8 <0,01 – –

1500
MAX 1136 97,6 0,10 919 52,7 0,03 639 54,9 0,03 47 40
MED 872 74,9 0,06 701 40,1 0,02 479 41,2 0,02 38 31
MIN 689 59,2 0,04 551 31,6 0,01 374 32,1 0,01 32 26

STOP 207 17,8 <0,01 159 9,1 <0,01 99 8,5 <0,01 – –

1600
MAX 1153 99,1 0,12 932 53,4 0,03 645 55,4 0,04 47 40
MED 890 76,4 0,07 714 40,9 0,02 487 41,8 0,02 38 31
MIN 707 60,7 0,04 565 32,3 0,01 382 32,8 0,01 32 25

STOP 224 19,3 <0,01 173 9,9 <0,01 108 9,3 <0,01 – –

1700
MAX 1641 141,0 0,25 1333 76,4 0,07 934 80,2 0,08 48 41
MED 1246 107,1 0,15 1004 57,5 0,04 692 59,4 0,05 39 32
MIN 972 83,5 0,09 780 44,7 0,03 532 45,7 0,03 34 27

STOP 248 21,3 0,01 191 10,9 <0,01 119 10,2 <0,01 – –

1800
MAX 1659 142,5 0,28 1347 77,1 0,08 941 80,9 0,09 48 41
MED 1264 108,6 0,16 1018 58,3 0,05 700 60,1 0,05 39 32
MIN 989 85,0 0,10 793 45,4 0,03 540 46,4 0,03 34 27

STOP 266 22,9 0,01 205 11,7 <0,01 128 11,0 <0,01 – –

1900
MAX 1677 144,1 0,30 1360 77,9 0,09 948 81,5 0,10 48 41
MED 1281 110,1 0,18 1031 59,1 0,05 708 60,8 0,05 39 32
MIN 1007 86,5 0,11 807 46,2 0,03 549 47,1 0,03 34 27

STOP 284 24,4 0,01 218 12,5 <0,01 136 11,7 <0,01 – –

2000
MAX 2165 186,0 0,54 1760 100,8 0,16 1234 106,1 0,18 50 42
MED 1638 140,7 0,31 1321 75,7 0,09 911 78,3 0,10 41 33
MIN 1272 109,3 0,19 1021 58,5 0,05 697 59,9 0,06 35 28

STOP 307 26,4 0,01 237 13,6 <0,01 148 12,7 <0,01 – –

2100
MAX 2183 187,5 0,58 1773 101,6 0,17 1243 106,8 0,19 50 42
MED 1656 142,2 0,33 1335 76,5 0,10 920 79,0 0,10 41 33
MIN 1290 110,8 0,20 1035 59,3 0,06 706 60,7 0,06 35 28

STOP 325 27,9 0,01 250 14,3 <0,01 156 13,4 <0,01 – –

2200
MAX 2200 189,0 0,62 1787 102,3 0,18 1250 107,4 0,20 50 42
MED 1673 143,8 0,36 1348 77,2 0,10 928 79,7 0,11 41 33
MIN 1307 112,3 0,22 1049 60,1 0,06 715 61,4 0,07 35 28

STOP 343 29,5 0,02 264 15,1 <0,01 165 14,1 <0,01 – –

2300
MAX 2218 190,6 0,67 1800 103,1 0,20 1258 108,1 0,21 50 42
MED 1691 145,3 0,39 1362 78,0 0,11 936 80,4 0,12 41 33
MIN 1325 113,9 0,24 1062 60,9 0,07 723 62,1 0,07 35 28

STOP 361 31,0 0,02 277 15,9 <0,01 173 14,9 <0,01 – –

2400
MAX 2236 192,1 0,71 1813 103,8 0,21 1264 108,6 0,23 50 42
MED 1709 146,8 0,42 1375 78,8 0,12 944 81,1 0,13 41 33
MIN 1343 115,4 0,26 1076 61,6 0,07 731 62,8 0,08 35 27

STOP 378 32,5 0,02 291 16,7 0,01 182 15,6 <0,01 – –

2500
MAX 2724 234,0 1,11 2213 126,8 0,32 1551 133,3 0,36 51 43
MED 2065 177,4 0,64 1665 95,4 0,18 1147 98,6 0,20 42 33
MIN 1608 138,1 0,39 1290 73,9 0,11 880 75,6 0,12 36 28

STOP 402 34,5 0,02 309 17,7 0,01 193 16,6 0,01 – –

2600
MAX 2741 235,6 1,17 2227 127,5 0,34 1559 134,0 0,38 51 43
MED 2083 178,9 0,68 1679 96,1 0,20 1156 99,3 0,21 42 33
MIN 1625 139,7 0,41 1304 74,7 0,12 889 76,4 0,12 36 28

STOP 420 36,1 0,03 323 18,5 0,01 201 17,3 0,01 – –

2700
MAX 2759 237,1 1,24 2240 128,3 0,36 1567 134,6 0,40 51 42
MED 2100 180,5 0,72 1692 96,9 0,21 1164 100,0 0,22 42 33
MIN 1643 141,2 0,44 1318 75,5 0,13 898 77,1 0,13 36 28

STOP 437 37,6 0,03 337 19,3 0,01 210 18,0 0,01 – –

2800
MAX 3247 279,0 1,79 2640 151,2 0,53 1851 159,1 0,58 52 43
MED 2457 211,1 1,02 1981 113,5 0,30 1366 117,4 0,32 42 34
MIN 1908 163,9 0,62 1532 87,7 0,18 1046 89,9 0,19 37 29

STOP 461 39,6 0,04 355 20,3 0,01 221 19,0 0,01 – –

2900
MAX 3265 280,5 1,88 2653 152,0 0,55 1860 159,8 0,61 52 43
MED 2474 212,6 1,08 1995 114,3 0,31 1375 118,2 0,33 42 34
MIN 1926 165,5 0,65 1546 88,5 0,19 1055 90,6 0,20 37 29

STOP 479 41,1 0,04 368 21,1 0,01 230 19,7 0,01 – –

 Technical data
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Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

Housing 
length  
L [mm]

Fan speed
Heating capacity Sound power Sound  

pressure75 °C /65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

3000
MAX 3283 282,1 1,98 2667 152,8 0,58 1868 160,5 0,64 52 43
MED 2492 214,1 1,14 2009 115,1 0,33 1384 118,9 0,35 42 34
MIN 1944 167,0 0,69 1559 89,3 0,20 1063 91,4 0,21 37 29

STOP 497 42,7 0,05 382 21,9 0,01 238 20,5 0,01 – –

3200
MAX 3318 285,1 2,17 2693 154,3 0,64 1883 161,8 0,70 52 43
MED 2528 217,2 1,26 2036 116,6 0,36 1400 120,3 0,39 42 34
MIN 1979 170,0 0,77 1587 90,9 0,22 1081 92,8 0,23 37 28

STOP 532 45,7 0,06 409 23,5 0,01 255 21,9 0,01 – –

3400
MAX 3353 288,1 2,37 2719 155,8 0,69 1897 163,0 0,76 52 43
MED 2563 220,2 1,38 2062 118,1 0,40 1416 121,6 0,42 42 33
MIN 2014 173,1 0,86 1614 92,4 0,24 1097 94,3 0,25 37 28

STOP 567 48,7 0,07 437 25,0 0,02 272 23,4 0,02 – –

3600
MAX 3389 291,2 2,58 2745 157,2 0,75 1910 164,1 0,82 52 42
MED 2598 223,2 1,52 2089 119,7 0,44 1431 122,9 0,46 42 33
MIN 2050 176,1 0,94 1641 94,0 0,27 1113 95,7 0,28 37 28

STOP 603 51,8 0,08 464 26,6 0,02 289 24,9 0,02 – –

3800
MAX 4365 375,1 4,54 3547 203,2 1,33 2485 213,5 1,47 53 43
MED 3311 284,5 2,61 2669 152,9 0,75 1839 158,0 0,81 44 34
MIN 2580 221,6 1,58 2070 118,6 0,45 1412 121,3 0,47 38 29

STOP 650 55,9 0,10 500 28,7 0,03 312 26,8 0,02 – –

4000
MAX 4401 378,1 4,88 3573 204,7 1,43 2501 214,8 1,57 53 43
MED 3346 287,5 2,82 2696 154,5 0,81 1856 159,5 0,87 44 34
MIN 2615 224,7 1,72 2097 120,1 0,49 1429 122,8 0,51 38 29

STOP 686 58,9 0,12 528 30,2 0,03 329 28,3 0,03 – –

4200
MAX 4436 381,1 5,22 3600 206,2 1,53 2515 216,1 1,68 53 43
MED 3382 290,6 3,04 2723 156,0 0,87 1872 160,8 0,93 44 34
MIN 2650 227,7 1,86 2125 121,7 0,53 1446 124,3 0,56 38 29

STOP 721 62,0 0,14 555 31,8 0,04 346 29,7 0,03 – –

4400
MAX 4471 384,2 5,58 3625 207,7 1,63 2529 217,3 1,79 53 43
MED 3417 293,6 3,26 2750 157,5 0,94 1888 162,2 0,99 44 34
MIN 2686 230,8 2,01 2152 123,3 0,57 1463 125,7 0,60 38 29

STOP 756 65,0 0,16 582 33,3 0,04 363 31,2 0,04 – –

4600
MAX 4507 387,2 5,95 3651 209,1 1,73 2542 218,4 1,89 53 43
MED 3453 296,6 3,49 2776 159,0 1,00 1903 163,5 1,06 44 34
MIN 2721 233,8 2,17 2179 124,8 0,62 1479 127,1 0,64 38 29

STOP 792 68,0 0,18 609 34,9 0,05 380 32,7 0,04 – –

4800
MAX 5483 471,1 9,21 4453 255,1 2,70 3118 267,9 2,98 54 44
MED 4165 357,9 5,32 3357 192,3 1,53 2312 198,6 1,64 45 35
MIN 3251 279,3 3,24 2608 149,4 0,93 1778 152,8 0,97 39 29

STOP 839 72,1 0,22 646 37,0 0,06 403 34,6 0,05 – –

5000
MAX 5518 474,1 9,75 4480 256,6 2,86 3133 269,2 3,14 54 44
MED 4201 360,9 5,65 3384 193,8 1,63 2328 200,0 1,73 45 34
MIN 3286 282,4 3,46 2635 151,0 0,99 1795 154,3 1,03 39 29

STOP 875 75,2 0,24 673 38,6 0,06 420 36,1 0,06 – –

Note: The level of sound pressure LpA is calculated based on the level of sound power LWA emitted by the noise source at a certain distance (1 m) and depends on the installation 
type (free space or next to a wall).
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Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound 

power
Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

900
MAX 757 65,0 0,04 613 35,1 0,01 428 36,7 0,01 44 38
MED 568 48,8 0,02 456 26,1 0,01 312 26,8 0,01 36 30
MIN 445 38,2 0,01 356 20,4 <0,01 242 20,8 <0,01 31 25

STOP 149 12,8 <0,01 114 6,5 <0,01 70 6,0 <0,01 – –

1000
MAX 784 67,4 0,05 633 36,3 0,02 437 37,6 0,02 44 38
MED 595 51,1 0,03 476 27,3 0,01 323 27,8 0,01 36 30
MIN 472 40,6 0,02 377 21,6 0,01 254 21,8 0,01 31 25

STOP 176 15,2 <0,01 135 7,7 <0,01 83 7,1 <0,01 – –

1100
MAX 811 69,7 0,07 652 37,4 0,02 446 38,3 0,02 44 38
MED 622 53,5 0,04 496 28,4 0,01 334 28,7 0,01 36 30
MIN 499 42,9 0,03 397 22,8 0,01 266 22,8 0,01 31 25

STOP 204 17,5 <0,01 156 8,9 <0,01 96 8,2 <0,01 – –

1200
MAX 1459 125,4 0,25 1186 67,9 0,07 832 71,5 0,08 47 41
MED 1081 92,9 0,13 871 49,9 0,04 599 51,5 0,04 39 33
MIN 835 71,8 0,08 670 38,4 0,02 457 39,3 0,02 34 28

STOP 244 20,9 0,01 186 10,7 <0,01 114 9,8 <0,01 – –

1300
MAX 1487 127,7 0,28 1207 69,1 0,08 844 72,5 0,09 47 40
MED 1108 95,2 0,16 892 51,1 0,05 612 52,6 0,05 39 33
MIN 863 74,1 0,10 692 39,6 0,03 471 40,5 0,03 34 28

STOP 271 23,3 0,01 207 11,9 <0,01 127 10,9 <0,01 – –

1400
MAX 1514 130,1 0,33 1227 70,3 0,10 855 73,5 0,10 47 40
MED 1136 97,6 0,18 912 52,3 0,05 624 53,6 0,06 39 33
MIN 890 76,5 0,11 712 40,8 0,03 484 41,6 0,03 34 28

STOP 298 25,6 0,01 228 13,1 <0,01 140 12,0 <0,01 – –

1500
MAX 1541 132,4 0,37 1247 71,4 0,11 865 74,3 0,12 47 40
MED 1163 99,9 0,21 933 53,4 0,06 636 54,6 0,06 39 32
MIN 917 78,8 0,13 733 42,0 0,04 496 42,6 0,04 34 28

STOP 326 28,0 0,02 249 14,2 <0,01 153 13,1 <0,01 – –

1600
MAX 1568 134,8 0,42 1266 72,5 0,12 875 75,1 0,13 47 40
MED 1190 102,3 0,24 953 54,6 0,07 647 55,6 0,07 39 32
MIN 944 81,1 0,15 754 43,2 0,04 508 43,7 0,04 34 27

STOP 353 30,3 0,02 270 15,4 0,01 166 14,2 <0,01 – –

1700
MAX 2216 190,4 0,90 1800 103,1 0,26 1260 108,3 0,29 49 42
MED 1649 141,7 0,50 1327 76,0 0,14 912 78,3 0,15 41 34
MIN 1280 110,0 0,30 1027 58,8 0,09 700 60,1 0,09 36 29

STOP 393 33,8 0,03 300 17,2 0,01 184 15,8 0,01 – –

1800
MAX 2243 192,8 0,99 1820 104,3 0,29 1272 109,3 0,32 49 41
MED 1676 144,0 0,55 1348 77,2 0,16 924 79,4 0,17 41 34
MIN 1307 112,3 0,34 1048 60,0 0,10 713 61,3 0,10 36 29

STOP 420 36,1 0,03 321 18,4 0,01 197 16,9 0,01 – –

1900
MAX 2271 195,1 1,09 1840 105,4 0,32 1283 110,2 0,35 49 41
MED 1703 146,3 0,61 1369 78,4 0,18 936 80,4 0,18 41 34
MIN 1335 114,7 0,38 1069 61,2 0,11 726 62,4 0,11 36 29

STOP 447 38,4 0,04 342 19,6 0,01 210 18,0 0,01 – –

2000
MAX 2919 250,8 1,91 2372 135,9 0,56 1664 143,0 0,62 50 42
MED 2162 185,8 1,05 1741 99,8 0,30 1198 102,9 0,32 42 35
MIN 1671 143,5 0,63 1341 76,8 0,18 915 78,6 0,19 37 30

STOP 488 41,9 0,05 372 21,3 0,01 229 19,7 0,01 – –

2100
MAX 2946 253,1 2,07 2393 137,1 0,61 1676 144,0 0,67 50 42
MED 2189 188,1 1,14 1763 101,0 0,33 1211 104,1 0,35 42 35
MIN 1698 145,9 0,69 1362 78,0 0,20 929 79,8 0,21 37 30

STOP 515 44,2 0,06 393 22,5 0,02 242 20,8 0,01 – –

2200
MAX 2973 255,4 2,23 2414 138,3 0,65 1688 145,1 0,72 50 42
MED 2217 190,4 1,24 1784 102,2 0,36 1224 105,2 0,38 42 35
MIN 1725 148,2 0,75 1383 79,2 0,21 942 80,9 0,22 37 30

STOP 542 46,6 0,07 414 23,7 0,02 254 21,9 0,02 – –

2300
MAX 3000 257,8 2,39 2434 139,4 0,70 1700 146,0 0,77 50 42
MED 2244 192,8 1,34 1804 103,4 0,38 1236 106,2 0,41 42 34
MIN 1752 150,6 0,82 1404 80,4 0,23 955 82,0 0,24 37 30

STOP 569 48,9 0,09 435 24,9 0,02 267 23,0 0,02 – –

2400
MAX 3028 260,1 2,56 2454 140,6 0,75 1710 147,0 0,82 50 42
MED 2271 195,1 1,44 1825 104,5 0,41 1248 107,3 0,43 42 34
MIN 1780 152,9 0,88 1425 81,6 0,25 968 83,1 0,26 37 29

STOP 597 51,3 0,10 456 26,1 0,03 280 24,1 0,02 – –

2500
MAX 3675 315,8 3,96 2986 171,1 1,16 2093 179,8 1,28 51 43
MED 2730 234,5 2,18 2198 125,9 0,63 1510 129,8 0,67 43 35
MIN 2116 181,8 1,31 1697 97,2 0,37 1157 99,4 0,39 38 30

STOP 637 54,7 0,12 486 27,9 0,03 299 25,7 0,03 – –

2600
MAX 3703 318,1 4,20 3007 172,2 1,23 2105 180,8 1,36 51 43
MED 2757 236,9 2,33 2219 127,1 0,67 1523 130,9 0,71 43 35
MIN 2143 184,1 1,41 1718 98,4 0,40 1171 100,6 0,42 38 30

STOP 664 57,0 0,14 507 29,1 0,04 311 26,8 0,03 – –

2700
MAX 3730 320,5 4,45 3027 173,4 1,30 2116 181,8 1,43 51 43
MED 2784 239,2 2,48 2240 128,3 0,71 1536 132,0 0,76 43 35
MIN 2170 186,5 1,51 1739 99,6 0,43 1184 101,7 0,45 38 30

STOP 691 59,4 0,15 528 30,2 0,04 324 27,9 0,03 – –

2800
MAX 4378 376,1 6,40 3559 203,8 1,88 2496 214,4 2,08 52 43
MED 3243 278,6 3,51 2612 149,6 1,01 1796 154,4 1,08 44 36
MIN 2506 215,3 2,10 2011 115,2 0,60 1372 117,9 0,63 39 31

STOP 731 62,8 0,18 559 32,0 0,05 343 29,5 0,04 – –

2900
MAX 4405 378,5 6,74 3579 205,0 1,98 2509 215,5 2,19 52 43
MED 3270 281,0 3,72 2633 150,8 1,07 1810 155,5 1,14 44 36
MIN 2533 217,7 2,23 2032 116,4 0,64 1386 119,1 0,67 39 31

STOP 759 65,2 0,20 579 33,2 0,05 356 30,6 0,04 – –
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Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound 

power
Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

3000
MAX 4432 380,8 7,09 3600 206,2 2,08 2521 216,6 2,29 52 43
MED 3298 283,3 3,93 2654 152,0 1,13 1823 156,6 1,20 44 36
MIN 2560 220,0 2,37 2054 117,6 0,68 1400 120,2 0,71 39 31

STOP 786 67,5 0,22 600 34,4 0,06 369 31,7 0,05 – –

3200
MAX 4487 385,5 7,82 3641 208,6 2,29 2544 218,6 2,51 52 43
MED 3352 288,0 4,36 2696 154,4 1,25 1848 158,8 1,33 44 35
MIN 2615 224,7 2,66 2096 120,0 0,76 1426 122,5 0,79 39 30

STOP 840 72,2 0,27 642 36,8 0,07 394 33,9 0,06 – –

3400
MAX 4541 390,2 8,58 3681 210,8 2,50 2565 220,4 2,74 52 43
MED 3407 292,7 4,83 2737 156,8 1,38 1873 160,9 1,46 44 35
MIN 2669 229,4 2,96 2137 122,4 0,84 1451 124,7 0,88 39 30

STOP 895 76,9 0,33 684 39,2 0,09 420 36,1 0,07 – –

3600
MAX 4596 394,9 9,36 3720 213,1 2,73 2586 222,2 2,96 52 43
MED 3461 297,4 5,31 2778 159,1 1,52 1896 162,9 1,59 44 35
MIN 2724 234,0 3,29 2179 124,8 0,94 1476 126,8 0,97 39 30

STOP 949 81,6 0,40 725 41,5 0,10 445 38,3 0,09 – –

3800
MAX 5892 506,2 16,33 4786 274,2 4,79 3353 288,1 5,29 53 44
MED 4379 376,2 9,02 3525 201,9 2,60 2422 208,1 2,76 45 36
MIN 3396 291,8 5,43 2724 156,0 1,55 1857 159,6 1,62 40 31

STOP 1030 88,5 0,50 787 45,1 0,13 483 41,5 0,11 – –

4000
MAX 5946 510,9 17,60 4827 276,5 5,16 3377 290,1 5,68 53 44
MED 4433 380,9 9,78 3567 204,3 2,82 2448 210,3 2,98 45 36
MIN 3450 296,4 5,93 2766 158,5 1,69 1884 161,8 1,77 40 31

STOP 1084 93,1 0,59 828 47,4 0,15 509 43,7 0,13 – –

4200
MAX 6001 515,6 18,91 4868 278,8 5,53 3399 292,1 6,07 53 43
MED 4488 385,6 10,58 3608 206,7 3,04 2473 212,4 3,21 45 36
MIN 3505 301,1 6,45 2808 160,9 1,84 1910 164,1 1,92 40 31

STOP 1139 97,8 0,68 870 49,8 0,18 534 45,9 0,15 – –

4400
MAX 6055 520,3 20,26 4908 281,1 5,91 3421 293,9 6,46 53 43
MED 4542 390,3 11,40 3650 209,0 3,27 2497 214,5 3,44 45 36
MIN 3559 305,8 7,00 2850 163,2 1,99 1935 166,3 2,07 40 31

STOP 1193 102,5 0,79 911 52,2 0,20 560 48,1 0,17 – –

4600
MAX 6110 524,9 21,64 4947 283,4 6,31 3441 295,7 6,87 53 43
MED 4597 394,9 12,25 3690 211,4 3,51 2520 216,5 3,68 45 35
MIN 3614 310,5 7,57 2891 165,6 2,15 1960 168,4 2,23 40 31

STOP 1248 107,2 0,90 953 54,6 0,23 585 50,3 0,20 – –

4800
MAX 7405 636,3 33,30 6014 344,5 9,76 4209 361,7 10,76 54 44
MED 5514 473,8 18,46 4438 254,2 5,32 3047 261,8 5,64 46 36
MIN 4286 368,2 11,15 3437 196,9 3,19 2341 201,2 3,33 41 31

STOP 1328 114,1 1,07 1014 58,1 0,28 623 53,5 0,24 – –

5000
MAX 7460 641,0 35,31 6055 346,8 10,34 4232 363,7 11,37 54 44
MED 5569 478,5 19,68 4480 256,6 5,66 3072 264,0 5,99 46 36
MIN 4340 372,9 11,95 3479 199,3 3,41 2368 203,4 3,56 41 31

STOP 1382 118,8 1,21 1056 60,5 0,31 649 55,7 0,27 – –
 

Housing length 
[mm]

Fan designation 
(max. no. of fans)

Water connectors 
dimensions [”] [m³/h] Max. input power 

[W]
Max. input current 

[A]
900-1100 1 1 1/2 80 5 0,04

1200-1600 1 2 1/2 160 9 0,08
1700-1900 2 3 1/2 240 14 0,12
2000-2400 2 4 1/2 320 18 0,16
2500-2700 3 5 1/2 400 23 0,20
2800-3600 3 6 1/2 480 27 0,24
3800-4600 4 8 1/2 640 36 0,32
4800-5000 5 10 1/2 800 45 0,40

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

Note: The level of sound pressure LpA is calculated based on the level of sound power LWA emitted by the noise source at a certain distance (1 m) and depends on the installation 
type (free space or next to a wall).
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Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

900

MAX 100% 577 49,6 0,01 470 26,9 <0,01 330 28,4 <0,01 43 37
MED 70% 453 38,9 0,01 366 21,0 <0,01 254 21,9 <0,01 34 28
MIN 50% 362 31,1 0,01 290 16,6 <0,01 197 16,9 <0,01 <30 23

– 30% 266 22,8 <0,01 211 12,1 <0,01 140 12,0 <0,01 <30 <20
STOP 109 9,4 <0,01 84 4,8 <0,01 52 4,5 <0,01 – –

1000

MAX 100% 596 51,2 0,02 483 27,7 <0,01 336 28,9 0,01 43 37
MED 70% 471 40,5 0,01 380 21,8 <0,01 262 22,5 <0,01 34 28
MIN 50% 381 32,7 0,01 304 17,4 <0,01 205 17,6 <0,01 <30 23

– 30% 284 24,4 <0,01 225 12,9 <0,01 149 12,8 <0,01 <30 <20
STOP 127 11,0 <0,01 98 5,6 <0,01 61 5,2 <0,01 – –

1100

MAX 100% 614 52,8 0,02 495 28,4 0,01 342 29,4 0,01 43 36
MED 70% 490 42,1 0,01 393 22,5 <0,01 269 23,1 <0,01 34 27
MIN 50% 399 34,3 0,01 318 18,2 <0,01 213 18,3 <0,01 <30 23

– 30% 302 26,0 <0,01 239 13,7 <0,01 157 13,5 <0,01 <30 <20
STOP 146 12,5 <0,01 112 6,4 <0,01 70 6,0 <0,01 – –

1200

MAX 100% 1118 96,0 0,08 912 52,3 0,02 645 55,4 0,03 46 39
MED 70% 869 74,7 0,05 705 40,4 0,01 492 42,3 0,01 37 30
MIN 50% 688 59,1 0,03 552 31,6 0,01 377 32,4 0,01 32 25

– 30% 494 42,5 0,01 393 22,5 <0,01 262 22,5 <0,01 <30 21
STOP 181 15,6 <0,01 139 8,0 <0,01 87 7,5 <0,01 – –

1300

MAX 100% 1136 97,6 0,09 926 53,0 0,03 653 56,1 0,03 46 39
MED 70% 887 76,2 0,05 719 41,2 0,02 501 43,0 0,02 37 30
MIN 50% 706 60,7 0,03 566 32,4 0,01 386 33,2 0,01 32 25

– 30% 513 44,1 0,02 407 23,3 <0,01 271 23,3 <0,01 <30 21
STOP 200 17,2 <0,01 154 8,8 <0,01 95 8,2 <0,01 – –

1400

MAX 100% 1154 99,2 0,10 939 53,8 0,03 660 56,8 0,03 46 39
MED 70% 906 77,8 0,06 733 42,0 0,02 509 43,7 0,02 37 30
MIN 50% 725 62,3 0,04 580 33,2 0,01 394 33,9 0,01 32 25

– 30% 531 45,6 0,02 421 24,1 0,01 280 24,1 0,01 <30 21
STOP 218 18,8 <0,01 168 9,6 <0,01 104 9,0 <0,01 – –

1500

MAX 100% 1173 100,8 0,11 953 54,6 0,03 667 57,3 0,04 46 39
MED 70% 924 79,4 0,07 746 42,8 0,02 516 44,4 0,02 37 30
MIN 50% 743 63,8 0,04 594 34,0 0,01 403 34,6 0,01 32 25

– 30% 550 47,2 0,02 435 24,9 0,01 289 24,8 0,01 <30 21
STOP 237 20,3 <0,01 182 10,4 <0,01 113 9,7 <0,01 – –

1600

MAX 100% 1191 102,3 0,12 965 55,3 0,04 673 57,8 0,04 46 39
MED 70% 942 81,0 0,08 760 43,5 0,02 524 45,0 0,02 37 30
MIN 50% 761 65,4 0,05 608 34,8 0,01 411 35,3 0,01 32 25

– 30% 568 48,8 0,03 449 25,7 0,01 297 25,6 0,01 <30 21
STOP 255 21,9 0,01 196 11,2 <0,01 122 10,5 <0,01 – –

1700

MAX 100% 1695 145,6 0,27 1382 79,2 0,08 976 83,9 0,09 47 40
MED 70% 1322 113,6 0,17 1071 61,4 0,05 747 64,2 0,05 38 31
MIN 50% 1050 90,2 0,10 842 48,3 0,03 574 49,3 0,03 34 26

– 30% 760 65,3 0,05 603 34,6 0,02 402 34,6 0,02 <30 22
STOP 291 25,0 0,01 223 12,8 <0,01 139 11,9 <0,01 – –

1800

MAX 100% 1713 147,2 0,30 1396 80,0 0,09 984 84,5 0,10 47 40
MED 70% 1340 115,2 0,18 1085 62,2 0,05 755 64,9 0,06 38 31
MIN 50% 1069 91,8 0,12 857 49,1 0,03 583 50,1 0,03 34 26

– 30% 778 66,9 0,06 618 35,4 0,02 411 35,3 0,02 <30 22
STOP 309 26,5 0,01 237 13,6 <0,01 148 12,7 <0,01 – –

1900

MAX 100% 1732 148,8 0,32 1409 80,7 0,10 991 85,1 0,11 47 40
MED 70% 1359 116,7 0,20 1099 63,0 0,06 763 65,6 0,06 38 31
MIN 50% 1087 93,4 0,13 871 49,9 0,04 592 50,8 0,04 34 26

– 30% 797 68,5 0,07 632 36,2 0,02 420 36,1 0,02 <30 22
STOP 327 28,1 0,01 252 14,4 <0,01 156 13,4 <0,01 – –

2000

MAX 100% 2235 192,1 0,57 1824 104,5 0,17 1290 110,9 0,19 49 41
MED 70% 1738 149,3 0,35 1410 80,8 0,10 984 84,6 0,11 40 32
MIN 50% 1376 118,2 0,22 1104 63,2 0,06 754 64,7 0,07 35 27

– 30% 989 85,0 0,11 785 45,0 0,03 524 45,0 0,03 31 23
STOP 363 31,2 0,02 279 16,0 <0,01 173 14,9 <0,01 – –

2100

MAX 100% 2254 193,6 0,62 1838 105,3 0,18 1299 111,6 0,21 49 41
MED 70% 1756 150,9 0,38 1424 81,6 0,11 993 85,3 0,12 40 32
MIN 50% 1394 119,8 0,24 1118 64,1 0,07 763 65,5 0,07 35 27

– 30% 1007 86,6 0,12 800 45,8 0,03 533 45,8 0,03 31 23
STOP 381 32,8 0,02 293 16,8 <0,01 182 15,7 <0,01 – –

2200

MAX 100% 2272 195,2 0,66 1852 106,1 0,20 1307 112,3 0,22 49 41
MED 70% 1775 152,5 0,41 1438 82,4 0,12 1002 86,1 0,13 40 32
MIN 50% 1412 121,4 0,26 1133 64,9 0,07 772 66,3 0,08 35 27

– 30% 1026 88,1 0,14 814 46,6 0,04 542 46,6 0,04 31 23
STOP 400 34,3 0,02 307 17,6 0,01 191 16,4 <0,01 – –

2300

MAX 100% 2291 196,8 0,71 1866 106,9 0,21 1314 112,9 0,23 49 41
MED 70% 1793 154,1 0,44 1452 83,2 0,13 1010 86,8 0,14 40 32
MIN 50% 1431 122,9 0,28 1147 65,7 0,08 780 67,0 0,08 35 27

– 30% 1044 89,7 0,15 828 47,4 0,04 551 47,4 0,04 31 23
STOP 418 35,9 0,02 321 18,4 0,01 200 17,2 0,01 – –

2400

MAX 100% 2309 198,4 0,76 1879 107,6 0,22 1321 113,5 0,25 49 41
MED 70% 1811 155,6 0,47 1466 84,0 0,14 1018 87,4 0,15 40 32
MIN 50% 1449 124,5 0,30 1161 66,5 0,09 789 67,8 0,09 35 27

– 30% 1062 91,3 0,16 842 48,3 0,04 560 48,1 0,04 31 23
STOP 436 37,5 0,03 335 19,2 0,01 209 17,9 0,01 – –

2500

MAX 100% 2813 241,7 1,18 2294 131,4 0,35 1621 139,3 0,39 50 42
MED 70% 2191 188,2 0,72 1776 101,8 0,21 1239 106,5 0,23 41 33
MIN 50% 1738 149,3 0,45 1395 79,9 0,13 951 81,7 0,13 36 28

– 30% 1255 107,8 0,23 996 57,1 0,07 664 57,1 0,07 32 24
STOP 472 40,6 0,03 363 20,8 0,01 226 19,4 0,01 – –
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Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

2600

MAX 100% 2831 243,2 1,25 2308 132,2 0,37 1629 140,0 0,41 50 41
MED 70% 2209 189,8 0,76 1790 102,6 0,22 1248 107,2 0,24 41 33
MIN 50% 1756 150,9 0,48 1409 80,7 0,14 960 82,5 0,14 36 28

– 30% 1273 109,4 0,25 1010 57,9 0,07 673 57,9 0,07 32 23
STOP 490 42,1 0,04 377 21,6 0,01 234 20,1 0,01 – –

2700

MAX 100% 2849 244,8 1,32 2322 133,0 0,39 1637 140,7 0,44 50 41
MED 70% 2228 191,4 0,81 1804 103,4 0,24 1256 107,9 0,26 41 32
MIN 50% 1775 152,5 0,51 1423 81,5 0,15 969 83,2 0,15 36 27

– 30% 1291 111,0 0,27 1025 58,7 0,08 683 58,6 0,08 32 23
STOP 509 43,7 0,04 391 22,4 0,01 243 20,9 0,01 – –

2800

MAX 100% 3353 288,1 1,91 2736 156,7 0,56 1935 166,3 0,64 50 42
MED 70% 2607 224,0 1,15 2115 121,1 0,34 1476 126,8 0,37 41 33
MIN 50% 2064 177,3 0,72 1656 94,9 0,21 1130 97,1 0,22 37 28

– 30% 1483 127,5 0,37 1178 67,5 0,10 786 67,5 0,10 32 24
STOP 544 46,8 0,05 418 24,0 0,01 260 22,4 0,01 – –

2900

MAX 100% 3372 289,7 2,01 2750 157,5 0,59 1944 167,0 0,67 50 42
MED 70% 2625 225,6 1,22 2129 121,9 0,36 1485 127,6 0,39 41 33
MIN 50% 2082 178,9 0,77 1671 95,7 0,22 1140 97,9 0,23 37 28

– 30% 1502 129,0 0,40 1192 68,3 0,11 795 68,3 0,11 32 24
STOP 563 48,4 0,06 432 24,8 0,01 269 23,1 0,01 – –

3000

MAX 100% 3390 291,3 2,11 2764 158,3 0,62 1952 167,7 0,70 50 42
MED 70% 2644 227,1 1,28 2143 122,7 0,37 1494 128,4 0,41 41 33
MIN 50% 2100 180,5 0,81 1685 96,5 0,23 1149 98,7 0,24 37 28

– 30% 1520 130,6 0,42 1207 69,1 0,12 805 69,1 0,12 32 24
STOP 581 49,9 0,06 447 25,6 0,02 278 23,9 0,01 – –

3200

MAX 100% 3427 294,4 2,31 2792 159,9 0,68 1967 169,0 0,76 50 42
MED 70% 2680 230,3 1,42 2171 124,3 0,41 1511 129,8 0,45 41 33
MIN 50% 2137 183,6 0,90 1713 98,1 0,26 1166 100,2 0,27 37 28

– 30% 1557 133,8 0,48 1235 70,8 0,13 823 70,7 0,13 32 24
STOP 618 53,1 0,08 475 27,2 0,02 295 25,4 0,02 – –

3400

MAX 100% 3463 297,6 2,53 2818 161,4 0,74 1981 170,2 0,83 50 41
MED 70% 2717 233,5 1,56 2198 125,9 0,45 1526 131,2 0,49 41 33
MIN 50% 2174 186,8 1,00 1741 99,7 0,28 1183 101,7 0,30 37 28

– 30% 1594 136,9 0,54 1264 72,4 0,15 840 72,2 0,15 32 24
STOP 655 56,2 0,09 503 28,8 0,02 313 26,9 0,02 – –

3600

MAX 100% 3500 300,7 2,75 2845 162,9 0,81 1994 171,4 0,89 50 41
MED 70% 2754 236,6 1,70 2226 127,5 0,49 1542 132,5 0,53 41 32
MIN 50% 2210 189,9 1,10 1769 101,3 0,31 1200 103,1 0,32 37 27

– 30% 1630 140,1 0,60 1292 74,0 0,17 858 73,7 0,17 32 23
STOP 691 59,4 0,11 531 30,4 0,03 330 28,4 0,02 – –

3800
MAX – 4508 387,3 4,84 3677 210,6 1,43 2597 223,2 1,61 52 42
MED – 3513 301,8 2,94 2848 163,1 0,86 1986 170,6 0,94 43 33
MIN – 2788 239,6 1,85 2237 128,1 0,53 1525 131,1 0,55 38 29

STOP – 763 65,5 0,14 586 33,6 0,04 364 31,3 0,03 – –

4000
MAX – 4544 390,4 5,20 3704 212,2 1,54 2613 224,5 1,72 52 42
MED – 3549 305,0 3,17 2876 164,7 0,93 2003 172,1 1,01 43 33
MIN – 2825 242,7 2,01 2265 129,8 0,57 1543 132,6 0,60 38 28

STOP – 799 68,7 0,16 614 35,2 0,04 382 32,8 0,04 – –

4200
MAX – 4581 393,6 5,57 3731 213,7 1,64 2628 225,8 1,83 52 42
MED – 3586 308,1 3,41 2904 166,3 0,99 2020 173,5 1,08 43 33
MIN – 2862 245,9 2,17 2294 131,4 0,62 1561 134,1 0,65 38 28

STOP – 836 71,8 0,19 642 36,8 0,05 399 34,3 0,04 – –

4400
MAX – 4618 396,8 5,95 3758 215,2 1,75 2642 227,0 1,95 52 42
MED – 3623 311,3 3,66 2931 167,9 1,07 2035 174,9 1,16 43 33
MIN – 2898 249,0 2,34 2322 133,0 0,67 1577 135,5 0,69 38 28

STOP – 873 75,0 0,21 671 38,4 0,06 417 35,8 0,05 – –

4600
MAX – 4655 399,9 6,34 3784 216,8 1,86 2655 228,1 2,06 52 42
MED – 3660 314,4 3,92 2958 169,5 1,14 2050 176,2 1,23 43 33
MIN – 2935 252,2 2,52 2349 134,6 0,72 1594 137,0 0,74 38 28

STOP – 910 78,2 0,24 699 40,0 0,06 435 37,3 0,06 – –

4800
MAX – 5662 486,5 9,82 4616 264,4 2,90 3259 280,0 3,25 53 43
MED – 4418 379,6 5,98 3581 205,1 1,75 2496 214,4 1,91 44 34
MIN – 3513 301,8 3,78 2817 161,4 1,08 1920 165,0 1,13 39 29

STOP – 981 84,3 0,29 754 43,2 0,08 469 40,3 0,07 – –

5000
MAX – 5699 489,6 10,40 4644 266,0 3,07 3274 281,3 3,43 53 42
MED – 4455 382,8 6,35 3609 206,7 1,85 2512 215,9 2,02 44 34
MIN – 3549 305,0 4,03 2846 163,0 1,15 1938 166,5 1,20 39 29

STOP – 1018 87,4 0,33 782 44,8 0,09 486 41,8 0,08 – –

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

Note: The level of sound pressure LpA is calculated based on the level of sound power LWA emitted by the noise source at a certain distance (1 m) and depends on the installation 
type (free space or next to a wall).
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Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

900

MAX 100% 917 78,8 0,06 744 42,6 0,02 520 44,7 0,02 41 35
MED 70% 683 58,6 0,03 548 31,4 0,01 373 32,1 0,01 32 26
MIN 50% 531 45,7 0,02 426 24,4 0,01 290 25,0 0,01 <30 21

– 30% 384 33,0 0,01 308 17,7 <0,01 210 18,0 <0,01 <30 <20
STOP 172 14,8 <0,01 131 7,5 <0,01 80 6,9 <0,01 – –

1000

MAX 100% 949 81,5 0,08 767 43,9 0,02 531 45,6 0,02 41 35
MED 70% 715 61,4 0,04 571 32,7 0,01 387 33,2 0,01 32 25
MIN 50% 563 48,4 0,03 450 25,8 0,01 304 26,2 0,01 <30 21

– 30% 416 35,8 0,02 333 19,1 <0,01 225 19,3 <0,01 <30 <20
STOP 204 17,5 <0,01 155 8,9 <0,01 95 8,2 <0,01 – –

1100

MAX 100% 981 84,3 0,10 789 45,2 0,03 541 46,5 0,03 41 35
MED 70% 747 64,1 0,06 595 34,1 0,02 399 34,3 0,02 32 25
MIN 50% 595 51,2 0,04 474 27,2 0,01 318 27,3 0,01 <30 20

– 30% 448 38,5 0,02 357 20,4 0,01 239 20,6 0,01 <30 <20
STOP 236 20,3 0,01 180 10,3 <0,01 110 9,4 <0,01 – –

1200

MAX 100% 1770 152,1 0,36 1441 82,5 0,11 1014 87,1 0,12 44 38
MED 70% 1301 111,8 0,19 1046 59,9 0,06 718 61,7 0,06 35 28
MIN 50% 999 85,8 0,11 803 46,0 0,03 550 47,3 0,03 <30 23

– 30% 705 60,6 0,06 566 32,4 0,02 388 33,3 0,02 <30 <20
STOP 279 24,0 0,01 213 12,2 <0,01 130 11,2 <0,01 – –

1300

MAX 100% 1802 154,8 0,42 1465 83,9 0,12 1028 88,4 0,14 44 38
MED 70% 1333 114,5 0,23 1071 61,4 0,07 733 63,0 0,07 35 28
MIN 50% 1031 88,6 0,14 828 47,4 0,04 566 48,6 0,04 <30 23

– 30% 737 63,3 0,07 591 33,9 0,02 404 34,7 0,02 <30 <20
STOP 311 26,8 0,01 237 13,6 <0,01 145 12,5 <0,01 – –

1400

MAX 100% 1834 157,6 0,48 1489 85,3 0,14 1041 89,4 0,15 44 37
MED 70% 1365 117,3 0,27 1095 62,7 0,08 747 64,2 0,08 35 28
MIN 50% 1063 91,3 0,16 852 48,8 0,05 581 49,9 0,05 <30 23

– 30% 769 66,1 0,08 616 35,3 0,02 420 36,1 0,03 <30 <20
STOP 343 29,5 0,02 262 15,0 <0,01 160 13,8 <0,01 – –

1500

MAX 100% 1866 160,3 0,54 1511 86,6 0,16 1052 90,4 0,17 44 37
MED 70% 1397 120,0 0,30 1119 64,1 0,09 760 65,3 0,09 35 28
MIN 50% 1095 94,1 0,19 877 50,2 0,05 595 51,1 0,06 <30 23

– 30% 801 68,8 0,10 641 36,7 0,03 435 37,4 0,03 <30 <20
STOP 375 32,3 0,02 286 16,4 0,01 175 15,0 <0,01 – –

1600

MAX 100% 1898 163,1 0,61 1534 87,9 0,18 1062 91,3 0,19 44 37
MED 70% 1429 122,8 0,35 1143 65,4 0,10 773 66,4 0,10 35 28
MIN 50% 1127 96,8 0,22 901 51,6 0,06 609 52,3 0,06 <30 23

– 30% 833 71,6 0,12 665 38,1 0,03 450 38,6 0,03 <30 <20
STOP 407 35,0 0,03 311 17,8 0,01 190 16,3 0,01 – –

1700

MAX 100% 2687 230,9 1,32 2186 125,2 0,39 1536 131,9 0,43 46 39
MED 70% 1984 170,4 0,72 1594 91,3 0,21 1092 93,8 0,22 36 29
MIN 50% 1530 131,5 0,43 1229 70,4 0,12 841 72,3 0,13 31 24

– 30% 1089 93,6 0,22 875 50,1 0,06 598 51,4 0,07 <30 21
STOP 451 38,8 0,04 344 19,7 0,01 210 18,1 0,01 – –

1800

MAX 100% 2719 233,6 1,46 2210 126,6 0,43 1549 133,1 0,47 46 39
MED 70% 2016 173,2 0,80 1619 92,7 0,23 1106 95,1 0,24 36 29
MIN 50% 1562 134,2 0,48 1254 71,8 0,14 856 73,6 0,14 31 24

– 30% 1121 96,3 0,25 900 51,5 0,07 614 52,7 0,07 <30 21
STOP 483 41,5 0,05 368 21,1 0,01 225 19,4 0,01 – –

1900

MAX 100% 2751 236,4 1,60 2233 127,9 0,47 1561 134,1 0,51 46 39
MED 70% 2048 175,9 0,88 1643 94,1 0,25 1120 96,3 0,26 36 29
MIN 50% 1594 137,0 0,54 1279 73,2 0,15 871 74,9 0,16 31 24

– 30% 1153 99,1 0,28 924 53,0 0,08 629 54,1 0,08 <30 20
STOP 515 44,3 0,06 393 22,5 0,01 240 20,6 0,01 – –

2000

MAX 100% 3540 304,2 2,81 2882 165,1 0,83 2028 174,3 0,92 47 40
MED 70% 2602 223,6 1,52 2093 119,9 0,44 1435 123,3 0,46 38 30
MIN 50% 1997 171,6 0,90 1606 92,0 0,26 1100 94,5 0,27 33 25

– 30% 1409 121,1 0,45 1133 64,9 0,13 775 66,6 0,13 <30 22
STOP 559 48,0 0,07 426 24,4 0,02 260 22,4 0,02 – –

2100

MAX 100% 3572 306,9 3,04 2907 166,5 0,89 2043 175,5 0,99 47 40
MED 70% 2634 226,3 1,65 2118 121,3 0,47 1451 124,6 0,50 38 30
MIN 50% 2029 174,4 0,98 1631 93,4 0,28 1116 95,9 0,30 33 25

– 30% 1442 123,9 0,49 1158 66,3 0,14 792 68,0 0,15 <30 21
STOP 591 50,8 0,08 450 25,8 0,02 275 23,7 0,02 – –

2200

MAX 100% 3604 309,7 3,27 2931 167,9 0,96 2057 176,7 1,06 47 39
MED 70% 2666 229,1 1,79 2142 122,7 0,51 1466 125,9 0,54 38 30
MIN 50% 2061 177,1 1,07 1656 94,8 0,31 1132 97,2 0,32 33 25

– 30% 1474 126,6 0,55 1183 67,8 0,16 808 69,4 0,16 <30 21
STOP 623 53,5 0,10 475 27,2 0,03 290 24,9 0,02 – –

2300

MAX 100% 3636 312,4 3,51 2954 169,2 1,03 2069 177,8 1,14 47 39
MED 70% 2698 231,8 1,93 2166 124,1 0,55 1480 127,2 0,58 38 30
MIN 50% 2093 179,9 1,16 1680 96,2 0,33 1147 98,5 0,35 33 25

– 30% 1506 129,4 0,60 1208 69,2 0,17 824 70,8 0,18 <30 21
STOP 655 56,3 0,11 499 28,6 0,03 305 26,2 0,02 – –

2400

MAX 100% 3668 315,2 3,76 2977 170,5 1,10 2081 178,8 1,21 47 39
MED 70% 2730 234,6 2,08 2190 125,5 0,60 1494 128,4 0,62 38 30
MIN 50% 2126 182,6 1,26 1705 97,6 0,36 1162 99,8 0,38 33 25

– 30% 1538 132,1 0,66 1233 70,6 0,19 839 72,1 0,20 <30 21
STOP 687 59,0 0,13 524 30,0 0,03 320 27,5 0,03 – –

2500

MAX 100% 4457 383,0 5,82 3627 207,8 1,71 2550 219,1 1,90 48 40
MED 70% 3285 282,2 3,16 2641 151,3 0,91 1809 155,5 0,96 39 30
MIN 50% 2529 217,3 1,87 2032 116,4 0,54 1391 119,5 0,57 34 26

– 30% 1794 154,1 0,94 1441 82,6 0,27 985 84,7 0,28 30 22
STOP 730 62,8 0,16 557 31,9 0,04 341 29,3 0,03 – –

2

Forced convection oor convectors T -13



Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

2600

MAX 100% 4489 385,7 6,18 3651 209,1 1,82 2564 220,3 2,01 48 40
MED 70% 3317 285,0 3,37 2666 152,7 0,97 1825 156,8 1,02 39 30
MIN 50% 2561 220,0 2,01 2057 117,8 0,58 1407 120,9 0,61 34 26

– 30% 1826 156,9 1,02 1466 84,0 0,29 1002 86,1 0,31 30 22
STOP 762 65,5 0,18 581 33,3 0,05 355 30,5 0,04 – –

2700

MAX 100% 4521 388,5 6,54 3675 210,5 1,92 2577 221,4 2,13 48 40
MED 70% 3349 287,7 3,59 2690 154,1 1,03 1839 158,0 1,08 39 30
MIN 50% 2593 222,8 2,15 2082 119,3 0,62 1422 122,2 0,65 34 25

– 30% 1858 159,6 1,10 1491 85,4 0,32 1018 87,4 0,33 30 22
STOP 795 68,3 0,20 606 34,7 0,05 370 31,8 0,04 – –

2800

MAX 100% 5310 456,3 9,41 4323 247,6 2,77 3042 261,4 3,09 49 41
MED 70% 3903 335,4 5,09 3139 179,8 1,46 2153 184,9 1,55 39 31
MIN 50% 2996 257,4 3,00 2409 138,0 0,86 1650 141,8 0,91 34 26

– 30% 2114 181,7 1,49 1699 97,3 0,43 1163 99,9 0,45 31 22
STOP 838 72,0 0,23 639 36,6 0,06 391 33,6 0,05 – –

2900

MAX 100% 5342 459,0 9,92 4348 249,0 2,92 3057 262,7 3,25 49 40
MED 70% 3935 338,1 5,38 3164 181,3 1,55 2168 186,3 1,63 39 31
MIN 50% 3028 260,2 3,19 2434 139,4 0,91 1666 143,2 0,96 34 26

– 30% 2146 184,4 1,60 1724 98,8 0,46 1179 101,3 0,48 31 22
STOP 870 74,8 0,26 663 38,0 0,07 406 34,9 0,06 – –

3000

MAX 100% 5374 461,8 10,43 4372 250,4 3,07 3071 263,9 3,41 49 40
MED 70% 3967 340,9 5,68 3189 182,7 1,63 2183 187,6 1,72 39 31
MIN 50% 3060 262,9 3,38 2459 140,8 0,97 1682 144,5 1,02 34 26

– 30% 2178 187,2 1,71 1749 100,2 0,49 1196 102,7 0,52 31 22
STOP 902 77,5 0,29 688 39,4 0,08 421 36,1 0,06 – –

3200

MAX 100% 5438 467,3 11,49 4419 253,1 3,37 3098 266,2 3,73 49 40
MED 70% 4031 346,4 6,31 3238 185,5 1,81 2213 190,1 1,90 39 31
MIN 50% 3124 268,4 3,79 2508 143,7 1,09 1713 147,2 1,14 34 26

– 30% 2242 192,7 1,95 1799 103,1 0,56 1228 105,5 0,59 31 22
STOP 966 83,0 0,36 737 42,2 0,09 450 38,7 0,08 – –

3400

MAX 100% 5502 472,8 12,59 4466 255,8 3,69 3122 268,3 4,05 49 40
MED 70% 4095 351,9 6,97 3286 188,2 2,00 2241 192,5 2,09 39 30
MIN 50% 3188 273,9 4,23 2557 146,5 1,21 1742 149,7 1,26 34 26

– 30% 2306 198,2 2,21 1849 105,9 0,63 1259 108,1 0,66 31 22
STOP 1030 88,5 0,44 785 45,0 0,11 480 41,3 0,10 – –

3600

MAX 100% 5566 478,3 13,73 4512 258,4 4,01 3145 270,2 4,38 49 40
MED 70% 4159 357,4 7,67 3333 190,9 2,19 2268 194,9 2,28 39 30
MIN 50% 3252 279,4 4,69 2605 149,2 1,34 1771 152,2 1,39 34 25

– 30% 2370 203,7 2,49 1898 108,7 0,71 1289 110,8 0,74 31 22
STOP 1094 94,0 0,53 834 47,8 0,14 510 43,8 0,12 – –

3800
MAX – 7145 613,9 24,02 5813 333,0 7,07 4086 351,0 7,85 50 41
MED – 5268 452,6 13,06 4235 242,6 3,75 2901 249,3 3,96 41 31
MIN – 4059 348,7 7,75 3262 186,8 2,22 2232 191,8 2,34 36 26

STOP – 1182 101,5 0,66 901 51,6 0,17 551 47,3 0,14 – –

4000
MAX – 7209 619,4 25,87 5861 335,7 7,60 4113 353,4 8,42 50 41
MED – 5332 458,1 14,15 4284 245,4 4,06 2931 251,8 4,28 41 31
MIN – 4123 354,2 8,46 3311 189,7 2,43 2263 194,5 2,55 36 26

STOP – 1246 107,0 0,77 950 54,4 0,20 581 49,9 0,17 – –

4200
MAX – 7273 624,9 27,78 5908 338,4 8,15 4139 355,6 9,00 50 41
MED – 5396 463,6 15,29 4333 248,2 4,38 2960 254,3 4,60 41 31
MIN – 4187 359,7 9,21 3361 192,5 2,64 2294 197,1 2,76 36 26

STOP – 1310 112,5 0,90 998 57,2 0,23 610 52,5 0,20 – –

4400
MAX – 7337 630,4 29,74 5955 341,1 8,71 4163 357,7 9,57 50 40
MED – 5460 469,1 16,47 4381 250,9 4,71 2988 256,7 4,93 41 31
MIN – 4251 365,2 9,98 3409 195,3 2,85 2323 199,6 2,98 36 26

STOP – 1374 118,0 1,04 1047 60,0 0,27 640 55,0 0,23 – –

4600
MAX – 7401 635,9 31,76 6001 343,7 9,28 4186 359,6 10,16 50 40
MED – 5524 474,6 17,70 4429 253,7 5,05 3015 259,0 5,27 41 31
MIN – 4315 370,7 10,80 3458 198,1 3,08 2352 202,1 3,21 36 26

STOP – 1438 123,5 1,20 1096 62,8 0,31 670 57,6 0,26 – –

4800
MAX – 8979 771,4 48,95 7303 418,3 14,39 5128 440,6 15,97 51 41
MED – 6633 569,9 26,72 5331 305,4 7,67 3649 313,5 8,09 42 32
MIN – 5122 440,1 15,93 4115 235,7 4,57 2814 241,8 4,81 37 27

STOP – 1525 131,0 1,41 1163 66,6 0,36 711 61,1 0,31 – –

5000
MAX – 9043 776,9 51,89 7350 421,0 15,24 5154 442,9 16,86 51 41
MED – 6697 575,4 28,46 5380 308,2 8,16 3678 316,0 8,59 42 31
MIN – 5186 445,6 17,06 4164 238,5 4,89 2844 244,4 5,13 37 27

STOP – 1589 136,5 1,60 1211 69,4 0,41 741 63,6 0,35 – –

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

Note: The level of sound pressure LpA is calculated based on the level of sound power LWA emitted by the noise source at a certain distance (1 m) and depends on the installation 
type (free space or next to a wall).
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Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

900

MAX 100% 1162 99,8 0,15 939 53,8 0,04 650 55,9 0,05 42 36
MED 70% 874 75,1 0,08 701 40,1 0,02 477 41,0 0,02 32 26
MIN 50% 690 59,3 0,05 552 31,6 0,01 374 32,1 0,02 <30 21

– 30% 513 44,1 0,03 409 23,4 0,01 275 23,6 0,01 <30 <20
STOP 259 22,3 0,01 197 11,3 <0,01 120 10,3 <0,01 – –

1000

MAX 100% 1205 103,5 0,19 970 55,5 0,05 665 57,2 0,06 42 35
MED 70% 917 78,8 0,11 733 42,0 0,03 495 42,6 0,03 32 26
MIN 50% 733 63,0 0,07 584 33,5 0,02 393 33,7 0,02 <30 21

– 30% 556 47,8 0,04 442 25,3 0,01 295 25,4 0,01 <30 <20
STOP 302 26,0 0,01 230 13,2 <0,01 140 12,0 <0,01 – –

1100

MAX 100% 1248 107,2 0,23 1000 57,3 0,07 679 58,4 0,07 42 35
MED 70% 960 82,5 0,14 764 43,8 0,04 512 44,0 0,04 32 26
MIN 50% 776 66,7 0,09 616 35,3 0,03 411 35,3 0,03 <30 21

– 30% 599 51,5 0,05 475 27,2 0,01 315 27,0 0,01 <30 <20
STOP 346 29,7 0,02 263 15,1 <0,01 160 13,7 <0,01 – –

1200

MAX 100% 2237 192,2 0,85 1813 103,8 0,25 1263 108,6 0,27 45 38
MED 70% 1661 142,7 0,47 1335 76,5 0,13 915 78,6 0,14 35 28
MIN 50% 1293 111,1 0,28 1037 59,4 0,08 706 60,6 0,08 <30 24

– 30% 939 80,7 0,15 750 43,0 0,04 508 43,6 0,04 <30 <20
STOP 432 37,1 0,03 328 18,8 0,01 200 17,2 0,01 – –

1300

MAX 100% 2280 195,9 0,99 1846 105,7 0,29 1283 110,2 0,31 45 38
MED 70% 1704 146,4 0,55 1369 78,4 0,16 936 80,4 0,17 35 28
MIN 50% 1337 114,9 0,34 1070 61,3 0,10 727 62,5 0,10 <30 23

– 30% 982 84,4 0,18 784 44,9 0,05 529 45,5 0,05 <30 <20
STOP 475 40,8 0,04 361 20,7 0,01 220 18,9 0,01 – –

1400

MAX 100% 2323 199,6 1,14 1877 107,5 0,33 1300 111,7 0,36 45 38
MED 70% 1747 150,1 0,64 1401 80,3 0,18 955 82,0 0,19 35 28
MIN 50% 1380 118,6 0,40 1103 63,2 0,11 747 64,2 0,12 <30 23

– 30% 1025 88,1 0,22 818 46,8 0,06 550 47,3 0,06 <30 <20
STOP 518 44,5 0,06 394 22,6 0,01 240 20,6 0,01 – –

1500

MAX 100% 2367 203,3 1,30 1908 109,3 0,37 1316 113,1 0,40 45 38
MED 70% 1791 153,9 0,74 1434 82,1 0,21 973 83,6 0,22 35 28
MIN 50% 1423 122,3 0,47 1136 65,1 0,13 767 65,9 0,14 <30 23

– 30% 1069 91,8 0,26 851 48,7 0,07 571 49,0 0,08 <30 <20
STOP 562 48,3 0,07 427 24,5 0,02 260 22,3 0,02 – –

1600

MAX 100% 2410 207,1 1,46 1939 111,1 0,42 1331 114,3 0,45 45 38
MED 70% 1834 157,6 0,85 1465 83,9 0,24 990 85,1 0,25 35 28
MIN 50% 1466 126,0 0,54 1169 66,9 0,15 785 67,5 0,16 <30 23

– 30% 1112 95,5 0,31 884 50,6 0,09 591 50,7 0,09 <30 <20
STOP 605 52,0 0,09 460 26,3 0,02 280 24,0 0,02 – –

1700

MAX 100% 3398 292,0 3,14 2752 157,7 0,92 1915 164,5 1,00 46 39
MED 70% 2535 217,8 1,75 2037 116,7 0,50 1393 119,7 0,53 37 30
MIN 50% 1983 170,4 1,07 1589 91,0 0,31 1080 92,8 0,32 32 25

– 30% 1452 124,7 0,57 1160 66,4 0,16 783 67,3 0,17 <30 21
STOP 691 59,4 0,13 525 30,1 0,03 319 27,4 0,03 – –

1800

MAX 100% 3442 295,7 3,47 2784 159,5 1,01 1933 166,1 1,09 46 39
MED 70% 2578 221,5 1,95 2070 118,5 0,56 1413 121,4 0,58 37 29
MIN 50% 2027 174,1 1,20 1622 92,9 0,34 1101 94,6 0,35 32 24

– 30% 1495 128,5 0,65 1193 68,3 0,19 805 69,1 0,19 <30 21
STOP 734 63,1 0,16 558 32,0 0,04 339 29,2 0,03 – –

1900

MAX 100% 3485 299,4 3,80 2816 161,3 1,10 1950 167,6 1,19 46 39
MED 70% 2621 225,2 2,15 2102 120,4 0,62 1432 123,1 0,64 37 29
MIN 50% 2070 177,8 1,34 1655 94,8 0,38 1121 96,3 0,39 32 24

– 30% 1538 132,2 0,74 1227 70,3 0,21 825 70,9 0,21 <30 21
STOP 778 66,8 0,19 591 33,9 0,05 359 30,9 0,04 – –

2000

MAX 100% 4474 384,4 6,68 3626 207,7 1,95 2527 217,1 2,13 48 40
MED 70% 3322 285,4 3,68 2671 153,0 1,06 1830 157,2 1,12 38 30
MIN 50% 2587 222,3 2,23 2074 118,8 0,64 1412 121,3 0,67 33 25

– 30% 1878 161,4 1,18 1501 86,0 0,33 1015 87,2 0,34 <30 22
STOP 864 74,2 0,25 657 37,6 0,06 399 34,3 0,05 – –

2100

MAX 100% 4517 388,1 7,23 3659 209,6 2,11 2547 218,8 2,30 48 40
MED 70% 3365 289,1 4,01 2704 154,9 1,15 1851 159,0 1,21 38 30
MIN 50% 2630 226,0 2,45 2107 120,7 0,70 1433 123,1 0,73 33 25

– 30% 1921 165,1 1,31 1535 87,9 0,37 1037 89,1 0,38 <30 22
STOP 907 77,9 0,29 690 39,5 0,07 419 36,0 0,06 – –

2200

MAX 100% 4560 391,8 7,79 3691 211,4 2,27 2566 220,4 2,47 48 40
MED 70% 3408 292,9 4,35 2738 156,8 1,25 1871 160,8 1,31 38 30
MIN 50% 2673 229,7 2,68 2141 122,6 0,76 1454 124,9 0,79 33 25

– 30% 1964 168,8 1,45 1569 89,9 0,41 1059 91,0 0,42 <30 22
STOP 950 81,6 0,34 723 41,4 0,09 439 37,7 0,07 – –

2300

MAX 100% 4603 395,5 8,38 3723 213,3 2,44 2583 222,0 2,64 48 40
MED 70% 3452 296,6 4,71 2770 158,7 1,35 1891 162,4 1,41 38 30
MIN 50% 2717 233,4 2,92 2174 124,5 0,83 1474 126,7 0,86 33 25

– 30% 2008 172,5 1,59 1602 91,8 0,45 1080 92,8 0,46 <30 21
STOP 993 85,4 0,39 755 43,3 0,10 459 39,5 0,08 – –

2400

MAX 100% 4647 399,2 8,98 3755 215,1 2,61 2600 223,4 2,81 48 40
MED 70% 3495 300,3 5,08 2803 160,5 1,45 1909 164,1 1,52 38 30
MIN 50% 2760 237,1 3,17 2207 126,4 0,90 1494 128,4 0,93 33 25

– 30% 2051 176,2 1,75 1635 93,7 0,49 1101 94,6 0,50 <30 21
STOP 1037 89,1 0,45 788 45,2 0,11 479 41,2 0,10 – –

2500

MAX 100% 5635 484,2 13,86 4565 261,5 4,04 3179 273,1 4,41 49 40
MED 70% 4196 360,5 7,68 3372 193,2 2,21 2308 198,3 2,33 39 31
MIN 50% 3277 281,5 4,68 2626 150,4 1,34 1786 153,5 1,39 34 26

– 30% 2391 205,4 2,49 1910 109,4 0,71 1291 110,9 0,73 30 22
STOP 1123 96,5 0,55 854 48,9 0,14 519 44,6 0,12 – –

2600

MAX 100% 5679 487,9 14,73 4598 263,4 4,29 3198 274,8 4,67 49 40
MED 70% 4239 364,2 8,21 3405 195,1 2,35 2329 200,1 2,48 39 31
MIN 50% 3320 285,3 5,04 2659 152,3 1,44 1807 155,3 1,49 34 26

– 30% 2434 209,1 2,71 1944 111,3 0,77 1313 112,8 0,79 30 22
STOP 1166 100,2 0,62 887 50,8 0,16 539 46,3 0,13 – –
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Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

2700

MAX 100% 5722 491,6 15,63 4630 265,2 4,55 3216 276,3 4,94 49 40
MED 70% 4282 367,9 8,75 3438 197,0 2,51 2349 201,8 2,63 39 31
MIN 50% 3363 289,0 5,40 2693 154,2 1,54 1828 157,1 1,59 34 26

– 30% 2477 212,8 2,93 1977 113,3 0,83 1334 114,6 0,85 30 22
STOP 1209 103,9 0,70 920 52,7 0,18 559 48,0 0,15 – –

2800

MAX 100% 6710 576,6 22,42 5439 311,5 6,54 3790 325,7 7,15 49 41
MED 70% 4983 428,1 12,36 4006 229,5 3,55 2745 235,8 3,75 40 31
MIN 50% 3880 333,4 7,50 3111 178,2 2,14 2117 181,9 2,23 35 26

– 30% 2817 242,0 3,95 2251 129,0 1,12 1523 130,8 1,15 31 23
STOP 1296 111,3 0,84 985 56,4 0,21 599 51,5 0,18 – –

2900

MAX 100% 6754 580,3 23,64 5472 313,4 6,90 3811 327,4 7,53 49 41
MED 70% 5026 431,8 13,09 4040 231,4 3,76 2766 237,7 3,97 40 31
MIN 50% 3924 337,1 7,98 3144 180,1 2,28 2139 183,8 2,37 35 26

– 30% 2860 245,8 4,24 2285 130,9 1,20 1545 132,7 1,24 31 23
STOP 1339 115,0 0,93 1018 58,3 0,24 619 53,2 0,20 – –

3000

MAX 100% 6797 584,0 24,89 5505 315,3 7,26 3830 329,1 7,90 49 41
MED 70% 5069 435,6 13,85 4073 233,3 3,97 2787 239,4 4,18 40 31
MIN 50% 3967 340,8 8,48 3178 182,0 2,42 2160 185,6 2,51 35 26

– 30% 2903 249,5 4,54 2319 132,8 1,29 1567 134,6 1,32 31 22
STOP 1382 118,8 1,03 1051 60,2 0,26 639 54,9 0,22 – –

3200

MAX 100% 6883 591,4 27,47 5569 319,0 7,99 3866 332,2 8,67 49 41
MED 70% 5156 443,0 15,41 4139 237,1 4,42 2826 242,8 4,63 40 31
MIN 50% 4053 348,3 9,53 3244 185,8 2,71 2202 189,2 2,81 35 26

– 30% 2990 256,9 5,18 2386 136,7 1,47 1609 138,3 1,50 31 22
STOP 1469 126,2 1,25 1117 64,0 0,32 679 58,3 0,27 – –

3400

MAX 100% 6970 598,9 30,16 5632 322,6 8,75 3900 335,1 9,44 49 40
MED 70% 5242 450,4 17,06 4204 240,8 4,88 2864 246,1 5,09 40 31
MIN 50% 4140 355,7 10,64 3310 189,6 3,02 2242 192,6 3,12 35 26

– 30% 3076 264,3 5,88 2453 140,5 1,66 1651 141,9 1,69 31 22
STOP 1555 133,6 1,50 1182 67,7 0,39 719 61,8 0,32 – –

3600

MAX 100% 7056 606,3 32,96 5694 326,2 9,54 3932 337,8 10,23 49 40
MED 70% 5329 457,9 18,80 4269 244,5 5,36 2901 249,2 5,57 40 31
MIN 50% 4226 363,1 11,82 3376 193,4 3,35 2281 195,9 3,44 35 26

– 30% 3163 271,8 6,62 2519 144,3 1,87 1692 145,4 1,89 31 22
STOP 1642 141,0 1,78 1248 71,5 0,46 759 65,2 0,38 – –

3800
MAX – 9034 776,2 57,36 7318 419,2 16,73 5094 437,7 18,24 51 41
MED – 6730 578,3 31,84 5409 309,8 9,14 3702 318,1 9,63 41 32
MIN – 5260 452,0 19,45 4215 241,4 5,55 2866 246,3 5,77 36 27

STOP – 1814 155,9 2,31 1379 79,0 0,59 838 72,0 0,49 – –

4000
MAX – 9120 783,6 61,88 7383 422,9 18,02 5131 440,9 19,59 51 41
MED – 6817 585,7 34,57 5475 313,6 9,91 3742 321,5 10,42 41 31
MIN – 5347 459,4 21,27 4282 245,3 6,06 2908 249,9 6,29 36 27

STOP – 1900 163,3 2,69 1445 82,8 0,69 878 75,5 0,57 – –

4200
MAX – 9207 791,0 66,53 7446 426,5 19,34 5167 443,9 20,95 51 41
MED – 6903 593,1 37,41 5541 317,4 10,71 3781 324,9 11,22 41 31
MIN – 5433 466,8 23,17 4348 249,1 6,60 2949 253,4 6,83 36 26

STOP – 1987 170,7 3,10 1511 86,5 0,80 918 78,9 0,66 – –

4400
MAX – 9293 798,5 71,33 7510 430,1 20,70 5200 446,8 22,34 51 41
MED – 6990 600,6 40,35 5606 321,1 11,53 3819 328,1 12,05 41 31
MIN – 5520 474,2 25,16 4414 252,8 7,15 2989 256,8 7,38 36 26

STOP – 2073 178,2 3,55 1577 90,3 0,91 958 82,3 0,76 – –

4600
MAX – 9380 805,9 76,27 7572 433,7 22,09 5232 449,6 23,73 51 41
MED – 7076 608,0 43,41 5670 324,8 12,39 3856 331,3 12,89 41 31
MIN – 5606 481,7 27,25 4479 256,6 7,73 3028 260,2 7,95 36 26

STOP – 2160 185,6 4,04 1642 94,1 1,04 998 85,8 0,86 – –

4800
MAX – 11357 975,8 117,11 9196 526,7 34,12 6396 549,5 37,14 52 41
MED – 8478 728,4 65,26 6811 390,1 18,72 4658 400,2 19,70 42 32
MIN – 6640 570,5 40,03 5319 304,7 11,42 3614 310,6 11,86 37 27

STOP – 2332 200,4 4,94 1773 101,6 1,27 1078 92,6 1,06 – –

5000
MAX – 11444 983,2 124,27 9260 530,4 36,17 6432 552,6 39,26 52 41
MED – 8564 735,8 69,60 6877 393,9 19,94 4697 403,6 20,94 42 32
MIN – 6727 577,9 42,94 5385 308,5 12,23 3656 314,1 12,68 37 27

STOP – 2419 207,8 5,55 1839 105,3 1,43 1118 96,1 1,19 – –

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

Housing length 
[mm]

Fan designation 
(max. no. of fans)

Water connectors 
dimensions [”] [m³/h] Max. input power 

[W]
Max. input current 

[A]
900-1100 1 1 1/2 80 12 0,10

1200-1600 1 2 1/2 160 24 0,20
1700-1900 2 3 1/2 240 36 0,30
2000-2400 2 4 1/2 320 48 0,40
2500-2700 3 5 1/2 400 60 0,50
2800-3600 3 6 1/2 480 72 0,60
3800-4600 4 8 1/2 640 96 0,80
4800-5000 5 10 1/2 800 120 1,00

Note: The level of sound pressure LpA is calculated based on the level of sound power LWA emitted by the noise source at a certain distance (1 m) and depends on the installation 
type (free space or next to a wall).
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Housing 
length  
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

900

MAX 100% 807 69,4 0,05 652 37,3 0,01 450 38,6 0,01 42 36
MED 70% 602 51,7 0,03 489 28,0 0,01 344 29,5 0,01 33 27
MIN 50% 465 40,0 0,02 373 21,4 <0,01 254 21,8 <0,01 <30 22

– 30% 329 28,3 0,01 260 14,9 <0,01 171 14,7 <0,01 <30 <20
STOP 126 10,8 <0,01 97 5,5 <0,01 60 5,2 <0,01 – –

1000

MAX 100% 829 71,2 0,06 667 38,2 0,02 457 39,3 0,02 42 36
MED 70% 623 53,6 0,03 505 28,9 0,01 352 30,2 0,01 33 27
MIN 50% 487 41,8 0,02 389 22,3 0,01 263 22,6 0,01 <30 22

– 30% 351 30,1 0,01 277 15,8 <0,01 182 15,6 <0,01 <30 <20
STOP 148 12,7 <0,01 113 6,5 <0,01 70 6,0 <0,01 – –

1100

MAX 100% 851 73,1 0,07 682 39,0 0,02 463 39,8 0,02 42 36
MED 70% 645 55,4 0,04 520 29,8 0,01 359 30,8 0,01 33 27
MIN 50% 508 43,7 0,03 405 23,2 0,01 272 23,4 0,01 <30 22

– 30% 372 32,0 0,01 293 16,8 <0,01 192 16,5 <0,01 <30 <20
STOP 170 14,6 <0,01 130 7,5 <0,01 81 6,9 <0,01 – –

1200

MAX 100% 1571 135,0 0,28 1271 72,8 0,08 882 75,8 0,09 45 39
MED 70% 1160 99,6 0,15 946 54,2 0,05 669 57,5 0,05 36 30
MIN 50% 887 76,2 0,09 712 40,8 0,03 487 41,9 0,03 31 25

– 30% 615 52,8 0,04 486 27,9 0,01 322 27,7 0,01 <30 21
STOP 209 18,0 0,01 160 9,2 <0,01 99 8,5 <0,01 – –

1300

MAX 100% 1593 136,9 0,33 1287 73,7 0,09 891 76,6 0,10 45 39
MED 70% 1181 101,5 0,18 963 55,1 0,05 679 58,3 0,06 36 30
MIN 50% 908 78,0 0,11 729 41,8 0,03 498 42,8 0,03 31 25

– 30% 636 54,7 0,05 503 28,8 0,01 333 28,6 0,01 <30 21
STOP 231 19,8 0,01 177 10,1 <0,01 110 9,4 <0,01 – –

1400

MAX 100% 1615 138,8 0,37 1303 74,6 0,11 900 77,3 0,12 45 39
MED 70% 1203 103,4 0,21 979 56,1 0,06 688 59,1 0,07 36 29
MIN 50% 930 79,9 0,12 746 42,7 0,04 508 43,6 0,04 31 25

– 30% 658 56,5 0,06 520 29,8 0,02 343 29,5 0,02 <30 21
STOP 252 21,7 0,01 194 11,1 <0,01 120 10,3 <0,01 – –

1500

MAX 100% 1637 140,6 0,42 1318 75,5 0,12 907 77,9 0,13 45 39
MED 70% 1225 105,2 0,23 994 57,0 0,07 696 59,8 0,08 36 29
MIN 50% 952 81,8 0,14 762 43,6 0,04 517 44,4 0,04 31 24

– 30% 680 58,4 0,07 537 30,7 0,02 353 30,4 0,02 <30 20
STOP 274 23,6 0,01 210 12,0 <0,01 130 11,2 <0,01 – –

1600

MAX 100% 1658 142,5 0,47 1333 76,4 0,13 914 78,5 0,14 45 38
MED 70% 1247 107,1 0,26 1010 57,9 0,08 703 60,4 0,08 36 29
MIN 50% 973 83,6 0,16 778 44,6 0,05 526 45,2 0,05 31 24

– 30% 702 60,3 0,08 553 31,7 0,02 363 31,2 0,02 <30 20
STOP 296 25,4 0,01 227 13,0 <0,01 141 12,1 <0,01 – –

1700

MAX 100% 2379 204,4 1,04 1923 110,2 0,30 1333 114,5 0,33 47 40
MED 70% 1761 151,3 0,57 1436 82,2 0,17 1013 87,1 0,19 38 31
MIN 50% 1352 116,1 0,34 1085 62,2 0,10 741 63,7 0,10 33 26

– 30% 944 81,1 0,16 746 42,8 0,05 493 42,4 0,04 <30 22
STOP 335 28,8 0,02 257 14,7 0,01 159 13,7 <0,01 – –

1800

MAX 100% 2401 206,3 1,14 1939 111,1 0,33 1341 115,3 0,35 47 40
MED 70% 1783 153,2 0,63 1452 83,2 0,18 1023 87,9 0,21 38 31
MIN 50% 1373 118,0 0,37 1102 63,1 0,11 751 64,6 0,11 33 26

– 30% 965 83,0 0,18 763 43,7 0,05 504 43,3 0,05 <30 22
STOP 357 30,7 0,03 274 15,7 0,01 169 14,6 0,01 – –

1900

MAX 100% 2422 208,1 1,24 1955 112,0 0,36 1349 115,9 0,38 47 40
MED 70% 1805 155,1 0,69 1468 84,1 0,20 1031 88,6 0,22 38 31
MIN 50% 1395 119,9 0,41 1118 64,1 0,12 761 65,4 0,12 33 26

– 30% 987 84,8 0,21 780 44,7 0,06 514 44,2 0,06 <30 22
STOP 378 32,5 0,03 290 16,6 0,01 180 15,5 0,01 – –

2000

MAX 100% 3143 270,0 2,22 2542 145,6 0,64 1764 151,6 0,70 48 41
MED 70% 2319 199,3 1,21 1892 108,4 0,36 1337 114,9 0,40 39 32
MIN 50% 1773 152,4 0,71 1425 81,6 0,20 974 83,7 0,21 34 27

– 30% 1229 105,6 0,34 973 55,7 0,09 644 55,3 0,09 30 23
STOP 418 35,9 0,04 320 18,4 0,01 198 17,1 0,01 – –

2100

MAX 100% 3165 271,9 2,38 2559 146,6 0,69 1774 152,4 0,75 48 41
MED 70% 2341 201,1 1,30 1909 109,3 0,39 1348 115,8 0,43 39 32
MIN 50% 1795 154,2 0,77 1441 82,6 0,22 985 84,6 0,23 34 27

– 30% 1251 107,5 0,37 989 56,7 0,10 654 56,2 0,10 30 23
STOP 439 37,8 0,05 337 19,3 0,01 209 17,9 0,01 – –

2200

MAX 100% 3186 273,8 2,56 2575 147,5 0,74 1783 153,2 0,80 48 41
MED 70% 2363 203,0 1,41 1925 110,3 0,41 1357 116,6 0,46 39 31
MIN 50% 1817 156,1 0,83 1458 83,5 0,24 995 85,5 0,25 34 27

– 30% 1273 109,4 0,41 1006 57,6 0,11 665 57,1 0,11 30 23
STOP 461 39,6 0,05 354 20,3 0,01 219 18,8 0,01 – –

2300

MAX 100% 3208 275,6 2,73 2591 148,4 0,79 1791 153,9 0,85 48 41
MED 70% 2385 204,9 1,51 1941 111,2 0,44 1366 117,4 0,50 39 31
MIN 50% 1838 158,0 0,90 1475 84,5 0,26 1005 86,4 0,27 34 26

– 30% 1294 111,2 0,44 1023 58,6 0,12 676 58,0 0,12 30 22
STOP 483 41,5 0,06 370 21,2 0,02 229 19,7 0,01 – –

2400

MAX 100% 3230 277,5 2,91 2606 149,3 0,84 1799 154,6 0,90 48 40
MED 70% 2406 206,7 1,62 1957 112,1 0,48 1375 118,1 0,53 39 31
MIN 50% 1860 159,8 0,97 1491 85,4 0,28 1015 87,2 0,29 34 26

– 30% 1316 113,1 0,48 1040 59,6 0,13 686 58,9 0,13 30 22
STOP 505 43,4 0,07 387 22,2 0,02 240 20,6 0,02 – –

2500

MAX 100% 3950 339,4 4,57 3194 183,0 1,33 2215 190,3 1,44 49 41
MED 70% 2921 251,0 2,50 2382 136,4 0,74 1682 144,5 0,83 40 32
MIN 50% 2238 192,3 1,47 1798 103,0 0,42 1228 105,6 0,44 35 27

– 30% 1558 133,9 0,71 1233 70,6 0,20 815 70,1 0,19 31 23
STOP 544 46,7 0,09 417 23,9 0,02 258 22,2 0,02 – –
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Housing 
length  
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

2600

MAX 100% 3972 341,3 4,83 3210 183,9 1,40 2224 191,1 1,52 49 41
MED 70% 2943 252,8 2,65 2398 137,4 0,78 1692 145,4 0,88 40 32
MIN 50% 2260 194,2 1,57 1814 103,9 0,45 1239 106,5 0,47 35 27

– 30% 1580 135,8 0,77 1249 71,6 0,21 826 71,0 0,21 31 23
STOP 566 48,6 0,10 434 24,9 0,03 269 23,1 0,02 – –

2700

MAX 100% 3994 343,1 5,11 3226 184,8 1,48 2233 191,9 1,60 49 41
MED 70% 2964 254,7 2,81 2415 138,3 0,83 1701 146,2 0,93 40 32
MIN 50% 2282 196,0 1,67 1831 104,9 0,48 1249 107,3 0,50 35 27

– 30% 1602 137,6 0,82 1266 72,5 0,23 837 71,9 0,22 31 23
STOP 587 50,5 0,11 451 25,8 0,03 279 24,0 0,02 – –

2800

MAX 100% 4714 405,1 7,42 3813 218,4 2,16 2647 227,4 2,34 50 42
MED 70% 3479 298,9 4,04 2838 162,6 1,20 2006 172,4 1,34 41 33
MIN 50% 2660 228,5 2,36 2137 122,4 0,68 1461 125,6 0,71 36 28

– 30% 1844 158,4 1,13 1459 83,6 0,32 965 82,9 0,31 32 24
STOP 627 53,8 0,13 481 27,5 0,03 298 25,6 0,03 – –

2900

MAX 100% 4736 406,9 7,79 3830 219,4 2,27 2656 228,2 2,45 50 42
MED 70% 3501 300,8 4,26 2855 163,5 1,26 2016 173,3 1,41 41 32
MIN 50% 2681 230,4 2,50 2154 123,4 0,72 1472 126,5 0,75 36 28

– 30% 1866 160,3 1,21 1476 84,5 0,34 976 83,9 0,33 32 24
STOP 648 55,7 0,15 497 28,5 0,04 308 26,5 0,03 – –

3000

MAX 100% 4758 408,8 8,17 3846 220,3 2,37 2666 229,0 2,57 50 42
MED 70% 3522 302,6 4,48 2872 164,5 1,32 2026 174,1 1,48 41 32
MIN 50% 2703 232,3 2,64 2170 124,3 0,76 1483 127,4 0,79 36 27

– 30% 1887 162,2 1,29 1493 85,5 0,36 987 84,8 0,35 32 23
STOP 670 57,6 0,16 514 29,4 0,04 318 27,4 0,04 – –

3200

MAX 100% 4801 412,5 8,95 3878 222,1 2,60 2683 230,5 2,80 50 41
MED 70% 3566 306,4 4,94 2904 166,3 1,46 2045 175,7 1,62 41 32
MIN 50% 2747 236,0 2,93 2204 126,2 0,84 1503 129,1 0,88 36 27

– 30% 1931 165,9 1,45 1526 87,4 0,40 1008 86,6 0,39 32 23
STOP 714 61,3 0,20 547 31,4 0,05 339 29,1 0,04 – –

3400

MAX 100% 4845 416,3 9,76 3909 223,9 2,82 2699 231,9 3,03 50 41
MED 70% 3609 310,1 5,42 2936 168,2 1,59 2063 177,2 1,77 41 32
MIN 50% 2790 239,7 3,24 2237 128,1 0,92 1523 130,8 0,96 36 27

– 30% 1974 169,6 1,62 1560 89,3 0,45 1029 88,4 0,44 32 23
STOP 757 65,0 0,24 581 33,3 0,06 360 30,9 0,05 – –

3600

MAX 100% 4888 420,0 10,59 3940 225,7 3,06 2713 233,1 3,26 50 41
MED 70% 3653 313,8 5,91 2968 170,0 1,73 2079 178,6 1,92 41 32
MIN 50% 2834 243,5 3,56 2269 130,0 1,01 1542 132,5 1,05 36 27

– 30% 2018 173,4 1,80 1593 91,2 0,50 1049 90,2 0,49 32 23
STOP 800 68,8 0,28 614 35,2 0,07 380 32,7 0,06 – –

3800
MAX – 6329 543,8 18,85 5117 293,1 5,48 3548 304,8 5,92 51 42
MED – 4682 402,3 10,31 3818 218,7 3,05 2695 231,6 3,42 42 33
MIN – 3590 308,4 6,06 2883 165,1 1,74 1970 169,2 1,83 37 28

STOP – 879 75,5 0,36 674 38,6 0,10 418 35,9 0,08 – –

4000
MAX – 6373 547,5 20,22 5150 295,0 5,87 3566 306,4 6,33 51 42
MED – 4726 406,0 11,12 3851 220,6 3,28 2715 233,2 3,67 42 33
MIN – 3633 312,2 6,57 2916 167,0 1,88 1990 171,0 1,97 37 28

STOP – 922 79,3 0,42 708 40,5 0,11 438 37,7 0,10 – –

4200
MAX – 6416 551,3 21,62 5181 296,8 6,27 3583 307,8 6,74 51 42
MED – 4769 409,8 11,94 3883 222,4 3,52 2733 234,8 3,92 42 33
MIN – 3677 315,9 7,10 2949 168,9 2,03 2011 172,7 2,12 37 28

STOP – 966 83,0 0,49 741 42,4 0,13 459 39,4 0,11 – –

4400
MAX – 6460 555,0 23,05 5212 298,6 6,67 3598 309,2 7,15 51 42
MED – 4812 413,5 12,80 3915 224,2 3,76 2750 236,3 4,18 42 32
MIN – 3720 319,6 7,65 2982 170,8 2,18 2030 174,4 2,28 37 28

STOP – 1009 86,7 0,56 774 44,3 0,15 479 41,2 0,13 – –

4600
MAX – 6503 558,7 24,52 5243 300,3 7,08 3613 310,4 7,57 51 42
MED – 4856 417,2 13,67 3946 226,0 4,01 2767 237,7 4,44 42 32
MIN – 3764 323,4 8,21 3015 172,7 2,34 2049 176,1 2,43 37 27

STOP – 1053 90,5 0,64 807 46,3 0,17 500 43,0 0,15 – –

4800
MAX – 7944 682,6 38,32 6421 367,8 11,13 4449 382,2 12,02 52 42
MED – 5885 505,7 21,03 4797 274,8 6,21 3384 290,7 6,95 43 33
MIN – 4520 388,3 12,40 3629 207,8 3,55 2478 212,9 3,73 38 28

STOP – 1131 97,2 0,78 868 49,7 0,20 537 46,2 0,18 – –

5000
MAX – 7988 686,3 40,48 6453 369,6 11,74 4466 383,7 12,66 52 42
MED – 5929 509,4 22,30 4829 276,6 6,58 3403 292,3 7,35 43 33
MIN – 4563 392,1 13,21 3662 209,8 3,78 2498 214,6 3,96 38 28

STOP – 1175 100,9 0,88 901 51,6 0,23 558 48,0 0,20 – –

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

Note: The level of sound pressure LpA is calculated based on the level of sound power LWA emitted by the noise source at a certain distance (1 m) and depends on the installation 
type (free space or next to a wall).
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Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

900

MAX 100% 1066 91,6 0,04 862 49,4 0,01 599 51,5 0,01 43 37
MED 70% 791 68,0 0,02 636 36,4 0,01 436 37,5 0,01 33 27
MIN 50% 616 52,9 0,01 490 28,1 <0,01 329 28,3 <0,01 <30 22

– 30% 446 38,3 0,01 352 20,2 <0,01 232 19,9 <0,01 <30 <20
STOP 204 17,5 <0,01 155 8,9 <0,01 94 8,1 <0,01 – –

1000

MAX 100% 1104 94,8 0,05 889 50,9 0,01 612 52,6 0,01 43 37
MED 70% 829 71,2 0,03 664 38,0 0,01 451 38,8 0,01 33 27
MIN 50% 654 56,2 0,02 519 29,7 <0,01 346 29,8 <0,01 <30 22

– 30% 484 41,6 0,01 381 21,8 <0,01 250 21,5 <0,01 <30 <20
STOP 242 20,8 <0,01 184 10,5 <0,01 112 9,6 <0,01 – –

1100

MAX 100% 1142 98,1 0,06 916 52,4 0,02 624 53,6 0,02 43 37
MED 70% 867 74,5 0,03 692 39,6 0,01 466 40,0 0,01 33 27
MIN 50% 692 59,4 0,02 547 31,4 0,01 362 31,1 0,01 <30 22

– 30% 522 44,9 0,01 410 23,5 <0,01 267 22,9 <0,01 <30 <20
STOP 280 24,0 <0,01 213 12,2 <0,01 129 11,1 <0,01 – –

1200

MAX 100% 2056 176,6 0,20 1668 95,6 0,06 1166 100,2 0,07 46 40
MED 70% 1506 129,4 0,11 1214 69,6 0,03 837 71,9 0,03 36 30
MIN 50% 1155 99,2 0,06 922 52,8 0,02 623 53,5 0,02 31 25

– 30% 816 70,1 0,03 646 37,0 0,01 427 36,7 0,01 <30 20
STOP 331 28,5 0,01 252 14,4 <0,01 153 13,1 <0,01 – –

1300

MAX 100% 2094 179,9 0,24 1697 97,2 0,07 1183 101,6 0,08 46 40
MED 70% 1544 132,7 0,13 1244 71,2 0,04 855 73,5 0,04 36 30
MIN 50% 1193 102,5 0,08 952 54,5 0,02 641 55,1 0,02 31 24

– 30% 854 73,4 0,04 675 38,7 0,01 446 38,3 0,01 <30 20
STOP 369 31,7 0,01 281 16,1 <0,01 170 14,6 <0,01 – –

1400

MAX 100% 2132 183,2 0,27 1725 98,8 0,08 1198 102,9 0,09 46 40
MED 70% 1582 135,9 0,15 1272 72,9 0,04 872 74,9 0,05 36 29
MIN 50% 1231 105,8 0,09 981 56,2 0,03 659 56,6 0,03 31 24

– 30% 892 76,7 0,05 704 40,4 0,01 464 39,9 0,01 <30 20
STOP 407 35,0 0,01 310 17,7 <0,01 188 16,2 <0,01 – –

1500

MAX 100% 2170 186,4 0,31 1752 100,3 0,09 1211 104,1 0,10 46 39
MED 70% 1620 139,2 0,17 1300 74,5 0,05 887 76,2 0,05 36 29
MIN 50% 1269 109,1 0,11 1010 57,8 0,03 676 58,1 0,03 31 24

– 30% 930 80,0 0,06 734 42,0 0,02 482 41,4 0,02 <30 20
STOP 445 38,3 0,01 339 19,4 <0,01 206 17,7 <0,01 – –

1600

MAX 100% 2208 189,7 0,35 1778 101,9 0,10 1223 105,1 0,11 46 39
MED 70% 1658 142,5 0,20 1328 76,1 0,06 902 77,5 0,06 36 29
MIN 50% 1307 112,3 0,12 1038 59,5 0,03 692 59,5 0,03 31 24

– 30% 969 83,2 0,07 762 43,7 0,02 499 42,9 0,02 <30 <20
STOP 483 41,5 0,02 367 21,0 <0,01 223 19,2 <0,01 – –

1700

MAX 100% 3121 268,2 0,75 2531 145,0 0,22 1766 151,8 0,24 48 41
MED 70% 2297 197,4 0,41 1851 106,0 0,12 1274 109,5 0,12 38 31
MIN 50% 1771 152,1 0,24 1413 80,9 0,07 953 81,9 0,07 33 26

– 30% 1263 108,5 0,12 998 57,2 0,03 659 56,6 0,03 <30 22
STOP 535 46,0 0,02 407 23,3 0,01 247 21,2 <0,01 – –

1800

MAX 100% 3159 271,5 0,82 2559 146,6 0,24 1782 153,1 0,26 48 41
MED 70% 2335 200,6 0,45 1880 107,7 0,13 1291 110,9 0,14 38 31
MIN 50% 1809 155,4 0,27 1442 82,6 0,08 971 83,4 0,08 33 25

– 30% 1301 111,8 0,14 1027 58,9 0,04 678 58,2 0,04 <30 21
STOP 573 49,2 0,03 435 24,9 0,01 264 22,7 0,01 – –

1900

MAX 100% 3197 274,7 0,90 2587 148,2 0,26 1796 154,4 0,28 48 41
MED 70% 2373 203,9 0,50 1908 109,3 0,14 1308 112,4 0,15 38 31
MIN 50% 1847 158,7 0,30 1471 84,3 0,08 988 84,9 0,09 33 25

– 30% 1339 115,0 0,16 1057 60,5 0,04 696 59,8 0,04 <30 21
STOP 611 52,5 0,03 464 26,6 0,01 282 24,2 0,01 – –

2000

MAX 100% 4111 353,2 1,59 3337 191,1 0,47 2332 200,4 0,51 49 42
MED 70% 3012 258,8 0,85 2429 139,1 0,25 1674 143,8 0,26 39 32
MIN 50% 2310 198,5 0,50 1845 105,7 0,14 1245 107,0 0,15 34 26

– 30% 1633 140,3 0,25 1291 74,0 0,07 854 73,4 0,07 <30 22
STOP 663 56,9 0,04 504 28,9 0,01 306 26,3 0,01 – –

2100

MAX 100% 4149 356,5 1,72 3365 192,8 0,50 2350 201,9 0,55 49 42
MED 70% 3050 262,1 0,93 2458 140,8 0,27 1693 145,4 0,29 39 32
MIN 50% 2348 201,8 0,55 1874 107,4 0,16 1264 108,6 0,16 34 26

– 30% 1671 143,6 0,28 1321 75,7 0,08 873 75,0 0,08 <30 22
STOP 701 60,2 0,05 532 30,5 0,01 323 27,8 0,01 – –

2200

MAX 100% 4187 359,8 1,85 3394 194,4 0,54 2366 203,3 0,59 49 42
MED 70% 3088 265,3 1,00 2487 142,5 0,29 1710 146,9 0,31 39 31
MIN 50% 2386 205,0 0,60 1904 109,0 0,17 1282 110,2 0,17 34 26

– 30% 1709 146,8 0,31 1350 77,4 0,09 891 76,6 0,08 <30 22
STOP 739 63,5 0,06 561 32,2 0,01 341 29,3 0,01 – –

2300

MAX 100% 4225 363,0 1,98 3422 196,0 0,58 2381 204,6 0,63 49 41
MED 70% 3126 268,6 1,09 2516 144,1 0,31 1727 148,4 0,33 39 31
MIN 50% 2424 208,3 0,65 1933 110,7 0,18 1300 111,7 0,19 34 26

– 30% 1747 150,1 0,34 1380 79,0 0,09 910 78,2 0,09 <30 22
STOP 777 66,7 0,07 590 33,8 0,02 358 30,8 0,01 – –

2400

MAX 100% 4263 366,3 2,12 3449 197,6 0,62 2395 205,8 0,67 49 41
MED 70% 3164 271,9 1,17 2544 145,7 0,34 1743 149,8 0,35 39 31
MIN 50% 2462 211,6 0,71 1962 112,4 0,20 1318 113,2 0,20 34 26

– 30% 1785 153,4 0,37 1409 80,7 0,10 928 79,7 0,10 <30 22
STOP 815 70,0 0,08 619 35,5 0,02 376 32,3 0,02 – –

2500

MAX 100% 5177 444,8 3,28 4200 240,6 0,96 2933 252,0 1,05 50 42
MED 70% 3803 326,8 1,77 3065 175,6 0,51 2111 181,4 0,55 40 32
MIN 50% 2926 251,4 1,05 2336 133,8 0,30 1576 135,4 0,30 35 27

– 30% 2079 178,6 0,53 1644 94,2 0,15 1086 93,3 0,14 31 23
STOP 866 74,4 0,09 658 37,7 0,02 400 34,4 0,02 – –
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Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

2600

MAX 100% 5215 448,1 3,49 4228 242,2 1,02 2949 253,4 1,11 50 42
MED 70% 3841 330,0 1,89 3095 177,3 0,55 2129 182,9 0,58 40 32
MIN 50% 2964 254,7 1,13 2365 135,5 0,32 1594 137,0 0,33 35 27

– 30% 2117 181,9 0,57 1673 95,8 0,16 1105 94,9 0,16 31 23
STOP 904 77,7 0,10 687 39,4 0,03 417 35,9 0,02 – –

2700

MAX 100% 5253 451,3 3,69 4256 243,8 1,08 2965 254,7 1,18 50 42
MED 70% 3879 333,3 2,01 3123 178,9 0,58 2146 184,4 0,62 40 32
MIN 50% 3002 257,9 1,21 2394 137,1 0,34 1612 138,5 0,35 35 27

– 30% 2155 185,2 0,62 1703 97,5 0,17 1123 96,5 0,17 31 23
STOP 942 81,0 0,12 716 41,0 0,03 435 37,4 0,03 – –

2800

MAX 100% 6167 529,8 5,31 5005 286,7 1,55 3498 300,6 1,71 51 43
MED 70% 4518 388,2 2,85 3643 208,7 0,82 2511 215,8 0,88 41 33
MIN 50% 3465 297,7 1,68 2767 158,5 0,47 1868 160,5 0,49 36 27

– 30% 2449 210,4 0,84 1937 110,9 0,23 1281 110,0 0,23 32 23
STOP 994 85,4 0,14 755 43,3 0,04 459 39,4 0,03 – –

2900

MAX 100% 6205 533,1 5,59 5034 288,3 1,64 3516 302,1 1,80 51 43
MED 70% 4556 391,5 3,02 3673 210,4 0,87 2530 217,4 0,93 41 32
MIN 50% 3503 301,0 1,78 2797 160,2 0,50 1887 162,1 0,52 36 27

– 30% 2487 213,7 0,90 1967 112,6 0,25 1300 111,7 0,25 32 23
STOP 1032 88,7 0,15 784 44,9 0,04 476 40,9 0,03 – –

3000

MAX 100% 6243 536,4 5,88 5062 290,0 1,72 3533 303,5 1,88 51 42
MED 70% 4594 394,7 3,19 3702 212,0 0,92 2548 218,9 0,98 41 32
MIN 50% 3541 304,3 1,89 2826 161,9 0,54 1905 163,7 0,55 36 27

– 30% 2525 217,0 0,96 1996 114,3 0,27 1318 113,3 0,26 32 23
STOP 1070 91,9 0,17 813 46,6 0,04 494 42,4 0,04 – –

3200

MAX 100% 6319 542,9 6,48 5119 293,2 1,89 3564 306,2 2,06 51 42
MED 70% 4670 401,3 3,54 3760 215,4 1,02 2582 221,9 1,08 41 32
MIN 50% 3617 310,8 2,12 2885 165,2 0,60 1942 166,8 0,61 36 27

– 30% 2601 223,5 1,10 2055 117,7 0,30 1355 116,5 0,30 32 23
STOP 1146 98,5 0,21 871 49,9 0,05 529 45,4 0,05 – –

3400

MAX 100% 6395 549,4 7,10 5174 296,4 2,07 3593 308,7 2,24 51 42
MED 70% 4746 407,8 3,91 3817 218,6 1,12 2615 224,7 1,19 41 32
MIN 50% 3693 317,3 2,37 2943 168,6 0,67 1977 169,8 0,68 36 27

– 30% 2677 230,0 1,25 2113 121,1 0,34 1392 119,6 0,34 32 23
STOP – 1222 105,0 0,26 929 53,2 0,07 564 48,5 0,06 – –

3600

MAX 100% 6471 556,0 7,75 5228 299,5 2,25 3620 311,0 2,43 51 42
MED 70% 4822 414,3 4,31 3873 221,8 1,23 2647 227,4 1,30 41 32
MIN 50% 3770 323,9 2,63 3000 171,8 0,74 2011 172,8 0,75 36 27

– 30% 2753 236,6 1,40 2172 124,4 0,39 1428 122,7 0,38 32 23
STOP – 1298 111,6 0,31 987 56,5 0,08 599 51,5 0,07 – –

3800
MAX – 8298 713,0 13,53 6731 385,5 3,96 4699 403,7 4,34 52 43
MED – 6100 524,1 7,31 4916 281,6 2,11 3385 290,8 2,25 42 33
MIN – 4696 403,5 4,33 3749 214,7 1,23 2528 217,2 1,26 37 28

STOP – 1401 120,4 0,39 1065 61,0 0,10 647 55,6 0,08 – –

4000
MAX – 8374 719,5 14,58 6788 388,8 4,26 4731 406,5 4,65 52 43
MED – 6176 530,7 7,93 4974 284,9 2,29 3420 293,9 2,43 42 33
MIN – 4773 410,1 4,74 3807 218,1 1,34 2565 220,4 1,37 37 28

STOP – 1477 126,9 0,45 1123 64,3 0,12 682 58,6 0,10 – –

4200
MAX – 8450 726,1 15,66 6844 392,0 4,56 4762 409,1 4,97 52 43
MED – 6252 537,2 8,57 5032 288,2 2,47 3454 296,8 2,62 42 33
MIN – 4849 416,6 5,16 3866 221,4 1,46 2601 223,4 1,48 37 27

STOP – 1554 133,5 0,53 1181 67,6 0,14 717 61,6 0,11 – –

4400
MAX – 8526 732,6 16,77 6899 395,2 4,88 4790 411,6 5,29 52 43
MED – 6329 543,7 9,24 5089 291,5 2,66 3487 299,6 2,80 42 32
MIN – 4925 423,1 5,59 3923 224,7 1,58 2636 226,4 1,60 37 27

STOP – 1630 140,0 0,61 1238 70,9 0,16 752 64,6 0,13 – –

4600
MAX – 8603 739,1 17,91 6953 398,3 5,20 4818 413,9 5,62 52 42
MED – 6405 550,3 9,93 5145 294,7 2,85 3519 302,3 3,00 42 32
MIN – 5001 429,7 6,05 3981 228,0 1,71 2670 229,4 1,73 37 27

STOP – 1706 146,6 0,70 1296 74,2 0,18 787 67,6 0,15 – –

4800
MAX – 10430 896,1 27,57 8456 484,4 8,06 5898 506,8 8,82 53 43
MED – 7682 660,1 14,96 6189 354,5 4,32 4258 365,8 4,60 43 33
MIN – 5928 509,3 8,91 4730 270,9 2,52 3188 273,9 2,58 38 28

STOP – 1809 155,4 0,83 1375 78,7 0,21 835 71,7 0,18 – –

5000
MAX – 10506 902,7 29,23 8513 487,6 8,53 5930 509,5 9,31 53 43
MED – 7759 666,6 15,94 6247 357,8 4,59 4293 368,8 4,88 43 33
MIN – 6004 515,8 9,55 4788 274,3 2,70 3224 277,0 2,75 38 28

STOP – 1885 162,0 0,94 1432 82,1 0,24 870 74,7 0,20 – –

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

Note: The level of sound pressure LpA is calculated based on the level of sound power LWA emitted by the noise source at a certain distance (1 m) and depends on the installation 
type (free space or next to a wall).
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Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

900

MAX 100% 1298 111,5 <0,01 1050 60,1 <0,01 728 62,5 <0,01 42 36
MED 70% 972 83,5 <0,01 779 44,6 <0,01 529 45,5 <0,01 32 26
MIN 50% 770 66,2 <0,01 607 34,8 <0,01 398 34,2 <0,01 <30 22

– 30% 579 49,8 <0,01 449 25,8 <0,01 285 24,5 <0,01 <30 <20
STOP 316 27,1 <0,01 237 13,6 <0,01 140 12,0 <0,01 – –

1000

MAX 100% 1354 116,3 0,01 1089 62,4 <0,01 747 64,2 <0,01 42 35
MED 70% 1028 88,3 <0,01 820 47,0 <0,01 551 47,4 <0,01 32 26
MIN 50% 826 71,0 <0,01 649 37,2 <0,01 423 36,3 <0,01 <30 21

– 30% 635 54,6 <0,01 492 28,2 <0,01 310 26,7 <0,01 <30 <20
STOP 372 31,9 <0,01 279 16,0 <0,01 164 14,1 <0,01 – –

1100

MAX 100% 1410 121,1 0,01 1128 64,6 <0,01 764 65,6 <0,01 42 35
MED 70% 1084 93,1 <0,01 860 49,3 <0,01 572 49,2 <0,01 32 26
MIN 50% 882 75,8 <0,01 690 39,5 <0,01 446 38,3 <0,01 <30 21

– 30% 691 59,4 <0,01 533 30,6 <0,01 335 28,8 <0,01 <30 <20
STOP 428 36,7 <0,01 320 18,4 <0,01 189 16,2 <0,01 – –

1200

MAX 100% 2484 213,5 0,03 2016 115,5 0,01 1410 121,1 0,01 45 38
MED 70% 1833 157,5 0,01 1473 84,4 <0,01 1008 86,6 <0,01 35 29
MIN 50% 1428 122,7 0,01 1129 64,6 <0,01 745 64,0 <0,01 31 24

– 30% 1047 90,0 <0,01 814 46,6 <0,01 518 44,5 <0,01 <30 20
STOP 520 44,7 <0,01 390 22,3 <0,01 230 19,7 <0,01 – –

1300

MAX 100% 2540 218,3 0,03 2059 117,9 0,01 1434 123,2 0,01 45 38
MED 70% 1889 162,3 0,02 1516 86,8 <0,01 1034 88,9 <0,01 35 29
MIN 50% 1484 127,5 0,01 1171 67,1 <0,01 771 66,3 <0,01 31 24

– 30% 1103 94,8 0,01 856 49,1 <0,01 544 46,8 <0,01 <30 20
STOP 576 49,5 <0,01 432 24,7 <0,01 254 21,9 <0,01 – –

1400

MAX 100% 2596 223,1 0,03 2099 120,2 0,01 1456 125,1 0,01 45 38
MED 70% 1945 167,1 0,02 1558 89,2 0,01 1058 90,9 0,01 35 29
MIN 50% 1540 132,3 0,01 1214 69,5 <0,01 797 68,5 <0,01 31 24

– 30% 1159 99,6 0,01 899 51,5 <0,01 570 49,0 <0,01 <30 20
STOP 632 54,3 <0,01 473 27,1 <0,01 279 24,0 <0,01 – –

1500

MAX 100% 2652 227,9 0,04 2139 122,5 0,01 1475 126,8 0,01 45 38
MED 70% 2001 171,9 0,02 1599 91,6 0,01 1081 92,9 0,01 35 29
MIN 50% 1596 137,1 0,01 1256 71,9 <0,01 821 70,6 <0,01 31 24

– 30% 1215 104,4 0,01 941 53,9 <0,01 596 51,2 <0,01 <30 <20
STOP 688 59,1 <0,01 515 29,5 <0,01 304 26,1 <0,01 – –

1600

MAX 100% 2708 232,7 0,04 2178 124,8 0,01 1493 128,3 0,01 45 38
MED 70% 2056 176,7 0,03 1639 93,9 0,01 1103 94,8 0,01 35 28
MIN 50% 1652 141,9 0,02 1297 74,3 <0,01 845 72,6 <0,01 31 24

– 30% 1271 109,2 0,01 983 56,3 <0,01 620 53,3 <0,01 <30 <20
STOP 743 63,9 <0,01 557 31,9 <0,01 328 28,2 <0,01 – –

1700

MAX 100% 3782 325,0 0,09 3067 175,7 0,03 2140 183,8 0,03 46 39
MED 70% 2805 241,0 0,05 2252 129,0 0,01 1538 132,2 0,02 37 30
MIN 50% 2198 188,9 0,03 1736 99,4 0,01 1144 98,3 0,01 32 25

– 30% 1627 139,8 0,02 1263 72,4 <0,01 803 69,0 <0,01 <30 21
STOP 836 71,8 <0,01 626 35,9 <0,01 369 31,7 <0,01 – –

1800

MAX 100% 3838 329,8 0,10 3108 178,0 0,03 2163 185,8 0,03 46 39
MED 70% 2861 245,8 0,06 2295 131,4 0,02 1564 134,3 0,02 37 30
MIN 50% 2254 193,7 0,04 1778 101,9 0,01 1170 100,5 0,01 32 25

– 30% 1683 144,6 0,02 1306 74,8 0,01 830 71,3 <0,01 <30 21
STOP 892 76,6 0,01 668 38,3 <0,01 394 33,8 <0,01 – –

1900

MAX 100% 3894 334,6 0,12 3149 180,4 0,03 2184 187,6 0,04 46 39
MED 70% 2917 250,6 0,06 2336 133,8 0,02 1588 136,4 0,02 37 30
MIN 50% 2310 198,5 0,04 1821 104,3 0,01 1195 102,7 0,01 32 25

– 30% 1738 149,4 0,02 1348 77,2 0,01 855 73,5 0,01 <30 21
STOP 948 81,4 0,01 710 40,7 <0,01 419 36,0 <0,01 – –

2000

MAX 100% 4969 426,9 0,20 4033 231,0 0,06 2819 242,2 0,06 48 40
MED 70% 3666 315,0 0,11 2946 168,7 0,03 2016 173,2 0,03 38 31
MIN 50% 2857 245,4 0,07 2257 129,3 0,02 1490 128,0 0,02 34 26

– 30% 2095 180,0 0,04 1627 93,2 0,01 1036 89,0 0,01 <30 22
STOP 1040 89,4 0,01 779 44,6 <0,01 459 39,5 <0,01 – –

2100

MAX 100% 5025 431,7 0,22 4075 233,4 0,06 2845 244,4 0,07 48 40
MED 70% 3722 319,8 0,12 2989 171,2 0,03 2042 175,5 0,04 38 31
MIN 50% 2913 250,2 0,07 2300 131,8 0,02 1517 130,3 0,02 34 26

– 30% 2150 184,8 0,04 1670 95,7 0,01 1063 91,3 0,01 <30 22
STOP 1096 94,2 0,01 821 47,0 <0,01 484 41,6 <0,01 – –

2200

MAX 100% 5080 436,5 0,23 4117 235,8 0,07 2868 246,5 0,07 48 40
MED 70% 3778 324,6 0,13 3032 173,6 0,04 2068 177,7 0,04 38 31
MIN 50% 2968 255,0 0,08 2343 134,2 0,02 1543 132,6 0,02 34 26

– 30% 2206 189,6 0,04 1713 98,1 0,01 1089 93,6 0,01 <30 22
STOP 1152 99,0 0,01 863 49,4 <0,01 509 43,7 <0,01 – –

2300

MAX 100% 5136 441,3 0,25 4158 238,2 0,07 2891 248,4 0,08 48 40
MED 70% 3834 329,4 0,14 3074 176,1 0,04 2093 179,8 0,04 38 31
MIN 50% 3024 259,8 0,09 2385 136,6 0,02 1569 134,8 0,02 34 26

– 30% 2262 194,4 0,05 1755 100,6 0,01 1115 95,8 0,01 <30 22
STOP 1208 103,8 0,01 905 51,8 <0,01 533 45,8 <0,01 – –

2400

MAX 100% 5192 446,1 0,27 4198 240,5 0,08 2912 250,2 0,09 48 40
MED 70% 3889 334,2 0,15 3115 178,4 0,04 2117 181,9 0,05 38 30
MIN 50% 3080 264,6 0,10 2428 139,1 0,03 1594 136,9 0,03 34 26

– 30% 2318 199,2 0,05 1798 103,0 0,01 1140 98,0 0,01 <30 22
STOP 1263 108,6 0,02 947 54,2 <0,01 558 48,0 <0,01 – –

2500

MAX 100% 6267 538,4 0,42 5084 291,2 0,12 3550 305,0 0,13 49 40
MED 70% 4638 398,5 0,23 3725 213,4 0,07 2546 218,8 0,07 39 31
MIN 50% 3627 311,6 0,14 2865 164,1 0,04 1889 162,3 0,04 35 26

– 30% 2674 229,8 0,08 2077 119,0 0,02 1322 113,6 0,02 31 23
STOP 1356 116,5 0,02 1016 58,2 <0,01 599 51,5 <0,01 – –
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Housing 
length   
L [mm]

Fan speed 
Heating capacity Sound power Sound  

pressure75 °C / 65 °C / 20°C 70 °C /55 °C / 20 °C 55 °C / 45 °C / 20 °C
Qh mw pw Qh mw pw Qh mw pw LWA LpA

AC EC [W] [kg/h] [kPa] [W] [kg/h] [kPa] [W] [kg/h] [kPa] [dB] [dB]

2600

MAX 100% 6323 543,2 0,44 5126 293,6 0,13 3574 307,1 0,14 49 40
MED 70% 4694 403,3 0,24 3768 215,8 0,07 2573 221,0 0,07 39 31
MIN 50% 3683 316,4 0,15 2907 166,5 0,04 1915 164,6 0,04 35 26

– 30% 2730 234,6 0,08 2120 121,4 0,02 1348 115,8 0,02 31 23
STOP 1412 121,3 0,02 1058 60,6 0,01 624 53,6 <0,01 – –

2700

MAX 100% 6379 548,0 0,47 5167 296,0 0,14 3597 309,0 0,15 49 40
MED 70% 4750 408,1 0,26 3811 218,3 0,07 2598 223,2 0,08 39 31
MIN 50% 3738 321,2 0,16 2950 169,0 0,04 1941 166,8 0,04 35 26

– 30% 2786 239,4 0,09 2162 123,9 0,02 1374 118,1 0,02 31 22
STOP 1468 126,1 0,02 1100 63,0 0,01 648 55,7 <0,01 – –

2800

MAX 100% 7453 640,4 0,67 6049 346,5 0,20 4229 363,3 0,22 49 41
MED 70% 5499 472,5 0,36 4419 253,1 0,10 3023 259,8 0,11 40 32
MIN 50% 4285 368,2 0,22 3386 193,9 0,06 2234 192,0 0,06 35 27

– 30% 3142 270,0 0,12 2441 139,8 0,03 1554 133,5 0,03 32 23
STOP 1560 134,0 0,03 1169 67,0 0,01 689 59,2 0,01 – –

2900

MAX 100% 7509 645,2 0,71 6092 348,9 0,21 4254 365,5 0,23 49 41
MED 70% 5555 477,3 0,39 4462 255,6 0,11 3050 262,1 0,12 40 32
MIN 50% 4341 373,0 0,24 3429 196,4 0,07 2261 194,3 0,06 35 27

– 30% 3198 274,7 0,13 2484 142,3 0,03 1581 135,8 0,03 32 23
STOP 1616 138,8 0,03 1211 69,4 0,01 714 61,3 0,01 – –

3000

MAX 100% 7565 650,0 0,75 6134 351,4 0,22 4279 367,7 0,24 49 41
MED 70% 5611 482,1 0,41 4505 258,0 0,12 3077 264,4 0,12 40 32
MIN 50% 4397 377,8 0,25 3472 198,9 0,07 2288 196,6 0,07 35 27

– 30% 3254 279,5 0,14 2527 144,7 0,04 1607 138,1 0,03 32 23
STOP 1672 143,6 0,04 1253 71,8 0,01 738 63,4 0,01 – –

3200

MAX 100% 7677 659,6 0,83 6217 356,1 0,24 4325 371,6 0,26 49 41
MED 70% 5722 491,7 0,46 4589 262,9 0,13 3127 268,7 0,14 40 31
MIN 50% 4508 387,4 0,29 3557 203,7 0,08 2340 201,1 0,08 35 27

– 30% 3365 289,1 0,16 2612 149,6 0,04 1659 142,6 0,04 32 23
STOP 1784 153,2 0,04 1337 76,6 0,01 788 67,7 0,01 – –

3400

MAX 100% 7788 669,2 0,91 6298 360,7 0,26 4367 375,3 0,29 49 40
MED 70% 5834 501,3 0,51 4673 267,7 0,15 3175 272,8 0,15 40 31
MIN 50% 4620 397,0 0,32 3642 208,6 0,09 2391 205,4 0,09 35 26

– 30% 3477 298,7 0,18 2697 154,5 0,05 1711 147,0 0,04 32 23
STOP 1895 162,8 0,05 1420 81,4 0,01 837 71,9 0,01 – –

3600

MAX 100% 7900 678,8 1,00 6377 365,3 0,29 4407 378,6 0,31 49 40
MED 70% 5946 510,9 0,57 4755 272,4 0,16 3221 276,8 0,17 40 31
MIN 50% 4732 406,6 0,36 3725 213,4 0,10 2440 209,6 0,10 35 26

– 30% 3589 308,3 0,21 2781 159,3 0,06 1761 151,3 0,05 32 22
STOP 2007 172,4 0,06 1504 86,1 0,02 886 76,2 0,01 – –

3800
MAX – 10049 863,4 1,72 8151 466,9 0,50 5689 488,8 0,55 51 41
MED – 7444 639,6 0,94 5978 342,4 0,27 4085 351,0 0,28 41 32
MIN – 5825 500,5 0,58 4600 263,5 0,16 3033 260,6 0,16 37 27

STOP – 2192 188,3 0,08 1643 94,1 0,02 968 83,2 0,02 – –

4000
MAX – 10161 873,0 1,86 8234 471,6 0,54 5737 492,9 0,59 51 41
MED – 7556 649,2 1,03 6063 347,3 0,29 4136 355,4 0,31 41 32
MIN – 5937 510,1 0,63 4686 268,4 0,18 3086 265,1 0,17 37 27

STOP – 2304 197,9 0,10 1726 98,9 0,02 1017 87,4 0,02 – –

4200
MAX – 10273 882,6 2,00 8316 476,3 0,58 5781 496,7 0,63 51 41
MED – 7667 658,8 1,11 6147 352,1 0,32 4186 359,6 0,33 41 32
MIN – 6048 519,7 0,69 4771 273,3 0,19 3137 269,5 0,19 37 27

STOP – 2415 207,5 0,11 1810 103,7 0,03 1067 91,7 0,02 – –

4400
MAX – 10384 892,2 2,15 8397 481,0 0,63 5823 500,3 0,68 51 41
MED – 7779 668,4 1,21 6231 356,9 0,34 4233 363,7 0,36 41 32
MIN – 6160 529,3 0,76 4855 278,1 0,21 3187 273,9 0,20 37 27

STOP – 2527 217,1 0,13 1894 108,5 0,03 1116 95,9 0,02 – –

4600
MAX – 10496 901,8 2,31 8477 485,6 0,67 5863 503,8 0,72 51 41
MED – 7891 678,0 1,30 6313 361,6 0,37 4280 367,7 0,38 41 32
MIN – 6272 538,9 0,82 4939 282,9 0,23 3237 278,1 0,22 37 27

STOP – 2639 226,7 0,15 1977 113,3 0,04 1165 100,1 0,03 – –

4800
MAX – 12645 1086,5 3,51 10251 587,2 1,02 7148 614,1 1,12 52 41
MED – 9389 806,7 1,93 7536 431,7 0,55 5145 442,1 0,58 42 32
MIN – 7365 632,8 1,19 5815 333,1 0,33 3831 329,2 0,32 38 28

STOP – 2824 242,6 0,17 2116 121,2 0,04 1247 107,2 0,03 – –

5000
MAX – 12757 1096,1 3,73 10334 591,9 1,09 7194 618,1 1,19 52 41
MED – 9500 816,3 2,07 7621 436,5 0,59 5195 446,4 0,62 42 32
MIN – 7477 642,4 1,28 5900 338,0 0,35 3883 333,6 0,35 38 27

STOP – 2935 252,2 0,20 2200 126,0 0,05 1296 111,4 0,04 – –

Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

Housing length 
[mm]

Fan designation 
(max. no. of fans)

Water connectors 
dimensions [”] [m³/h] Max. input power 

[W]
Max. input current 

[A]
900-1100 1 1 3/4 80 12 0,10

1200-1600 1 2 3/4 160 24 0,20
1700-1900 2 3 3/4 240 36 0,30
2000-2400 2 4 3/4 320 48 0,40
2500-2700 3 5 3/4 400 60 0,50
2800-3600 3 6 3/4 480 72 0,60
3800-4600 4 8 3/4 640 96 0,80
4800-5000 5 10 3/4 800 120 1,00

Note: The level of sound pressure LpA is calculated based on the level of sound power LWA emitted by the noise source at a certain distance (1 m) and depends on the installation 
type (free space or next to a wall).
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Inner 1/2” thread Inflow connector

Inner 1/2” thread Inflow connector

Inner 3/4” thread Inflow connector - above
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Inner 1/2” thread Inflow connector

Inner 1/2” thread Inflow connector

Inner 3/4” thread Inflow connector
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Inner 1/2” thread Inflow connector

Inner 3/4” thread Inflow connector
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200 mm 300 mm 400 mm

80 mm

105 mm

140 mm

uic  overview o  oor convectors  
TK-13 and TKV-13

Heating capacities up to 4 kW do 12,8 kW (75 °C/ 65 °C / 20 °C)

Length 800 – 5000 mm 900–5000 mm

up to 3000 mm increment 100 mm up to 3000 mm increment 100 mm

over 3000 mm increment 200 mm over 3000 mm increment 200 mm

Width 200, 300, 400 mm 200, 300, 400 mm

Height 70, 105, 140 mm 80 (width 200 and 300 only), 105, 140 mm

No. of fans - 1-5

Fan speed -  MAX-MED-MIN-STOP (AC) or continuous (EC)

200 mm 300 mm 400 mm

70 mm

105 mm

140 mm
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TKV- -13 and TK- -13 oor convectors o er-
ate in the sa e way as the ty es TKV-13 
and TK-13. They are articularly suitable 
or heating o  areas with increased level o  

hu idity such as swi ing ools or si ilar. 
For sa ety  low voltage an 12 V) is installed 
in the TKV- -13 odel. 

etting u  into the roo  and installation 
is the sa e as oor convectors TK-13 and 
TKV-13. They are used or revention o  
condensation on glass sur aces  reduction 
o  the convection e ect ro  cold sur aces  
and revention o  ingress o  cold outside air. 
Because o  the otential ingress o  water 
into the interior o  the housing  collection 
tray is ounted to collect and drain water  
but we do not reco end installing oor 
conevctor directly at the ools  hot tubs  ... 
reco ended distance  1 )  or in a lace 

with the greater ossibility o  ingress o  wa-
ter into the interior o  the oor convector. 

O eration is si ilar to the o eration o  TK-
13 and TKV-13 oor convectors.

Technical characteristics are the sa e as 
catalogue technical characteristics o  TK-13 
and TKV-13 oor convectors o  1   
height.

1. eat e changer
2. Tangential an 12 V or TKV- -13 only)
3. lectric connection soc et or 

TKV- -13 only)
. Tread-on grille
. Condensation collection dri  tray
. ousing.

Floor convectors are available in 1  lengths 
ro  11   to 2   2  3  

 or   width and 1   height. 
Three level an s eed is available.

ater side regulation is ossible with an-
ual valves 1-  only. Two-way valve VP2-2C 
is not a ro riate because o  ther al actua-
tor 23  V. ir su ly side regulation sets 

) is de ned se arately  according to the 
order conditions.

Floor convectors or hu id 
conditions with orced or natural 
convection TKV- -13  TK- -13

  warm air
  cold air

  warm air
  cold air

Floor convectors or hu id conditions with orced or natural convection TKV- -13  TK- -13
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Floor convectors or hu id conditions with orced or natural convection TKV- -13  TK- -13

R15

200

100 18

52
42 14

0

56.3

R15

39.1

30 32.3

210 (126)

400 (300)

200 (150)

A

200 (150)

R15

R15

77
.4
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.3

14
0

36
.6

R15

30

25 55

1830 48
42 14

0R15R9.5
R15

30

25 55

1830 48
42 14

0R15R9.5

A

Cross section of wires 2,5 mm2 4 mm2 6 mm2

No. of ventilation fans max. length [m] max. length [m] max. length [m]

n=1 25 40 60

n=2 12,5 20 30

n=3 8,5 13,5 20

NOT  a les are valid or co er wiring only.

 to  ieces 12 V C ventilation ans can 
be controlled with a single  regula-
tion unit. Three TKV- -13 2 2 1 2  
units  u  to si  TKV- -13-1 2 1 1  
units or any co bination o  these with 
no ore than si  ventilation ans in all 
TKV-S-13 units can be connected this way. 
Correct cross section selection or cables  
connecting S regulation units with each 
TKV-S-13 unit is an i ortant actor in the 
electrical installation hase. The cable 
cross section de ends on the total ower 
o  each TKV-S and the cable length - the 
distance between each TKV-S and S the 
regulation bo . egulation bo  S which 

ust be laced out o  hu id lace  

The ollowing in or ation ust be s eci-
ed u on ordering in order to select the 

correct S regulation bo  si e and 
related wiring connection between S 
and TKV-S-13)

 Nu ber and ty e o  oor convectors 
TKV-S-13)  the nu ber o  ventilation 
ans in each TKV-S-13  connected to a 

s eci c S regulation bo  is the ost 
critical

 Distance between electrical connection 
bo  o  each TKV-S-13 and S regula-
tion bo  cable length)

  ore S regulation bo es are con-
trolled using one T 1 ther ostat  this

 needs to be s eci ed  which TKV-S-13 
units are going to be connected to 
each S regulation unit.

ach TKV-S-13 ust be connected to the 
S regulation bo  with its own cable.

Parallel connection o  ore TKV-S-13 
units with one cable is not allowed.
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Cooling and heating oor convectors are 
designed or secondary cooling in the 

eriod o  cooling de and  in so e cases 
or ri ary roo  cooling. Their o era-

tion is the ost e cient  when they are 
installed close to the heat source solar 
radiation through windows )  to revent 
roo  te erature raising. They are suit-
able or all roo s with large hot envelo e 
sur aces  large windows  gla ing  etc.  ). 
They are a lied in buildings in which  due 
to the construction characteristics  ceiling 
cooling is not easible. During the heating 
season  the convectors can be a lied or 
roo  heating  si ilar way to TKV-13 ty e.

n the cooling ode  the TK -13 oor con-
vector draws in war  air ro  the areas 
around windows and hot walls  cools it 
in the heat e changer  and eeds it bac  
into the roo . n insulated condensation 
collection tray is installed under the heat 
e changer to collect and drain the con-
densate generated during the cooling o  
the air. n the heating ode  the rocess 
is inverted  the TK  draws in cold air ro  
the window areas  heats it and eeds bac  
into the roo .

1. eat e changer
2. Tangential an
3. lectric connection soc et

. Tread-on grille

. ousing

. Condensation collection tray.

Si  TK -13 odels or 2- i e syste s and 
twelve TK -13 odels or - i e syste s 
are available.

The range o  accessories e uals to the 
one or TKV-13. S ecial designs o  control 
accessories can be su lied on re uest.

Cooling and heating  
oor convectors TK -13

  warm air
  cold air

  warm air
  cold air
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Cooling
Housing 
length L 

[mm]

Fan speed 
w [˚C] 7/12 8/14 14/18

AC EC a [˚C] 24 26 27 24 26 27 24 26 27

1250

MAX 100%

Qc,t [W] 1111 1308 1407 931 1150 1246 499 638 725
Qc,s [W] 927 1065 1135 814 948 1016 499 632 700
mw [kg/h] 190 224 241 133 164 178 107 137 155

pw [kPa] 0,65 0,84 0,94 0,38 0,52 0,58 0,28 0,39 0,48

MED 70%

Qc,t [W] 957 1127 1213 791 991 1074 404 521 599
Qc,s [W] 750 862 919 659 768 823 404 512 567
mw [kg/h] 164 193 208 113 142 153 87 112 128

pw [kPa] 0,52 0,66 0,74 0,30 0,41 0,47 0,21 0,29 0,36

MIN 50%

Qc,t [W] 737 867 933 604 762 826 299 388 450
Qc,s [W] 556 639 681 489 569 610 299 379 420
mw [kg/h] 126 149 160 86 109 118 64 83 96

pw [kPa] 0,35 0,45 0,50 0,21 0,28 0,32 0,14 0,20 0,24

2000

MAX 100%

Qc,t [W] 2114 2488 2678 1774 2187 2370 957 1223 1387
Qc,s [W] 1777 2043 2177 1562 1819 1949 957 1213 1343
mw [kg/h] 362 427 459 254 313 339 205 262 297

pw [kPa] 2,65 3,50 3,97 1,47 2,06 2,36 1,05 1,55 1,90

MED 70%

Qc,t [W] 1662 1957 2106 1376 1720 1864 707 910 1045
Qc,s [W] 1313 1509 1608 1154 1344 1440 707 896 992
mw [kg/h] 285 336 361 197 246 266 151 195 224

pw [kPa] 1,77 2,32 2,63 0,98 1,39 1,59 0,66 0,97 1,20

MIN 50%

Qc,t [W] 1428 1681 1808 1171 1478 1601 580 752 872
Qc,s [W] 1078 1239 1320 947 1103 1182 580 735 814
mw [kg/h] 245 288 310 167 211 229 124 161 187

pw [kPa] 1,39 1,81 2,04 0,77 1,10 1,24 0,49 0,72 0,91

2750

MAX 100%

Qc,t [W] 3072 3615 3890 2578 3178 3443 1390 1777 2016
Qc,s [W] 2582 2968 3163 2269 2643 2832 1390 1762 1951
mw [kg/h] 527 620 667 368 454 492 298 381 432

pw [kPa] 6,66 8,90 10,16 3,58 5,14 5,91 2,51 3,79 4,71

MED 70%

Qc,t [W] 2451 2886 3106 2029 2536 2749 1042 1342 1542
Qc,s [W] 1936 2225 2371 1701 1981 2123 1042 1321 1463
mw [kg/h] 420 495 533 290 362 393 223 288 330

pw [kPa] 4,49 5,97 6,79 2,40 3,49 4,00 1,58 2,37 2,98

MIN 50%

Qc,t [W] 2269 2671 2874 1864 2348 2544 928 1202 1393
Qc,s [W] 1725 1983 2113 1516 1766 1892 928 1177 1303
mw [kg/h] 389 458 493 266 335 363 199 258 298

pw [kPa] 3,93 5,21 5,92 2,09 3,06 3,50 1,32 1,98 2,52

Housing 
length L 

[mm]

Fan speed 
w [˚C] 75/65 70/55 55/45

AC EC a [˚C] 20 20 20

1250

MAX 100%
Qh [W] 3159 2580 1827
mw [kg/h] 271 147 157

pw [kPa] 1,01 0,39 0,43

MED 70%
Qh [W] 2120 1731 1226
mw [kg/h] 182 99 105

pw [kPa] 0,54 0,22 0,24

MIN 50%
Qh [W] 1516 1238 877
mw [kg/h] 130 71 75

pw [kPa] 0,33 0,14 0,15

2000

MAX 100%
Qh [W] 6266 5117 3624
mw [kg/h] 537 292 311

pw [kPa] 4,66 1,65 1,82

MED 70%
Qh [W] 4201 3430 2430

mw [kg/h] 360 196 208
pw [kPa] 2,33 0,87 0,95

MIN 50%
Qh [W] 3064 2502 1772
mw [kg/h] 263 143 152

pw [kPa] 1,38 0,54 0,59

2750

MAX 100%
Qh [W] 9326 7616 5394
mw [kg/h] 799 435 462

pw [kPa] 12,57 4,25 4,72

MED 70%
Qh [W] 6260 5112 3621
mw [kg/h] 537 292 310

pw [kPa] 6,13 2,17 2,39

MIN 50%
Qh [W] 4467 3648 2584

mw [kg/h] 383 208 221
pw [kPa] 3,41 1,26 1,38

 Technical data

AC AC 230 V fan
EC DC 24 V fan, electronically com-

mutated. Models with EC fans  
available on request only.

Qc,t [W] Total cooling capacity at 50 % 
relative air humidity 

Qc,s [W] Sensible cooling capacity
Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

w [°C] Water temperature

a [°C] Air temperature
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Housing 
length L 

[mm]

Fan speed 
w [˚C] 75/65 70/55 55/45

AC a [˚C] 20 20 20

1250

MAX
Qh [W] 4541 3708 2626
mw [kg/h] 389 212 225

pw [kPa] 1,85 0,68 0,75

MED
Qh [W] 3283 2681 1899
mw [kg/h] 281 153 163

pw [kPa] 1,07 0,41 0,45

MIN
Qh [W] 2552 2084 1476
mw [kg/h] 219 119 127

pw [kPa] 0,72 0,29 0,31

2000

MAX
Qh [W] 9131 7456 5281
mw [kg/h] 783 426 453

pw [kPa] 9,18 3,11 3,45

MED
Qh [W] 6507 5314 3763
mw [kg/h] 558 304 323

pw [kPa] 4,98 1,75 1,94

MIN
Qh [W] 4861 3969 2811
mw [kg/h] 417 227 241

pw [kPa] 2,99 1,09 1,20

2750

MAX
Qh [W] 13743 11222 7949
mw [kg/h] 1178 641 681

pw [kPa] 25,84 8,42 9,40

MED
Qh [W] 9731 7946 5628
mw [kg/h] 834 454 482

pw [kPa] 13,60 4,57 5,08

MIN
Qh [W] 8134 6642 4704
mw [kg/h] 697 380 403

pw [kPa] 9,80 3,36 3,72

Cooling
Housing 
length L 

[mm]

Fan speed 
w [˚C] 7/12 8/14 14/18

AC a [˚C] 24 26 27 24 26 27 24 26 27

1250

MAX

Qc,t [W] 1457 1714 1845 1223 1507 1633 659 843 956
Qc,s [W] 1225 1407 1500 1076 1253 1343 659 836 925
mw [kg/h] 250 294 316 175 215 233 141 181 205

pw [kPa] 0,99 1,30 1,46 0,57 0,78 0,89 0,41 0,60 0,73

MED

Qc,t [W] 1352 1592 1713 1120 1399 1516 575 740 850
Qc,s [W] 1068 1227 1308 938 1093 1171 575 729 807
mw [kg/h] 232 273 294 160 200 217 123 159 182

pw [kPa] 0,88 1,15 1,29 0,50 0,70 0,79 0,34 0,49 0,61

MIN

Qc,t [W] 1098 1292 1390 899 1136 1231 442 574 667
Qc,s [W] 822 945 1007 722 841 902 442 561 621
mw [kg/h] 188 221 238 128 162 176 95 123 143

pw [kPa] 0,64 0,82 0,92 0,36 0,51 0,57 0,23 0,34 0,42

2000

MAX

Qc,t [W] 2857 3361 3617 2402 2955 3202 1303 1665 1885
Qc,s [W] 2420 2782 2965 2127 2477 2655 1303 1652 1829
mw [kg/h] 490 576 620 343 422 457 279 357 404

pw [kPa] 4,45 5,93 6,76 2,41 3,44 3,95 1,71 2,58 3,19

MED

Qc,t [W] 2523 2971 3198 2093 2611 2830 1081 1391 1595
Qc,s [W] 2008 2308 2460 1765 2055 2202 1081 1370 1518
mw [kg/h] 433 509 548 299 373 404 232 298 342

pw [kPa] 3,58 4,77 5,43 1,92 2,78 3,19 1,27 1,91 2,40

MIN

Qc,t [W] 2317 2726 2933 1900 2397 2597 941 1220 1415
Qc,s [W] 1748 2009 2141 1536 1789 1917 941 1193 1321
mw [kg/h] 397 467 503 271 342 371 202 261 303

pw [kPa] 3,09 4,10 4,66 1,64 2,41 2,75 1,02 1,54 1,96

2750

MAX

Qc,t [W] 3655 4302 4630 3062 3782 4098 1641 2100 2385
Qc,s [W] 3048 3504 3734 2679 3120 3343 1641 2080 2303
mw [kg/h] 627 738 794 438 540 585 352 450 511

pw [kPa] 9,08 12,19 13,95 4,81 6,97 8,04 3,31 5,06 6,32

MED

Qc,t [W] 3195 3762 4050 2650 3307 3584 1369 1761 2020
Qc,s [W] 2543 2923 3115 2235 2603 2789 1369 1735 1922
mw [kg/h] 548 645 694 379 472 512 293 377 433

pw [kPa] 7,14 9,57 10,92 3,76 5,50 6,34 2,45 3,74 4,73

MIN

Qc,t [W] 2736 3220 3465 2244 2832 3068 1111 1441 1671
Qc,s [W] 2065 2373 2529 1814 2113 2264 1111 1409 1560
mw [kg/h] 469 552 594 321 405 438 238 309 358

pw [kPa] 5,44 7,24 8,25 2,84 4,21 4,83 1,75 2,67 3,42

AC AC 230 V fan
EC DC 24 V fan, electronically com-

mutated. Models with EC fans  
available on request only.

Qc,t [W] Total cooling capacity at 50 % 
relative air humidity 

Qc,s [W] Sensible cooling capacity
Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

w [°C] Water temperature

a [°C] Air temperature
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Cooling
Housing 
length L 

[mm]

Fan speed 
w [˚C] 7/12 8/14 14/18

AC EC a [˚C] 24 26 27 24 26 27 24 26 27

1250

MAX 100%

Qc,t [W] 898 1057 1137 752 929 1006 403 516 586
Qc,s [W] 749 860 917 658 766 821 403 511 566
mw [kg/h] 154 181 195 107 133 144 86 111 126

pw [kPa] 0,38 0,49 0,55 0,22 0,30 0,34 0,16 0,23 0,28

MED 70%

Qc,t [W] 756 890 958 627 782 848 324 417 478
Qc,s [W] 602 692 737 529 616 660 324 411 455
mw [kg/h] 130 153 164 90 112 121 69 89 102

pw [kPa] 0,29 0,37 0,42 0,17 0,23 0,26 0,12 0,17 0,20

MIN 50%

Qc,t [W] 571 672 724 469 591 641 234 303 351
Qc,s [W] 434 499 532 382 445 476 234 296 328
mw [kg/h] 98 115 124 67 85 92 50 65 75

pw [kPa] 0,19 0,24 0,27 0,11 0,15 0,17 0,08 0,11 0,13

2000

MAX 100%

Qc,t [W] 1753 2063 2221 1469 1814 1966 787 1007 1144
Qc,s [W] 1462 1681 1791 1285 1496 1603 787 998 1105
mw [kg/h] 301 354 381 210 259 281 169 216 245

pw [kPa] 1,45 1,92 2,19 0,79 1,12 1,29 0,55 0,83 1,02

MED 70%

Qc,t [W] 1465 1725 1856 1213 1516 1643 623 802 921
Qc,s [W] 1157 1330 1417 1017 1184 1269 623 789 874
mw [kg/h] 251 296 318 173 217 235 133 172 197

pw [kPa] 1,06 1,41 1,60 0,58 0,83 0,95 0,38 0,57 0,71

MIN 50%

Qc,t [W] 1175 1383 1488 964 1216 1317 477 619 718
Qc,s [W] 887 1019 1086 779 907 972 477 605 670
mw [kg/h] 201 237 255 138 174 188 102 133 154

pw [kPa] 0,74 0,97 1,09 0,40 0,58 0,66 0,26 0,38 0,48

2750

MAX 100%

Qc,t [W] 2523 2970 3197 2114 2611 2829 1133 1450 1647
Qc,s [W] 2105 2419 2578 1850 2154 2308 1133 1436 1590
mw [kg/h] 433 509 548 302 373 404 243 311 353

pw [kPa] 3,35 4,50 5,14 1,78 2,57 2,96 1,22 1,87 2,33

MED 70%

Qc,t [W] 1894 2230 2400 1568 1960 2124 805 1037 1191
Qc,s [W] 1496 1719 1832 1314 1531 1640 805 1021 1130
mw [kg/h] 325 382 411 224 280 303 173 222 255

pw [kPa] 2,01 2,69 3,06 1,07 1,56 1,79 0,70 1,06 1,33

MIN 50%

Qc,t [W] 1628 1916 2062 1335 1685 1826 661 857 995
Qc,s [W] 1229 1412 1505 1080 1258 1347 661 838 928
mw [kg/h] 279 329 354 191 241 261 142 184 213

pw [kPa] 1,55 2,06 2,34 0,82 1,21 1,38 0,51 0,77 0,98

Housing 
length L 

[mm]

Fan speed 
w [˚C] 75/65 70/55 55/45

AC EC a [˚C] 20 20 20

1250

MAX 100%
Qh [W] 1496 1222 865
mw [kg/h] 128 70 74

pw [kPa] 0,93 0,36 0,40

MED 70%
Qh [W] 1042 851 603
mw [kg/h] 89 49 52

pw [kPa] 0,52 0,22 0,24

MIN 50%
Qh [W] 674 550 390
mw [kg/h] 58 32 33

pw [kPa] 0,28 0,12 0,13

2000

MAX 100%
Qh [W] 3185 2601 1842
mw [kg/h] 273 149 158

pw [kPa] 5,80 2,05 2,26

MED 70%
Qh [W] 2016 1646 1166

mw [kg/h] 173 94 100
pw [kPa] 2,63 0,99 1,08

MIN 50%
Qh [W] 1457 1190 843
mw [kg/h] 125 68 72

pw [kPa] 1,54 0,61 0,66

2750

MAX 100%
Qh [W] 5085 4152 2941
mw [kg/h] 436 237 252

pw [kPa] 19,49 6,53 7,26

MED 70%
Qh [W] 2994 2445 1732
mw [kg/h] 257 140 148

pw [kPa] 7,49 2,66 2,94

MIN 50%
Qh [W] 2146 1752 1241

mw [kg/h] 184 100 106
pw [kPa] 4,21 1,56 1,72

AC AC 230 V fan
EC DC 24 V fan, electronically com-

mutated. Models with EC fans  
available on request only.

Qc,t [W] Total cooling capacity at 50 % 
relative air humidity 

Qc,s [W] Sensible cooling capacity
Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

w [°C] Water temperature

a [°C] Air temperature
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Cooling
Housing 
length L 

[mm]

Fan speed 
w [˚C] 7/12 8/14 14/18

AC EC a [˚C] 24 26 27 24 26 27 24 26 27

1250

MAX 100%

Qc,t [W] 1020 1201 1292 855 1055 1144 458 586 666
Qc,s [W] 851 978 1042 748 871 933 458 580 643
mw [kg/h] 175 206 222 122 151 163 98 126 143

pw [kPa] 0,54 0,70 0,79 0,31 0,42 0,48 0,22 0,32 0,39

MED 70%

Qc,t [W] 860 1012 1089 713 890 964 368 474 543
Qc,s [W] 684 786 838 601 700 750 368 467 517
mw [kg/h] 147 174 187 102 127 138 79 102 116

pw [kPa] 0,41 0,53 0,60 0,23 0,33 0,37 0,16 0,23 0,28

MIN 50%

Qc,t [W] 649 763 821 533 671 727 265 344 398
Qc,s [W] 493 567 604 433 505 541 265 336 373
mw [kg/h] 111 131 141 76 96 104 57 74 85

pw [kPa] 0,27 0,34 0,38 0,15 0,21 0,24 0,10 0,15 0,18

2000

MAX 100%

Qc,t [W] 2019 2377 2558 1692 2089 2264 906 1160 1318
Qc,s [W] 1684 1936 2063 1480 1724 1847 906 1149 1273
mw [kg/h] 346 408 439 242 299 323 194 249 282

pw [kPa] 2,15 2,86 3,27 1,16 1,66 1,91 0,80 1,21 1,51

MED 70%

Qc,t [W] 1668 1965 2114 1381 1727 1871 709 914 1049
Qc,s [W] 1318 1514 1614 1158 1349 1445 709 899 996
mw [kg/h] 286 337 363 197 247 267 152 196 225

pw [kPa] 1,54 2,04 2,33 0,83 1,20 1,37 0,54 0,82 1,02

MIN 50%

Qc,t [W] 1354 1593 1714 1110 1401 1517 550 713 827
Qc,s [W] 1021 1174 1251 898 1045 1120 550 697 772
mw [kg/h] 232 273 294 159 200 217 118 153 177

pw [kPa] 1,08 1,42 1,61 0,58 0,84 0,96 0,37 0,55 0,69

2750

MAX 100%

Qc,t [W] 2786 3279 3529 2334 2882 3123 1250 1600 1818
Qc,s [W] 2323 2670 2846 2042 2378 2548 1250 1585 1756
mw [kg/h] 478 562 605 333 412 446 268 343 390

pw [kPa] 4,63 6,23 7,13 2,44 3,55 4,10 1,67 2,57 3,21

MED 70%

Qc,t [W] 2074 2442 2629 1720 2146 2326 888 1143 1311
Qc,s [W] 1651 1897 2022 1451 1690 1810 888 1126 1247
mw [kg/h] 356 419 451 246 307 332 190 245 281

pw [kPa] 2,73 3,65 4,17 1,45 2,11 2,43 0,95 1,44 1,82

MIN 50%

Qc,t [W] 1784 2099 2259 1465 1846 2000 730 945 1095
Qc,s [W] 1356 1559 1661 1192 1388 1487 730 925 1025
mw [kg/h] 306 360 387 209 264 286 156 203 235

pw [kPa] 2,10 2,79 3,18 1,11 1,63 1,87 0,69 1,05 1,34

Housing 
length L 

[mm]

Fan speed 
w [˚C] 75/65 70/55 55/45

AC EC a [˚C] 20 20 20

1250

MAX 100%
Qh [W] 2301 1879 1331
mw [kg/h] 197 107 114

pw [kPa] 2,14 0,79 0,87

MED 70%
Qh [W] 1555 1270 899
mw [kg/h] 133 73 77

pw [kPa] 1,11 0,43 0,47

MIN 50%
Qh [W] 1073 876 621
mw [kg/h] 92 50 53

pw [kPa] 0,62 0,25 0,28

2000

MAX 100%
Qh [W] 4519 3690 2614
mw [kg/h] 387 211 224

pw [kPa] 12,30 4,17 4,63

MED 70%
Qh [W] 3054 2494 1766
mw [kg/h] 262 143 151

pw [kPa] 6,08 2,15 2,38

MIN 50%
Qh [W] 2227 1819 1288

mw [kg/h] 191 104 110
pw [kPa] 3,51 1,30 1,43

2750

MAX 100%
Qh [W] 6780 5536 3921
mw [kg/h] 581 316 336

pw [kPa] 37,60 12,27 13,69

MED 70%
Qh [W] 4551 3716 2632

mw [kg/h] 390 212 226
pw [kPa] 17,95 6,08 6,75

MIN 50%
Qh [W] 3250 2654 1880
mw [kg/h] 279 152 161

pw [kPa] 9,78 3,44 3,80

AC AC 230 V fan
EC DC 24 V fan, electronically com-

mutated. Models with EC fans  
available on request only.

Qc,t [W] Total cooling capacity at 50 % 
relative air humidity 

Qc,s [W] Sensible cooling capacity
Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

w [°C] Water temperature

a [°C] Air temperature
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Housing 
length L 

[mm]

Fan speed 
w [˚C] 75/65 70/55 55/45

AC a [˚C] 20 20 20

1250

MAX
Qh [W] 2249 1837 1301
mw [kg/h] 193 105 112

pw [kPa] 1,82 0,67 0,74

MED
Qh [W] 1570 1282 908
mw [kg/h] 135 73 78

pw [kPa] 1,00 0,39 0,43

MIN
Qh [W] 1013 827 586
mw [kg/h] 87 47 50

pw [kPa] 0,50 0,21 0,23

2000

MAX
Qh [W] 4829 3943 2793
mw [kg/h] 414 225 239

pw [kPa] 12,31 4,14 4,60

MED
Qh [W] 3084 2518 1784
mw [kg/h] 264 144 153

pw [kPa] 5,48 1,94 2,14

MIN
Qh [W] 2229 1820 1289
mw [kg/h] 191 104 111

pw [kPa] 3,12 1,15 1,27

2750

MAX
Qh [W] 7469 6099 4320
mw [kg/h] 640 349 370

pw [kPa] 39,98 12,95 14,45

MED
Qh [W] 4596 3753 2658
mw [kg/h] 394 215 228

pw [kPa] 16,19 5,47 6,08

MIN
Qh [W] 3282 2680 1898
mw [kg/h] 281 153 163

pw [kPa] 8,81 3,10 3,42

Cooling
Housing 
length L 

[mm]

Fan speed 
w [˚C] 7/12 8/14 14/18

AC a [˚C] 24 26 27 24 26 27 24 26 27

1250

MAX

Qc,t [W] 1247 1468 1580 1045 1290 1398 560 716 814
Qc,s [W] 1040 1195 1274 914 1065 1141 560 710 786
mw [kg/h] 214 252 271 149 184 200 120 154 174

pw [kPa] 0,64 0,85 0,96 0,36 0,51 0,58 0,26 0,38 0,46

MED

Qc,t [W] 1051 1238 1333 872 1088 1179 450 580 665
Qc,s [W] 837 962 1025 735 856 918 450 571 632
mw [kg/h] 180 212 228 125 155 169 97 124 142

pw [kPa] 0,49 0,64 0,72 0,27 0,38 0,44 0,19 0,27 0,34

MIN

Qc,t [W] 794 934 1005 652 821 890 325 421 487
Qc,s [W] 603 693 739 530 617 662 325 412 456
mw [kg/h] 136 160 172 93 117 127 70 90 104

pw [kPa] 0,31 0,40 0,45 0,18 0,25 0,28 0,12 0,17 0,21

2000

MAX

Qc,t [W] 2389 2812 3027 2002 2472 2679 1073 1373 1559
Qc,s [W] 1993 2290 2441 1751 2040 2185 1073 1360 1506
mw [kg/h] 410 482 519 286 353 383 230 294 334

pw [kPa] 2,49 3,34 3,82 1,33 1,92 2,21 0,92 1,39 1,74

MED

Qc,t [W] 1997 2352 2531 1654 2067 2240 849 1093 1256
Qc,s [W] 1577 1813 1932 1386 1614 1730 849 1076 1192
mw [kg/h] 342 403 434 236 295 320 182 234 269

pw [kPa] 1,82 2,42 2,77 0,96 1,40 1,61 0,62 0,95 1,20

MIN

Qc,t [W] 1601 1885 2028 1313 1657 1795 650 843 978
Qc,s [W] 1208 1389 1480 1062 1237 1325 650 824 913
mw [kg/h] 275 323 348 188 237 257 139 181 210

pw [kPa] 1,24 1,64 1,87 0,66 0,96 1,10 0,41 0,62 0,79

2750

MAX

Qc,t [W] 3282 3863 4158 2750 3396 3680 1473 1886 2142
Qc,s [W] 2737 3146 3353 2406 2802 3002 1473 1868 2068
mw [kg/h] 563 662 713 393 485 526 316 404 459

pw [kPa] 5,39 7,29 8,35 2,82 4,12 4,76 1,92 2,96 3,72

MED

Qc,t [W] 2462 2899 3120 2039 2548 2762 1047 1348 1549
Qc,s [W] 1945 2235 2382 1709 1990 2133 1047 1327 1469
mw [kg/h] 422 497 535 291 364 395 224 289 332

pw [kPa] 3,20 4,30 4,92 1,67 2,46 2,84 1,07 1,65 2,09

MIN

Qc,t [W] 2116 2491 2680 1736 2190 2373 859 1114 1293
Qc,s [W] 1597 1835 1956 1403 1634 1751 859 1090 1207
mw [kg/h] 363 427 459 248 313 339 184 239 277

pw [kPa] 2,45 3,27 3,73 1,27 1,89 2,17 0,78 1,19 1,53

AC AC 230 V fan
EC DC 24 V fan, electronically com-

mutated. Models with EC fans  
available on request only.

Qc,t [W] Total cooling capacity at 50 % 
relative air humidity 

Qc,s [W] Sensible cooling capacity
Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

w [°C] Water temperature

a [°C] Air temperature
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Cooling
Housing 
length L 

[mm]

Fan speed 
w [˚C] 7/12 8/14 14/18

AC a [˚C] 24 26 27 24 26 27 24 26 27

1250

MAX

Qc,t [W] 1417 1668 1796 1187 1467 1589 636 814 925
Qc,s [W] 1182 1359 1448 1039 1210 1296 636 807 893
mw [kg/h] 243 286 308 170 210 227 136 175 198

pw [kPa] 0,92 1,22 1,38 0,51 0,72 0,82 0,36 0,54 0,66

MED

Qc,t [W] 1195 1407 1515 991 1237 1340 512 659 755
Qc,s [W] 951 1093 1165 836 973 1043 512 649 719
mw [kg/h] 205 241 260 142 177 192 110 141 162

pw [kPa] 0,70 0,91 1,03 0,38 0,55 0,62 0,26 0,38 0,47

MIN

Qc,t [W] 902 1062 1142 741 933 1011 369 478 554
Qc,s [W] 686 788 840 603 702 752 369 468 518
mw [kg/h] 155 182 196 106 133 145 79 102 119

pw [kPa] 0,44 0,57 0,65 0,25 0,35 0,40 0,16 0,24 0,29

2000

MAX

Qc,t [W] 2747 3233 3479 2301 2842 3079 1233 1578 1792
Qc,s [W] 2291 2633 2806 2013 2345 2512 1233 1563 1731
mw [kg/h] 471 554 597 329 406 440 264 338 384

pw [kPa] 3,71 5,00 5,72 1,96 2,85 3,29 1,34 2,06 2,58

MED

Qc,t [W] 2270 2673 2877 1880 2349 2546 965 1243 1428
Qc,s [W] 1793 2061 2196 1576 1835 1966 965 1223 1355
mw [kg/h] 389 458 493 269 336 364 207 266 306

pw [kPa] 2,64 3,54 4,04 1,38 2,03 2,34 0,89 1,36 1,73

MIN

Qc,t [W] 1841 2166 2330 1509 1904 2063 747 969 1124
Qc,s [W] 1389 1596 1701 1220 1421 1523 747 948 1049
mw [kg/h] 316 371 400 216 272 295 160 208 241

pw [kPa] 1,83 2,43 2,76 0,96 1,41 1,62 0,59 0,90 1,15

2750

MAX

Qc,t [W] 3623 4264 4589 3035 3748 4062 1626 2081 2364
Qc,s [W] 3021 3473 3701 2655 3092 3313 1626 2062 2283
mw [kg/h] 621 731 787 434 536 580 349 446 507

pw [kPa] 7,49 10,13 11,63 3,89 5,70 6,61 2,64 4,09 5,15

MED

Qc,t [W] 2697 3175 3418 2237 2791 3025 1155 1486 1705
Qc,s [W] 2146 2467 2629 1886 2197 2354 1155 1464 1622
mw [kg/h] 462 544 586 320 399 432 248 319 365

pw [kPa] 4,37 5,88 6,72 2,27 3,35 3,87 1,46 2,26 2,87

MIN

Qc,t [W] 2318 2729 2936 1904 2399 2599 949 1229 1423
Qc,s [W] 1762 2026 2159 1549 1804 1933 949 1203 1332
mw [kg/h] 398 468 503 272 343 371 203 263 305

pw [kPa] 3,33 4,46 5,09 1,72 2,56 2,95 1,05 1,62 2,09

Housing 
length L 

[mm]

Fan speed 
w [˚C] 75/65 70/55 55/45

AC a [˚C] 20 20 20

1250

MAX
Qh [W] 3490 2850 2019
mw [kg/h] 299 163 173

pw [kPa] 4,44 1,55 1,71

MED
Qh [W] 2359 1926 1364
mw [kg/h] 202 110 117

pw [kPa] 2,23 0,82 0,90

MIN
Qh [W] 1628 1329 942
mw [kg/h] 140 76 81

pw [kPa] 1,20 0,46 0,51

2000

MAX
Qh [W] 7161 5848 4142
mw [kg/h] 614 334 355

pw [kPa] 28,93 9,40 10,49

MED
Qh [W] 4842 3954 2800
mw [kg/h] 415 226 240

pw [kPa] 13,96 4,70 5,22

MIN
Qh [W] 3530 2883 2042
mw [kg/h] 303 165 175

pw [kPa] 7,86 2,74 3,03

2750

MAX
Qh [W] 10373 8470 5999
mw [kg/h] 889 484 514

pw [kPa] 84,33 26,72 29,91

MED
Qh [W] 6963 5686 4027
mw [kg/h] 597 325 345

pw [kPa] 39,53 12,87 14,36

MIN
Qh [W] 4972 4060 2876
mw [kg/h] 426 232 247

pw [kPa] 21,11 7,08 7,88

AC AC 230 V fan
EC DC 24 V fan, electronically com-

mutated. Models with EC fans  
available on request only.

Qc,t [W] Total cooling capacity at 50 % 
relative air humidity 

Qc,s [W] Sensible cooling capacity
Qh [W] Heating capacity
mw [kg/h] Water flow

pw [kPa] Pressure drop on the waterside

w [°C] Water temperature

a [°C] Air temperature
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Housing length L 
[mm] No. of fans

Water connector 
dimension 

[”]

Water content 
in the heat 
exchanger, 

heating 
[l]

Water content 
in the heat 
exchanger, 

cooling 
[l]

[m³/h] 
Sound power LWA 

[dB]
Sound pressure 

LpA [dB]
Max. input power 

[W]
Max. input current  

[A]

1250 1 1/2 0,4 1,1 160
44 36

24 0,2035 27
<30 21

2000 2 1/2 0,7 2,0 320
47 38

48 0,4038 29
31 22

2750 3 1/2 1,0 2,9 480
49 39

72 0,6040 30
34 24

Housing length L 
[mm] No. of fans

Water connector 
dimension 

[”]

Water content in the 
heat exchanger 

[l]
[m³/h] Sound power LWA 

[dB]
Sound pressure LpA 

[dB]
Max. input power 

[W]
Max. input current  

[A]

1250 1 1/2 1,2 160
46 38

24 0,2037 29
31 23

2000 2 3/4 2,2 320
48 39

48 0,4040 31
34 25

2750 3 3/4 3,2 480
50 40

72 0,6041 31
36 26

Housing length L 
[mm] No. of fans

Water connector 
dimension 

[”]

Water content in the 
heat exchanger 

[l]
[m³/h] Sound power LWA 

[dB]
Sound pressure LpA 

[dB]
Max. input power 

[W]
Max. input current  

[A]

1250 1 1/2 1,2 250
50 42

20 0,1242 34
39 31

2000 2 3/4 2,2 500
54 45

40 0,2447 38
40 31

2750 3 3/4 3,2 750
55 45

60 0,3648 38
42 32

Housing length L 
[mm] No. of fans

Water connector 
dimension 

[”]

Water content 
in the heat 
exchanger, 

heating 
[l]

Water content 
in the heat 
exchanger, 

cooling 
[l]

[m³/h] 
Sound power LWA 

[dB]
Sound pressure 

LpA  [dB]
Max. input power 

[W]
Max. input current  

[A]

1250 1 1/2 0,5 1,4 160
44 36

24 0,2035 27
<30 21

2000 2 1/2 0,9 2,6 320
47 38

48 0,4038 29
31 22

2750 3 1/2 1,3 3,9 480
49 39

72 0,6040 30
34 24

 Other technical data

Cooling and heating oor convectors TK -13



Note: The level of sound pressure LpA is calculated based on the level of sound power LWA emitted by the noise source at a certain distance (1 m) and depends on the installation 
type (free space or next to a wall).

Housing length L 
[mm] No. of fans Water connector 

dimension [”]

Water content 
in the heat 
exchanger, 

heating 
[l] 

Water content 
in the heat 
exchanger, 

cooling 
[l]

[m³/h] 
Sound power LWA 

[dB]
Sound pressure 

LpA [dB]

Max. input power 
[W]

Max. input current  
[A]

AC AC 

1250 1 1/2 0,4 1,1 250
52 44

20 0,1244 36
36 28

2000 2 1/2 0,7 2,0 500
54 45

40 0,2447 38
39 30

2750 3 1/2 1,0 2,9 750
56 46

60 0,3649 39
41 31

Housing length L 
[mm] No. of fans Water connector 

dimension [”]

Water content 
in the heat 
exchanger, 

heating 
[l] 

Water content 
in the heat 
exchanger, 

cooling 
[l]

 
[m³/h] 

Sound power LWA 
[dB]

Sound pressure 
LpA [dB]

Max. input power 
[W]

Max. input current  
[A]

AC AC 

1250 1 1/2 0,5 1,4 250
50 42

20 0,1243 35
36 28

2000 2 1/2 0,9 2,6 500
52 43

40 0,2445 36
38 29

2750 3 1/2 1,3 3,9 750
54 44

60 0,3647 37
40 30
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A

A

A-A 

 L

140

11
5

25100

33
99

8691

60

5035 R15

36

15
L 1250 mm - 1/2”
L 2000 mm - 3/4” 
L 2750 mm - 3/4” 

8119

Ø1
6

16
0

20

115 23

34
0

Inflow connector

A

A

A-A

L

11
5

25100

32

15

36
17

4

46
90

105

38

½” Ø1
6

8119

140

60

5035 R15

20
5

20

115 23

40
0

Heating

Cooling
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Inflow connector

A

A

A-A 

L

11
5

25100

140
60

5035 R15

16

38

44
88

½”

12
4

40

105

Ø1
6

8119

20
16

0

115 23

34
0

Heating

Cooling

61

Inflow connector
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Room thermostat T01 Floor convector 1

Floor convector 2

Floor convector 3

Autotransformer AT

Floor convectorRoom thermostat T01

Room thermostat T12

Room thermostat T02

Floor convector 1

Floor convector 2

Floor convector 1

Floor convector 2

Floor convector 3

Relay interface RV

Relay interface RV

Relay interface RV

Autotransformer AT

Autotransformer AT

Autotransformer AT

a les o  oor convectors 
connections into grou s

2

a les o  oor convectors connections into grou s



Floor convector 1

Floor convector 2

Floor convector 3

Floor convector 2

Floor convector 3

Floor convector 1

Floor convector 1

Floor convector 2

Floor convector 3

Floor convector 2

Floor convector 3

Floor convector 1

Room thermostat T13
Relay interface RV

Relay interface RV

Room thermostat T12

Room thermostat T20

Autotransformer AT

Autotransformer AT

 Continuous regulation SC-1

Continuous regulation SC-1

3

a les o  oor convectors connections into grou s



Accessories
Code

  
Standard  natural alu iniu  colour  blac  brass colour 
On re uest  chocolate  bron e

 
Standard  natural alu iniu  colour  blac  brass colour 
On re uest  chocolate 11 )  bron e 11 F)

 
Standard  oa  ash  wallnut  ahogany   
On re uest  wenge 11 )  cherry 11 )

Code

Ther ostat valve 1 2  3  straight

Ther ostat valve 1 2  3  angular

adiator shut-o  coc  1 2  3  straight

adiator shut-o  coc  1 2  3  angular

Two-way valve with T actuators ON-OF 2- i e set)

Two-way valve with T actuators ON-OF - i e set)

Three way valve with T actuator ON-OF 2- i e set)

Three way valve with T actuator ON-OF - i e set)

oo  ther ostat or 2- i e syste s  sur ace installation

LCD roo  ther ostat or 2- i e syste s  se i- ush installation

LCD roo  ther ostat or 2- and - i e syste s  se i- ush installation

oo  ther ostat or - i e syste s  sur ace installation

oo  ther ostat or continuous regulation o  AC ans  sur ace installation

elay inter ace or 2- and - i e syste s

Fan s eed controller or TKV-S-13

oo  ther ostat or continuous regulation o  AC ans

Autotrans or er or AC ans control or TKV-13 and TK -13

Autotrans or er or AC ans control TK -13

Code
o Corner design o  convector and grille

ousing ther al insulation

ooden rotection cover rotection o  the convector during the installation)

ound sha ed convector and grille

Alu iniu  ra e  ed to the housing

Level ad usting legs  leveling height 2    

Level ad usting and su ort legs  with rein orced housing u on re uest)

Connection or resh air su ly  without da er u on re uest)

Connection or resh air su ly  with da er u on re uest)

Accessories



 

 longitudinal ed grille   
anodised in natural alu iniu  colour

 longitudinal ed grille  anodised in blac  colour

longitudinal ed grille  anodised in brass colour

 roll-u  grille  anodised in natural alu iniu  colour  roll-u  grille  anodised in blac  colour

 roll-u  grille  anodised in brass colour  roll-u  grille  stainless steel

oa  wood ash wood

wallnut wood  ahogany wood

Accessories



 

Notes

 valve si e 1 2  3 ) de ends on the si e o  heat e changer connector si e not necessary to state)
 anual valves 1-  are only su lied with the convector but not installed  sets o  two- and three-way valves are installed
 sets o  three-way valves VT2 and VT  re uire ore s ace or installation  ossibility o  installation should be con r ed by the roducer 

be ore an order.

 Ther ostat valve 1 2  ali 3  straight 

 adiator shut-o  coc  1 2 ali 3  straight

 Two-way valve with T actuators ON-OF 2- i e 
set)

 Three way valve with T actuator ON-OF 2- i e 
set)

 Ther ostat valve 1 2  or 3  angular

 adiator shut-o  coc  1 2 or 3  angular

 Two-way valve with T actuators ON-OF - i e 
set)

 Three way valve with T actuator ON-OF - i e 
set)

Accessories



 

 oo  ther ostat

 or 2- i e syste s
 wall installation
 roo  te erature setu
 anual s eed selection
 anual regi e heating  cooling) selection

 oo  ther ostat

 or - i e syste s
 wall installation
 roo  te erature setu
 anual s eed selection
 auto atic regi e heating  cooling) switching

 lectronic LCD roo  ther ostat or continuous control o  AC or C ans

 or 2- i e and - i e syste s
 wall installation
 dis lay o  roo  te erature  set roo  te erature and ara eters 
 anual 3-ste  N- D- A ) or continuous 2-1  Vdc) an s eed regulation
 anual regi e selection heating  cooling  auto)

 lectronic LCD roo  ther ostat touch screen)

 or 2- i e syste s
 se i- ush installation into the enclosed electrical soc et 
 setu  and dis lay o  roo  te erature
 anual or auto s eed selection
 anual regi e heating  cooling) selection

lectronic LCD roo  ther ostat

 or 2- i e and - i e syste s
 se i- ush installation into standard electrical soc et   

not enclosed)
 setu  and dis lay o  roo  te erature
 anual or auto s eed selection
 auto atic regi e heating  cooling) selection
 ossibility to connect an e ternal te erature sensor

Accessories



 Avtotrans or er AT  is designed or 3-ste  s eed control 
o  1 to a .  ans ty e  installed in TKV-13 or TK -13 oor 
convectors.

elay inter ace is designed to attach autotrans or er 
AT  or AT  in 2- or - i e odels o  TKV-13 or TK -13 oor 
convectors

 connection to a roo  ther ostat to control several grou s 
o  oor convectors connected to one roo  ther ostat ore 
than  ans in a grou )

 connection to a roo  ther ostat or B S with 3-ste   
N- D- A ) out uts 23  Vac out ut or an s eed

n case when  or less ventilators are controlled with a single T 1 
roo  ther ostat  V is not needed.

Controller or continuous control o  a .  AC ans

 connection to roo  ther ostat T2
 connection to CNS with 2-1  V out ut or an s eed control

 Avtotrans or er AT  is designed or 3-ste  s eed control 
o  1 to a .  ans ty e  installed in TK -13 oor convectors.

 This an s eed controller or the TKV-S-13 is used or 3-ste  
regulation o  12V ans  ounted into the TKV-S-13  in connection 
with the T 1 ther ostat. e can connect a .  ans to one S.

Note  Floor convectors with C ans and control are available u on re uest only.

Accessories



 Other

 Corner design o  convector and grille according to 
drawing

 ousing ther al insulation

 ooden rotection cover  ound sha ed con-
vector and grille

 according to drawing
 TK-13 and TKV-13 odels
 roll-u  grille only

 Alu iniu  ra e

Note

when ordering accessory 21  lenght and width o  housing increa-
se or 12 . According to this  the length and width o  the grille 
change also.

 Level ad usting legs 

 Leveling height distance to the botto  o  oor convector) is 
2  .

 nstallation ossible in odels o  1  and 1   height only.
 di erent ro ect solutions u on re uest

Level ad usting and su ort legs

 seco ended or installation into alse oor
 set with rein orced housing brac et
 available u on re uest

B

B+12 mm

H

AL profile

housing

grille rubber layer

B- nominl width 

Accessories



Connection for fresh air supply
032 Connection for fresh air supply, size 
DN 80, without damper. Installation on 
TK-13, TKV-13 and TKH-13 models, with 
1 0 mm height. a . air ow rates up 
80 m³/h per connection. Different project 
solutions possible.

033 Connection for fresh air supply with 
damper, size DN 80. Installation on TK-13, 
TKV-13 and TKH-13 models, with 140 mm 
height. a . air ow rates up 80 m³/h per 
connection. Available upon request only.

Example: TKH-13 125x34x14/D/2C/45/032

Custom - made convectors
Special versions of oor convectors with 
non-standard dimensions and techni-
cal characteristics can be produced on 
customer s request and speci cations.

60

Floor convectors
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Ordering ey

032 fresh air connection  
(without damper)

033 fresh air connection  
(with damper)

017 housing thermal insulation

028 level adjusting legs
029 level adjusting and support 

legs, with reinforced 
housing

corner design
round shaped convector

018 wooden protection cover

021 aluminium frame

111 longitudinal aluminium 
grille, anodised

114 roll-up aluminium grille, 
anodised

114W wooden roll-up grille
114SS stainless steel roll-up grille

Water side control accessories (different types of valves)

Air side control accessories (different types of room 
thermostats and fan speed 
controllers)

Water connection side* D – right
L – left

Floor convector height 07, 08, 10, 14

Floor convector width 20, 30, 40

Floor convector length 090-300 (increment 100 
mm) 
320-500 (increment 200 
mm)

TK -13, TKV -13,  
TK-S -13, TKV-S -13

*Designation L (left) and D (right) indicate the side water connections, whereby it is necessary to look at the convector from the room towards the window.
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032 fresh air connection  
(without damper)

033 fresh air connection  
(with damper)

017 housing thermal insulation

028 level adjusting legs
029 level adjusting and support legs, 

with reinforced housing

corner design

018 wooden protection cover

021 aluminium frame

111 longitudinal aluminium grille, 
anodised

114 roll-up aluminium grille, 
anodised

114W wooden roll-up grille

114SS stainless steel roll-up grille

Water side control accessories (different types of valves)

Air side control accessories (different types of room thermo-
stats and fan speed controllers)

Fan type designation 45, 60

System 2C (2– pipe), 4C (4– pipe)

Water connection side* D – right
L – left

Floor convector height 14

Floor convector width 34, 40

Floor convector length 125, 200, 275

TKH-13

The right for technical changes reserved.

*Designation L (left) and D (right) indicate the side water connections, whereby it is necessary to look at the convector from the room towards the window.
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Änderungen vorbehalten!

J. PICHLER
Gesellschaft m.b.H.

ÖSTERREICH
9021 KLAGENFURT
AM WÖRTHERSEE
Karlweg 5
T +43 (0)463 32769
F +43 (0)463 37548

1100 WIEN
Doerenkampgasse 5
T +43 (0)1 6880988
F +43 (0)1 6880988-13

office@pichlerluft.at
www.pichlerluft.at

PICHLER & CO d.o.o.
prezračevalni sistemi

SLOVENIA
2000 MARIBOR
Cesta k Tamu 26
T +386 (0)2 46013-50
F +386 (0)2 46013-55

pichler@pichler.si
www.pichler.si

KLIMA DOP d.o.o.
klimatizacija i ventilacija

SERBIA
11070 NOVI BEOGRAD
Autoput Beograd-Zagreb  
bb (Blok 52 – prostor GP 
„Novi Kolektiv“)
T +381 (0)11 3190177
F +381 (0)11 3190563

office@klimadop.com
www.klimadop.com


